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SIA "LATVIJAS NEATKARIGAIS SPECIALISTU
ATESTACIJAS UN SERTIFIKACIJAS CENTRS"
LATVIA INDEPENDENT SPECIALISTS CERTIFICATION CENTER Ltd.

(53208

Lappuse 1 no 2.

SERTIFIKATS

Nr. LNSASC - B - 73 - 4392/11

NATALJA JUDINA
(vards, uzvards)

personas kods: 111258-11848

ieguvis profesionalo kompetenci

SILTUMAP_GADES UN VEI}I:I‘IL@CIJAS
SISTEMU PROJEKTESANA

saskana ar LNSASC sertifikacijas procediiru “Buvprakses sertifikats” (01.11.2010.),
sertificé$anas kritérijiem sfera “Siltumapgades un ventilacijas sistému projektésana” (10.01.2011.)
un 08.07.2003. LR MK noteikumiem Nr.383.

Sertifikacijas datums: Sertifikats derigs lidz:
26.08.2011 25.08.2016

Izdo$anas vieta:

I Meza iela 7, Riga, Latvija
JO@

SIA “LNS2 A G. Pankratova
direktord\ % & S
\\?/,) '
NS >/ y
oSertificétas personas .
paraksts W

Sertifikata lietosanas noteikumi lapas 2.pusé

Biroja adrese: MeZa iela 7, Riga, LV -1048, Latvija A/S "HANSABANKA" Kods: HABALV22

SIA “Latvijas neatkarigais specialistu atestacijas un sertifikacijas centrs” Vienotais red. Nr.: 40003191549

Juridiska adrese: Gogola iela 23, Riga, LV -1050, Latvija PVN maksataja Nr.. LV40003191549
LY SAS

Talrunis: (+371) 7610032, fakss: (+371) 7408215, e-pasts: Insasc@Insasc.lv Konts Nr.: LV 95 HABA 0001 4080 4517 9




Lappuse 2 no 2.

BUVPRAKSES SERTIFIKATA LIETOSANAS NOTEIKUMI
Nr. SC -03-001/10

Vispariga informacija

< 1. Pretendentiem, kuri ir sekmigi izgajusi sertifikacijas procediiru, nedélas laika LNSASC sagatavo atbilstoSos kvalifikacijas ‘
sertifikatus. Ja sertifikata ta pasnieks atklajis klidas, LNSASC 3 dienu laika tas izlabo un atkartoti izsniedz sertifikatu.

2.Izsniegtie buivprakses sertifikati tiek registréti Ekonomikas ministrijas izveidotaja biivprakses un arhitekta prakses sertifikatu
registra, kas ir publiski pieejams.

Sertifikata izmantoSanas nosacijumi

3. Personai, kura sapémusi buvprakses sertifikatu, jaievéro §adas prasibas:

3.1. sertifikatu lietot tikai atbilsto3i taja noraditajai bivprakses sferai;

3.2. sava darbiba ievérot ar attiecigo sféru saistitos likumus un citus normativos aktus; %

3.3. neizmantot sertifikatu tada veida, ka sertifikacijas institiicija tiktu diskreditéta un neizteikt tadus apgalvojumus saistiba
ar sertifikaciju, kurus sertifikacijas institiicija varétu izprast ka maldino3us un nepamatotus; :

3.4. registrét sapemtas pretenzijas un siidzibas par savu profesionalo darbibu un iesniegt tas sertificé3anas institiicija
pagarinot sertifikata deriguma terminu;

3.5. partraukt izmantot visas tiesibas uz sertifikatu, t.sk. pazinojumus un atsauces uz sertifikacijas institiiciju vai sertifikatu,
un atgriezt visus anulétos sertifikatus;

3.6. pec LNSASC pieprasijuma sniegt informaciju par savu profesionalo darbibu uzraudzibas veik3anai.

Sertifikata anuléSana
4. Kvalifikacijas sertifikats tiek anuléts, ja:

- beidzies sertifikata deriguma termins;

- sertifikata Tpa3nieks izteicis véleSanos atteikties no sertifikata;

- sertificéta persona ir parkapusi ar sertifikacijas sféru saistitos likumus vai citus normativos aktus un par $o faktu ir
kluvis zinams sertifikacijas institiicijai;

- tiek atklats, ka sertifikats ir izsniegts nepamatoti vai ir viltots;

- sertificéta persona ir parkapusi sertifikata izmanto3anas nosacijumus;

- sertifikats tiek neatbilstosi lietots.

5. Neatbilsto3a sertifikatu lieto3ana ir ta izmanto3ana reklama, katalogos u.c. maldinasanas nolaka, ka arT nekorektds norades par -
sertificéSanas sistému, kas var diskreditét LNSASC.

Sertifikata deriguma termipa pagarinasana

6. Sertifikata deriguma termins3 ir pieci gadi.
7. Lai pagarinatu buivprakses sertifikata deriguma terminu, sertificéta persona iesniedz LNSASC:
- pieteikumu;
- papildus iegiito izglitibu apliecinoSus dokumentus (ja ir iegiita papildus izglitiba);
- apliecinatu darbu sarakstu, kuru izpildé sertificéta persona ir piedaiijusies;
- sapemto pretenziju sarakstu (ja tadas ir sapemtas);
- kvalifikacijas sertifikatu.

- 8. Sertifikata pagarinaSanas procediira ir analoga sertificé3anas procedrai.

Informaciju par sertificétajiem specialistiem var |egut SlA “LNSASC” majas lapa www.lnsasc.lv un LR Ekonomikas
ministrijas buvprakses un arhitektu prakses S¢

G. Pankratova

N.Judina




Daudzdzivoklu dzivojamas €kas apkures sist€émas vienkarSotas renovacijas projekts

Stacijas iela 21, Valmiera
e
siAa |[(AUD]

VRN 40103248613
Riga, Maskavas iela 459

Paskaidrojuma raksts

Daudzdzivok]u dzivojamas majas Stacijas iela 21, Valmiera, vienkarSotais apkures renovacijas projekts
izstradats pamatojoties uz inventarizacijas planiem un tehniska uzdevuma, ka arT saskana ar $adiem

speka esosSajiem Latvijas Biivnormativiem:

- LBN 231-03 ,,Dzivojamo un publisko €ku apkure un ventilacija”;
- LBN002-01 ,,Eku norobeZojosa konstrukciju siltumtehnika”;
- LBN 003-01 ,,Bavklimatologija”

Projekta pienemta ara gaisa temperatiira ziema -24,0°C.
Apkure.

Eka ir esosa viencaurulu apkures sistéma, kas nodroSina ar siltumapgadi €kas dzivoklus un divcaurulu
apkures sist€ma, kas nodroSina siltumapgadi tikai kapnu telpas. Siltuma avots- siltummezgls €kas
pagrabstava. Siltumnesgja parametri 80°C/60°C.

Nepieciesams izveidot jaunu radiatoru apsaistes mezglu un vecos sildkermenus nepiecieSams nomainit
pret jauniem Purmo PC 11/22/33-40/50 tipa radiatoriem. Radiatoru pievadcaurules un caurulvadu
saSaurinajumus montét no cietajam vara caurulém. Visus radiatorus paredz€ts montet ar atgaisoSanas
korkiem un radiatoru atpakalgaitas lodveida noslégventiliem ar saskriives savienojumu. Radiatoriem
paredzeta 2-gaitas termovarstu uzstadiSanu ieejas pus€. Uz visiem dzivoklos uzstaditajiem radiatoriem
uzstadit siltuma maksas sadalitajus (alokatorus).

Pielaujama analogu citu razotaju sildkermenu uzstadiSana ar Iidzveértigiem jaudas parametriem. Ja kada
telpa sildkermenu nomaina veikta jau iepriek§ tie var tikt saglabati (iepriek§ novert€jot jaudas
pieme@rotibu), nepiecieSamibas gadijuma veicot sildkermena piesléguma rekonstrukciju, lai nodroSinatu
individualas reguléSanas iesp€jas un apkures sist€émas pareizu darbibu. Telpas, kuras uzstaditi vairaki
sildkermeni pie vairakiem stavvadiem tiek uzstadits viens sildkermenis pie €kas stiirT izvietota stavvada
ar pietieckamu jaudu telpas apsildei. Aizstajot vairakus sildkermenus ar vienu tiek samazinatas izbiives un
siltuma uzskaites ievieSanas un uzturéSanas izmaksas.

NepiecieSams izbtivet jaunus melna metala A un B apkures gulvadus. Gulvads A nodro$inas siltumapgadi
ielas fasades radiatoriem, bet gulvads B nodrosinas pagalma fasades radiatoru siltumapgadi.

Uz atpakalgaitas stavvadiem jauzstada manualie balans€Sanas varsti, bet uz turpgaitas stavvada jauzstada
lodveida noslégventili. Ekas siltummezgla uz izejosa turpgaitas caurulvada jauzstada manualais
balanséSanas varsts ar drendZas iesp&ju. P&c sist€mas montaZas javeic stavvadu balanséSana.

Visus pagrabstava izvietotos caurulvadus apstradat ar pretriisas grunti un izolét ar PAROC ACE
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Daudzdzivoklu dzivojamas €kas apkures sist€émas vienkarSotas renovacijas projekts

Stacijas iela 21, Valmiera
(A=0,042W/m*C°) siltumizolacijas ¢aulam 40mm.
Apkures sisteémas iztukSoSana notiek caur ventiliem siltummezgla, balanséSanas ventiliem, ka ar1 caur
izlaides ventiliem, kurus nepiecieSams mont&t uz apkures turpgaitas stavvadiem pagrabstava.
Sistémas atgaiso$ana paredz€ta caur automatiskiem vai manualiem atgaisoSanas varstiem. Horizontalos
cauru]vadus un radiatorus uzstadit ar 0.002 slipumu.
Pec apkures sistemas montazas veikt sistemas hidraulisko parbaudi pie 6bar spiediena.
Pielietot citus materialus un iekartas var péc saskanoSanas ar projekta autoru, pret€ja gadijuma
blivuznémejs uznemas atbildibu par izmainam.
Sikakus montazas un ekspluatacijas noradijumus skat. iekartu vai materialu izgatavotajripnicu

instrukcijas.

S biivprojekta dalas risinajumi
Atbilst Latvijas biivnormativiem
ka arf citu normativo aktu prasibam

Biivprojekta dalas vaditajs N. Judina
Sert. LNSASC-B-73-4392/11

2012.08.24

datums paraksts




APKURES SISTEMAS PAMATRADITAJI

RADIATORU APSAISTES MEZGLA PRINCIPIALA SHEMA

Skaitliska vertiba | Mervieniba Piezimes
Apku;ZE;;stemas 99,401 KW
hgrr):zlrizlias i;rt::;:t?ba 87,090 kPa apkures siltemas parametri doti
A[L)Jlél;rr:ass;;st;erir;lzs 3.44 ma/h nenemot vera siltuma avotu.
Apku;ielz;i;iztemas 574 |

CIRKULACIJAS SUKNA PAMATRADITAJI

Cieta vara caurule d 22x1

Skaitliska vertiba | Mervieniba Piezimes
Spiesanas augstums 6,42 m
Plusmas atrums 3,44 m3/h

NOSACITIE APZIMEJUMI

st Apkures stavvada numurs
— Apkures stavvads ar radiatoru pievadcaurulem
Apkures gulvada apzimejums
Turpgaitas apkures caurule
————— Atgaitas apkures caurule
Sildkermenus savienojosa caurule
4 Termostatiskais varsts RA-G ar termogalvu
® Lodveida noslegventilis
* Manualais balansesanas ventilis MSV-B
=K 11 Droselvarsts KRYZA/iestatijums
BEMTUAP — Armaturas tips/izmers
dn 25 Caurulvada izmers
R Jauns apkures terauda plaksnu sildkermenis

tips, augstums (cm), garums (m)

613Bm
C215-400.8 m

Jauns apkures terauda plaksnu sildkermenis
Jauda (W), tips, augstums (cm), garums (m)

116)

Virtuve
20°C 384/0 Bm

Telpas numeracija, nosaukums, temperatura un jauda vatos

CAURULVADU TIPU TABULA

A -
B -

C

esosas melna metala caurules.

jaunizbuvejamas cietas vara caurules.

- jaunizbuvejamas melna metala caurules.

Cieta vara caurule d 18x1
/\— . .
. I al M Termostatiskais varsts
sosa melna metala :

caurule DN20 / RA-G DN15 ar termogalvu

Cieta vara caurule
- _

Esosa melna metala _ 3 \ _

caurule DN20 Lodveida ventilis Siltuma maksas

N DN15 sadalitajs

Si buvprojekta dalas risinajumi atbilst Latvijas
Buvprojekta dalas vaditaja N.Judina

Sert. LNSASC-B-73-4392/11

2012.08.24

datums Paraksts

buvnormativiem, ka ari citu normativo aktu prasibam.

Visparigie raditaji

Pasutijuma Nr. 08-2/2012 | pasutitajs: SIA,Valmieras namsaimnieks” |72 Formats{ Marka:
S21.grd GRD | AVK
Amats _|Uzvards |Paraksts | Daums | pyents: Daudzdzivoklu dzivojama eka  |St2912 |Merogs| Lapa |Lapu sk.
Stacijas iela 21, Valmiera VR | - 1 10
Izstradaja |P.Usins 24.08.2012] Lapas nosaukums: 0
Parbaudija|N.Judina 24.08.2012 sia ((BUE)])

VRN 40103248613
Riga, Maskavas iela 459
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Pagrabs viannai )
+16°C 0 Bm ‘3‘ Pievienojums siltummezglam ‘
Uz gulvadu B
Magistralo caurulvadu izvietojuma shemas
Gulvads A
CAURULVADU TIPU TABULA
NOSACITIE APZIMEJUMI
1.Sekcija A - esosas melna metala caurules.
Apkures stavvada numurs 2.Sekeiia
PIEZIMES | B - jaunizbuvejamas cietas vara caurules.

Apkures gulvada apzimejums

Turpgaitas apkures caurule

Atgaitas apkures caurule

Sildkermenus savienojosa caurule

= Termostatiskais varsts RA-G vai RA-N ar termogalvu
® Lodveida noslegventilis
- Manualais balansesanas ventilis MSV-B
=K 11 Droselvarsts KRYZA/iestatijums
LEHTUAP - Armaturas tips/izmers
dn25A  Caurulvada izmers/tips
6138m Jauns apkures terauda plaksnu sildkermenis
c21s-400.8m  Jauda (W), tips, augstums (cm), garums (m)
116)
Virtuve Telpas numeracija, nosaukums, temperatura un jauda vatos
20°C 384/0 Bm

1.Shemu skatit kopa ar stavu apkures apkures planiem.

2.Radiatoru apsaistes mezglu izbuvet no cietajam vara caurulem.

3.Visus radiatoru sasaurinajumus montet no cietajam vara caurulem.

4. Radiatoru pievadcaurulu diametru apzimejumi attiecas gan uz turpgaitas, gan uz
atgaitas caurulem.

5.Magistralo caurulvadu izmerus skatit pagrabstava apkures plana.

6.Esosie A tipa melna metala stavvadi ir DN20 izmera.

7.Pec sistemas montazas termostatiskos varstus un balansesans ventilus
ieregule atbilstosi noraditajam n vertibam.

8.Radiatora apsaistes mezgla principialo shemu skatit lapa AVK-1.

Gylvads B

C - jaunizbuvejamas melna metala caurules.
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NOSACITIE APZIMEJUMI

Magistralo caurulvadu izvietojuma shemas

Apkures stavvada numurs

PIEZIMES

Apkures gulvada apzimejums

Turpgaitas apkures caurule

Atgaitas apkures caurule

Sildkermenus savienojosa caurule

— =4 Termostatiskais varsts RA-G vai RA-N ar termogalvu
a: ® Lodveida noslegventilis
K * Manualais balansesanas ventilis MSV-B
sk. =K 11 Droselvarsts KRYZA/iestatijums
) LEHTUAP  Armaturas tips/izmers
dn25A Caurulvada izmers/tips
613Bm Jauns apkures terauda plaksnu sildkermenis
c21s-400.8m  Jauda (W), tips, augstums (cm), garums (m)

116)

Virtuve
20°C 384/0 Bm

Telpas numeracija, nosaukums, temperatura un jauda vatos

1.Shemu skatit kopa ar stavu apkures apkures planiem.

2.Radiatoru apsaistes mezglu izbuvet no cietajam vara caurulem.

3.Visus radiatoru sasaurinajumus montet no cietajam vara caurulem.

4.Radiatoru pievadcaurulu diametru apzimejumi attiecas gan uz turpgaitas, gan uz

atgaitas caurulem.

5.Magistralo caurulvadu izmerus skatit pagrabstava apkures plana.

6.Esosie A tipa melna metala stavvadi ir DN20 izmera.

7.Pec sistemas montazas termostatiskos varstus un balansesans ventilus
ieregule atbilstosi noraditajam n vertibam.

8.Radiatora apsaistes mezgla principialo shemu skatit lapa AVK-1.

Gulvads A

1.Sekcija

Gylvads B

2.Sekcija

CAURULVADU TIPU TABULA

A - esosas melna metala caurules.

B - jaunizbuvejamas cietas vara caurules.

C - jaunizbuvejamas melna metala caurules.
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PIEZIMES CAURULVADU TIPU TABULA
A - esosas melna metala caurules.
1.Stavu planus skatit kopa ar lapam AVK-2; AVK-3 - . .
B - jaunizbuvejamas cietas vara caurules.
2.Apkures armaturas tipus,izmerus un izvietojumu skatit lapa Magistralo caurulvadu izvietojuma shemas C - jaunizbuvejamas melna metala caurules.
AVK-2; AVK-3;
= GuvadsA |
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NOSACITIE APZIMEJUMI
PIEZIMES

Apkures stavvads ar radiatoru pievadcaurulem

Apkures stavvada numurs
C22:50 1.2m Jauns apkures terauda plaksnu sildkermenis
I

tips, augstums (cm), garums (m)

116

Virtuve
20°C 384/0 Bm

Telpas numeracija, nosaukums, temperatura un jauda vatos

1.Stavu planus skatit kopa ar lapam AVK-2; AVK-3

2.Apkures armaturas tipus,izmerus un izvietojumu skatit lapa
AVK-2; AVK-3;
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Paskaidrojuma raksts

Lai iegiitu maksimalo ekonomisko efektu no renovacijas, nepiecieSama siltuma patérina
individuala uzskaite katram dzivoklim - sildkermenu aprikoSana ar siltuma maksas
sadalitajiem ,allokatoriem™, kas tiek uzstaditi uz katra sildkermena dzivoklos un fiksé
radiatora un telpas temperatiiru no ménesa vai cita perioda pirma lidz peédéjam datumam,
uzskaitot ari laiku, kadu radiators bijis attiecigaja temperatiira un noraidot So informaciju
datu savacéjam kapnu telpas MESAdata WTTI16, kas, savukart, Sos datus nodod centralo
datu terminalam, MESA-WEDP, kas veic sistémas darbibas monitoringu, datu apkoposanu un
ar interneta palidzibu automatiski reizi diena nostita datus apkalpojosa uznémuma serverim.
Tur dati tiek ievaditi datu apstrades programma un pamatojoties uz Siem datiem tiek
sagatavots aprékins par siltuma patérinu katra dzivokla telpa, parskats par siltuma patérinu
Ls/m? pa dzivokliem, ka ar iesp&jams sanemt konkréta patérétaja patérina parskatu pa
dienam.

Augstak aprakstitas uzskaites sist€éma nepiccieSama, lai renovacijas rezultatd iegitais
papildus dzivokli sanemamais siltuma apjoms tiktu izmantots sapratigi, netiktu izvédinats
caur pastavigi pavértu logu, un tiktu izmantota sildkermenu regulésanas termostatisko galvu
regulésanas funkcija, novértgjot komfortu ko ta sniedz un ictaupijumu ko iesp&jams ieglt ar
sapratigiem regul&Sanas un védinasanas ieradumiem.

Sistémas prasibas:

1. Maksas sadalitaji uzstadami uz visiem sildkermeniem individualas lietoSanas telpas.

2. Uzstadisana veicama saskana ar izstradatu atbilstosi kvalificéta personala metodiku.

3. Datu savaksanai izmantojamas stacionaras ierices uzstaditas €kas kapnu telpas tad&jadi
nodros$inot pastavigu informacijas ieguvi.

4. Lai nodrosinatu pastavigu kvalitativu datu apstradi €ka aprikojama ar datu serveri kas
datu savacgéju datus apkopo un nosiita uz apkalpojosad uznémumi serveri talakai datu
apstradei.

Siltuma maksas sadalitdja montazas shéma

Sadalitaja montaza veicam uz t@rauda panelu. guguna sekeiju, aluminija, un citiem sildkermeniem.
Katram sildkermena tipam un izméram ievarojami savi montazas noteikumi saskana ar metodiku.

Individuala siltumenergijas patérina uzskaite
péc proporcionala patérina metodes, atbilstosi LVS EN 834:2001

Darbibas shéma
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Daudzdzivoklu dzivojamas ékas apkures sistémas vienkarsotas renovacijas projekts
Stacijas iela 21, Valmiera

Telpu ekspilkacija

Sekcijas Telpas numurs Telpas nosaukums | Telpas temperatira (°C) Aprékinatie siltuma
nr. zudumi (W)
1-1 Istaba 18 920
1-2 Istaba 18 1109
1-3 Istaba 18 1484
1-4 Virtuve 18 524
2-1 Virtuve 18 533
2-2 Istaba 18 1230
2-3 Istaba 18 849
2-4 Istaba 18 1021
3-1 Istaba 18 1014
3-2 Istaba 18 1353
3-3 Virtuve 18 484
4-1 Istaba 18 738
4-2 Virtuve 18 470
4-3 Istaba 18 945
5-1 Virtuve 18 492
5-2 Istaba 18 1126
5-3 Istaba 18 788
6-1 Istaba 18 1014
6-2 Istaba 18 1353
6-3 Virtuve 18 484
7-1 Istaba 18 738
. 7-2 Virtuve 18 435
S 7-3 Istaba 18 938
b 8-1 Virtuve 18 492
- 8-2 Istaba 18 1126
8-3 Istaba 18 788
9-1 Istaba 18 1014
9-2 Istaba 18 1353
9-3 Virtuve 18 484
10-1 Istaba 18 738
10-2 Virtuve 18 435
10-3 Istaba 18 938
11-1 Virtuve 18 492
11-2 Istaba 18 1126
11-3 Istaba 18 788
12-1 Istaba 18 1071
12-2 Istaba 18 1432
12-3 Virtuve 18 514
13-1 Istaba 18 787
13-2 Virtuve 18 461
13-3 Istaba 18 998
14-1 Virtuve 18 523
14-2 Istaba 18 1206
14-3 Istaba 18 846
K1 Kapnu telpa 16 1500
K1A Kapnu telpa 16 1394
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Daudzdzivoklu dzivojamas ékas apkures sistémas vienkarsotas renovacijas projekts
Stacijas iela 21, Valmiera

15-1 Istaba 18 744
15-2 Istaba 18 892
15-3 Istaba 18 1040
15-4 Virtuve 18 520
16-1 Virtuve 18 500
16-2 Istaba 18 1226
16-3 Istaba 18 821
16-4 Istaba 18 866
17-1 Istaba 18 633
17-2 Istaba 18 763
17-3 Istaba 18 746
17-4 Istaba 18 1058
17-5 Virtuve 18 530
18-1 Virtuve 18 482
18-2 Istaba 18 1231
18-3 Istaba 18 952
18-4 Istaba 18 705
19-1 Istaba 18 625
19-2 Istaba 18 763
19-3 Istaba 18 746
19-4 Istaba 18 1058
. 19-5 Virtuve 18 530
S 20-1 Virtuve 18 482
b 20-2 Istaba 18 1231
~ 20-3 Istaba 18 952
20-4 Istaba 18 705
21-1 Istaba 18 625
21-2 Istaba 18 763
21-3 Istaba 18 746
21-4 Istaba 18 1058
21-5 Virtuve 18 530
22-1 Virtuve 18 482
22-2 Istaba 18 1231
22-3 Istaba 18 952
22-4 Istaba 18 705
23-1 Istaba 18 662
23-2 Istaba 18 811
23-3 Istaba 18 790
23-4 Istaba 18 1139
23-5 Virtuve 18 564
24-1 Virtuve 18 512
24-2 Istaba 18 1302
24-3 Istaba 18 1003
24-4 Istaba 18 747
K2 Kapnu telpa 16 1500
K2A Kapnu telpa 16 1394
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Daudzdzivoklu dzivojamas ékas apkures sistémas vienkarsotas renovacijas projekts
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BalanséSanas varstu prieksiestatijumi

Balansésanas

Balanésanas

siltummezgla

Stavvada Nr | Nosaukums Telpa varsta varsta I;v Plusma
. . - (m°/h) | ke/h
diametrs DN [ iestatijums

1 Danfoss MSV-B Pagrabs 15 2,5 0,84 299
2 Danfoss MSV-B Pagrabs 15 0,85 0,255 108
3 Danfoss MSV-B Pagrabs 15 0,8 0,24 61
4 Danfoss MSV-B Pagrabs 15 3,1 1,1 360
5 Danfoss MSV-B Pagrabs 15 2,7 0,93 346
6 Danfoss MSV-B Pagrabs 15 0,8 0,24 61
7 Danfoss MSV-B Pagrabs 15 0,8 0,24 104
8 Danfoss MSV-B Pagrabs 15 2,1 0,67 266
9 Danfoss MSV-B Pagrabs 15 1,7 0,51 202
10 Danfoss MSV-B Pagrabs 15 2,5 0,84 270
11 Danfoss MSV-B Pagrabs 15 0,8 0,24 61
12 Danfoss MSV-B Pagrabs 15 1,3 0,38 166
13 Danfoss MSV-B Pagrabs 15 1,3 0,38 169
14 Danfoss MSV-B Pagrabs 15 1,3 0,38 173
15 Danfoss MSV-B Pagrabs 15 2,1 0,67 252
16 Danfoss MSV-B Pagrabs 15 0,8 0,24 61
17 Danfoss MSV-B Pagrabs 15 1,8 0,55 205
18 Danfoss MSV-B Pagrabs 15 1,9 0,59 223

Uz turpgaitas

magélli';ales Danfoss MSV-F2 | Siltummezgls 40 2,5 13,2 3384
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Materialu specifikacija

NPK Nosaukums Izmérs | mérvieniba | daudzums
1 |Cietas vara caurules 12x1 m 44
2 |Cietas vara caurules 15x1 m 6
3 |Cietas vara caurules 18x1 m 97
4 |Cietas vara caurules 22x1 m 53
5 |Vara caurulvadu veidgabali kompl. 1
6 |Pretkorozijas grunts krasa I 12
7 |Melna metala caurule DN15 m 23
8 |Melna metala caurule DN20 m 138
9 [Melna metala caurule DN25 m 51
10 [Melna metala caurule DN32 m 26
11 |Melna metala caurule DN40 m 7
12 |Melna metala caurulvadu veidgabali kompl.

13 [Caurulvadu nomaina un gruntésana gab.

14 |Siltumizolacijas ¢aulas ar aluminija parklajumu PAROC ACE 22x40mm m 23
15 [Siltumizolacijas ¢aulas ar aluminija parklajumu PAROC ACE 28x40mm m 138
16 |Siltumizolacijas ¢aulas ar aluminija parklajumu PAROC ACE 35x40mm m 51
17 [Siltumizolacijas ¢aulas ar aluminija parklajumu PAROC ACE 42x40mm m 26
18 |Siltumizolacijas ¢aulas ar aluminija parklajumu PAROC ACE 48x40mm m 7

19 |[Siltumizolacijas paligmateriali kompl. 1

20 |EsoSo sildkermenu un to apsaistes mezgla demontaza gab. 92
21 |Térauda panelu radiators C11 0,4x0,9m gab. 1

22 |Térauda panelu radiators C11 0,4x1,0m gab. 1

23 |Térauda panelu radiators C11 0,4x1,1m gab. 1

24 |Térauda panelu radiators C11 0,4x1,2m gab. 2

25 |Térauda panelu radiators C11 0,4x1,4m gab. 6

26 |Térauda panelu radiators C11 0,4x1,6m gab. 4

27 |Térauda panelu radiators C11 0,4x1,8m gab. 3

28 |Térauda panelu radiators C11 0,4x2,0m gab. 1

29 |Térauda panelu radiators C11 0,5x0,6m gab. 2

30 |[Térauda panelu radiators C11 0,5x0,7m gab. 6

31 |Térauda panelu radiators C11 0,5x0,8m gab. 10
32 |Térauda panelu radiators C22 0,4x1,2m gab. 4

33 |Térauda panelu radiators C22 0,4x1,4m gab. 3

34 |Térauda panelu radiators C22 0,4x1,6m gab. 2

35 |Térauda panelu radiators C22 0,4x2,0m gab. 1

36 |Térauda panelu radiators C22 0,5x0,5m gab. 4

37 |Térauda panelu radiators C22 0,5x0,6m gab. 14
38 |Térauda panelu radiators C22 0,5x0,7m gab. 7

39 |Térauda panelu radiators C22 0,5x0,8m gab. 7

40 |Térauda panelu radiators C22 0,5x0,9m gab. 2

41 |Térauda panelu radiators C22 0,5x1,0m gab. 2

42 |Térauda panelu radiators C22 0,5x1,1m gab. 1

43 |Térauda panelu radiators C33 0,5x0,6m gab. 1

44 |Térauda panelu radiators C33 0,5x0,7m gab. 4

45 |Térauda panelu radiators C33 0,5x0,8m gab. 2

46 |Térauda panelu radiators C34 0,5x1,0m gab. 1

47 |[Radiatoru stiprinajumi un balsti kompl. 92
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48 [Jaunu sildkermenu un apsaistes mezgla montaza gab. 92
Sienas balta apdare bojajumu gadijuma sildkermenu demontazas
49 |laika gab. %2
50 [Divgaitas termostatiskais varsts Danfoss RA-G DN15 gab. 88
51 |Termogalva RA-G tipa varstiem gab. 88
52 [Divgaitas termostatiskais varsts Danfoss RA-N DN10 gab. 4
Termogalva RA-N tipa varstiem ar trieciendrosu korpusu un

53 |aizsardzibu pret zadzibu gab. 4
54 [Lodveida ventilis ar saskravi radiatora atgaitas pievienojuma DN15 gab. 88
55 |Noslégvarsts RLV DN10 gab. 4
56 [Lodveida ventilis ar saskravi stavvadu noslégsanai DN15 gab. 4
57 |Lodveida ventilis ar saskrivi stavvadu noslégsanai DN20 gab. 14
58 [Manualais balansésanas ventilis Danfoss MSV-BD DN15 gab. 18
59 |Manualais balansésanas ventilis Danfoss MSV-F2 DN40 gab. 1
60 [lzlaides ventilis ar trejgabalu un saskravi DN15 gab. 18
61 |Paligmateriali armatiras uzstadisanai kompl. 1
62 |[Sistémas balansésana gab. 19
63 |Apkures sistémas hidrauliska parbaude gab. 1
64 |[Siltuma maksas sadalitajs WHE 460z kompl. 88
65 |Datu savacéjs WTT116 kompl.

66 |[Tikla izblve, sasléegums ar datu serveri kompl.

Blvuznemejs dod pilna apjoma tendera cenu piedavajumu, ieskaitot darbus un materialus, kas nav uzradtti
projekta, bet ir nepiecieSami projektéto sistému montazai, palaiSanai un nodosanai ekspluatacija.

Projekta uzradito agregatu, iekartu un citu izstradajumu raZzotaji ir noradtti ka piemeérs, lai noteiktu
izstradajumu kvalitates prasibas. Uzraditos materialus un iekartas ir pielaujams nomaintt pret analogiem
cita raZotaja izstradajumiem, ievérojot kvalitates un tehniskas prasibas ieprieks$ saskanojot izmainas ar
projekta autoru.
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INSTRUCTIONS RA-G VALVES 22 7

Lit.no.: VISXE102, 013R2121, Danfoss Heating Solutions



Instruction
Installing RA-N radiator valves and RLV lockshield valves
with press-fit connection

2. Ensure that the workspace is
sufficient, according to press
tools suppliers specifications.

1. Ensure that the tools needed
are available.

HHHHHHH

3. Install the nipple. 4. Install the nipple.
The RA-N radiator valve
must be installed in the

flow line. Make sure that

~S @ Ve 25 Nm The RLV lockshield valve ‘ Max 25 Nm U’|
’ @" ( must be installed in the I @\ N
N S return line.
the surface for the O-ring Lt Make sure that the > ,
is intact, or use Teflon Ly (ﬂ‘ surface for the O-ring

or similar sealing material. is intact, or use Teflon
or similar sealing material.

5. Cut the pipes using a pipe 6. Debur the pipe ends.
cutter.
Cutting tools that leaves burs
on the pipe end are not
recommended.

8. Insert the pipe 22 mm into
the valve and mark it.

7. Visually inspect that the
O-ring is placed correctly in
the inside groove of the
press-fit part of the valve.

9. Place the press jaw centered
on the press-fit part of the
valve.

10. Visually inspect the marking
to ensure that the pipe is not
squeezed out of the valve
during the pressing.

11. Adjust the presetting of the 12.Install the sensor.

valve.
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