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Profesionalas civiltiesiskas atbildibas apdrosinasanas
POLISE NR. 646639492

Liguma darbibas periods

No 11.07.2018 plkst. 10:15 lidz 10.07.2019 plkst. 23:59
Noslégsanas datums: 11.07.2018

Retroaktivais datums: 11.07.2017

Pagarinatais zaud&jumu pieteikSanas periods: 36 ménesi

Apdrosinajuma némeéjs

Vards, uzvards: Olga Krecetova
Personas kods: 280358-10930
Adrese: Sarkandaugavas iela 5 - 3, Riga, LV-1005

Apmaksas nosacijumi

Kopeja prémija: 135.19 EUR (Viens simts trisdesmit pieci euro un 19 centi)
Prémija apmaksai:  135.19 EUR (Viens simts trisdesmit pieci euro un 19 centi)
Apmaksas termins:  20.07.2018

Bankas rekviziti: AS Luminor Bank (DNB) LV93RIKO0002013051362 Veicot apmaksu, maksajuma uzdevuma janorada
AS Luminor Bank (Nordea) ~LV9ONDEA0000084846772 polises vai rékina numurs!
AS SEB Banka LV60UNLA0O050002300708 Polise stajas speka, ja samaksa ir veikta polisé noraditaja
AS Swedbank LV13HABA0551008461190 ~  termina.
AS Citadele banka LVO3PARX0000231821015
VAS Latvijas Pasts LV38LPNS0001001855899

Atbildibas limits

Kopégjais atbildibas limits: 150 000 EUR

Atbildibas limits vienam apdro$inasanas gadijumam: 150 000 EUR

Pasrisks: 1400 EUR

Apdrosinata profesionala darbiba

Siltumapgades, ventilacijas un gaisa kondicionéSanas sistému projektésana

Apdrosinasanas teritorija

Latvija.

Apdrosinasanas noteikumi

Apdrosinasanas liguma neatnemama sastavdala ir:

Apdrosinasanas liguma visparéjie noteikumi Nr. 04

Profesionalas civiltiesiskas atbildibas apdrosinasanas noteikumi Nr. 58.03

Klauzula Nr.BP1 "Buvspecialistu profesionala civiltiesiskas atbildiba"

Klauzula Nr.FZ1 "Atbildiba par finansialiem zaud&jumiem, kas izriet no tresas personas ipaSuma bojajuma vai bojaejas

Klauzula Nr.MK1 "Atbildiba par nodarito moralo kaitéjumu"
Klauzula Nr.UD1 "Atbildiba par uzticéto dokumentu bojajumu, bojaeju vai nozaudésanu"

Saskana ar apdrosinasanas liguma noteikumiem un nosacijumiem tiek atlidzinati

Paplasinatais
segums /
Apakslimits

[ tiek apdroginats
Tiesie finansialie zaud&jumi
Zaudéjumi sakara ar tresas personas dzivibai, veselibai nodarito kaitéjumu
No tresas personas dzivibai vai veselibai nodarita kaitéjuma izrietosie finansialie zaud&jumi
Zaudéjumi sakara ar tresas personas ipasuma bojajumu vai bojaeju
Finansialie zaudéjumi, kas izriet no tresas personas ipasuma bojajuma vai bojaejas, taja skaita atrauta
pelna
Tiesasanas izdevumi
Glabsanas izdevumi
Ekspertizes izdevumi
Juridisko pakalpojumu izdevumi

Izdevumi par tiesas sedes apmekléjumu Civilprocesa 50 EUR diena

Apdrosinasanas akciju sabiedriba BALTA, vienotais reg. nr. 40003049409
Raunas iela 10, Riga, LV-1039, Latvija, talrunis 67082333, fakss 67082345, e-pasts balta@balta.lv, www.balta.lv
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10% no viena
gadijuma limita

Lappuse 1 no 29


mailto:balta@balta.lv
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Paplasinatais

segums /
Saskana ar apdrosinasanas liguma noteikumiem un nosacijumiem tiek atlidzinati Apakslimits
[ tiek apdro$inats
Moralais kaitejums 30 000
Uzticeto dokumentu bojajums, bojaeja vai nozaudésana 30 000
Apaksuznéméju atbildiba ar regresa tiesibam no AAS BALTA puses ™
Atbildiba par peks$nu un neparedzétu vides piesarnojumu 25% no viena
gadijuma limita
Tiesie finansialie zaud&jumi, kas ir saistiti ar jau uzcelta objekta parbuavi ™
Polises ipasie nosacijumi
1. Uzcelta objekta parbuve
Tiek atlidiznati tieSie finansialie zaud&jumi, kas ir saistiti ar jau uzcelta objekta parblvi.
Visparéja informacija par apdrosinato risku
Apdrosinatie
Vards, uzvards / Personas kods /
Nr. Nosaukums Registracijas numurs Izghtiba Licences numurs Stazis
1. Olga KreCetova 280358-10930 Augstaka 3-00272 24

Papildu informacija par apdrosinato profesionalo darbibu

Atbildiba netiek apdrosinata Sados objektos, So objektu teritorija vai Sadiem objektiem: gaisa transportlidzekli, lidostas, lidlauki, sliezu objekti,
funikulieri, sliezu transporta lidzekli, Gdens transportlidzekli, ostas, krastmalas, doki, sausie doki, kugu blivétavas.

Ienakumi no apdrosinatas profesionalas darbibas par teko$a gada 12 ménesiem EUR: 9 000
Darbi tiek veikti Sados biivju grupu objektos: I - 10%, II - 50%, III - 40%.
Apdrosinajuma némeéjs/Apdrosinatais apstiprina

Ja O Ne

Apdrosinatais sniedz pakalpojumus tikai apdrosinajuma némeja varda

Apdrosinatais sniedz pakalpojumus saistitam personam
Apdrosinatajam ir klienti, kuri registréti vai veic darbibu arpus Latvijas.
Apdrosinatajam ir klienti, kuri ienes vairak par 50% no apdrosinato gada ienakuma

O0O00ORF

Apdrosinata darba devéjam ir saistitie uznémumi, parstavniecibas arpus Latvijas vai starptautiska kompanija, kuru parstav Apdrosinata
darba devéjs

Informacija par zaudéjumiem, pretenzijam

Iepriekséjo 3 (tris) gadu laika pret apdrosinajuma néméju/apdrosinato nav izvirzita neviena prasiba/pretenzija par zaud&jumiem, kas saistiti ar
apdrosinato profesionalo darbibu.

Personu datu apstrade

Apdrosinatajs ka datu parzinis apstrada personu datus (tai skaita fpasu kategoriju personas datus un personas identifikacijas (klasifikacijas) kodus) ar mérki nodrosinat
apdrosinasanas liguma izpildi un apdrosinataja vai treSas personas legitimo intereSu ievérosanai. Uzzinat vairak par personas datu apstradi varat apdrosinataja timekla
vietné www.balta.lv sadala par datu apstradi, apdrosinataja klientu apkalposanas centros vai rakstot uz elektroniska pasta adresi manidati@balta.lv.

Apdrosinajuma némeéjs apstiprina:

« veicot apdrosinasanas prémijas samaksu, es apliecinu, ka apdrosinasanas liguma noradita informacija ir patiesa un pilniga un pirms apdrosinasanas prémijas
samaksas esmu iepazinies un apspriedis apdrosinasanas polisé noradito informaciju un noteikumus, un tie pilniba ir saskanoti ar mani un atspogulo manu brivu gribu,

e esmu sanémis Saja polisé minétos noteikumus un/vai esmu informéts, ka noteikumi ir pieejami www.balta.lv vai jebkura AAS "BALTA" filial€ visa Latvija,

e man ir izskaidroti Riska/-u ipasie nosacijumi un pasriska bitiba.

Polise ir sagatavota elektroniski un ir deriga bez paraksta

Apdrosinajuma néméjs Apdrosinataja parstavis

Vards, uzvards: Olga Krecetova Vards, uzvards: Maris LoCs

Personas kods: 280358-10930 Talrunis: 29147766, 67323569

E-pasts: E-pasts: maris.locs@rdbrokers.lv
Korespondences adrese: Sarkandaugavas iela 5 - 3, Riga, LV-1005  Struktdrvieniba: R & D apdrosinasanas brokers, SIA

Talrunis atlidzibas pieteiksanai +371 675 333 75

Apdrosinasanas akciju sabiedriba BALTA, vienotais reg. nr. 40003049409
Raunas iela 10, Riga, LV-1039, Latvija, talrunis 67082333, fakss 67082345, e-pasts balta@balta.lv, www.balta.lv Lappuse 2 no io
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Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, Valmiera vienkarsotas
atjauno$anas apliecinajuma karte
Biivprojekts
AVK sadala

SKAIDROJOSAIS APRAKSTS

Blvprojekts (BP) izstrades stadija tiek veikta apkures sistému risinajumu
izstrade, ékas siltuma bilances aprékini, tehnisko telpu un komunikaciju Sahtu platibu
noteik8ana, galveno agregatu un sistému elementu izvéle, paredzot risinajumus, Kkuri
nodroSina norméto telpu temperatiru. Tiek veikta stavu planojumu izstrade. Tiek
sastadita iekartu un materialu specifikacija.

Projekta dokumentacijas izstradei par pamatu izmantoti Latvijas
Republikas normétie dokumenti, tadi ka Latvijas buvnormativi, Valsts standarti,
Ministru kabineta noteikumi un saistoSie ES standarti, ka art Pasutitaja projektéSanas
uzdevums, telpu razo$anas un ekspluatacijas tehnologijas prasibas.

Visas atkapes no projekta risingdjuma, kuras var batiski ietekmét projekta
risinajuma realizaciju nepiecieSams rakstiski saskanot ar projekta autoru un citam
projekta sadalam.

Sienu 8kérsojumu vietds caurumu blivéSana javeic ar ugunsdroSiem
materialiem.

Projekta uzraditie agregatu, iekartu un citu izstradajumu razotaji ir noraditi
kad piemérs, lai noteiktu izstradajumu kvalitates prasibas. Uzraditos materialus un
iekartas ir pielaujams nomainit pret analogiem cita razotaja izstradajumiem ievérojot
kvalitates un tehniskas prasibas, veicot agregatu un projekta risindjumu saskanosSanu
ar projekta autoru pirms buvdarbu uzsakSanas un iekartu pasitisanas.

Dzivojamo un publisko éku apkure un

1 LBN 231-15 ventilacija.

> LBN 002-15 Eiﬁﬁr:?erggﬁéfjoso konstrukciju

3 LBN 003-15 Bavklimatologija.

4 LBN 201-15 Bavju ugunsdroSiba.

5 LBN 202-15 Blvprojekta saturs un noformésana.
6 LBN 208-15 Publiskas buves.

7 LBN 016-15 Blvakustika.

Ara gaisa aprékina parametri.

Sezona I Temperatiira I Relativais mitrums

Ziema [ -22.3°C I 90 %

Izmantoti raditaji no LBN-003-15, visaukstako piecu dienu videja gaisa temperatiira (° C) un
tas varbiitibas. (6.tabula)
leksStelpu mikroklimata aprékina parametri apkures sezona.

| Telpa I Temperatira, C |
| Dzivoklu istabas I 21 +/-2,0 |
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Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, Valmiera vienkarsotas
atjauno$anas apliecinajuma karte

Biivprojekts
AVK sadala
Virtuve I 19 +/- 2,0 |
Energoneséju parametri.
o= Turpgaitas Atpakalgaitas
Sistema temperatira, °C [temperatira, °C
Apkures sistéma (siltumneséjs-udens) 80 60

Ekas norobezojo3o konstrukciju siltuma caurpliides koeficients :

Siena — 0.22W/m?*K
Logs(esosas) (stiklojums ar rami) — 1.5 W/m?*K /
Jumts — 0.14 W/m?>*K
Grida — 0.23 W/m?*K
Ardurvis — 1.8 W/m2*K
Apkure

Apkures sistemas projekts izstradats, pamatojoties uz telpu arhitektonisko
planojumu un to funkcionalo pielietojumu.
Projekta paredzéts:

e es08a apkures radiatora nomaina uz jauniem ,PURMO C” radiatoriem.

e esoSo apkures sisttmas magistralu un stavvadu nomaina uz jaunu
divcaurulu apkures sistému.

e pie visiem radiatoriem uzstadit termostatiskos varstus “RA-G 15” ar
termostatiskdam galvam “RAW 5116”, kuriem ir rdpniciski iestatita
minimala 16°C un maksimala 28°C temperatira.

e uz pagrabstava un 1.stava apkures stavadiem (atpakalgaita) uzstadit
balanséjoSos varstus un (turpgaita) noslegvarstus.

Apkures sistémas stavvadi savstarpgji tiek saslégti kopéja magistralé
pagrabstava griestu liment un 1.stava gridas limeni. Sakara ar ugunsdrosibas prasibu
ievéroSanu atzaru montaza izmantot preséjamas metala caurules, pieméram, Kan-
therm Steel press, ievérojot razotaja instrukcijas. Montazas darbus veikt kvalificétam
un sertificetam personalam, izmantojot atbilstoSu siltumizolaciju.

Eka tiek izmantoti Purmo ,C” tipa radiatori (krasojumu un dizainu saskanot ar
projekta arhitektdras un interjera sadalam).

Papildus prasibas un aprikojums.

Stavvadu augstakajos punktos paredzét automatisko atgaisotaju instalaciju vai
manuali caur radiatora atgaisotaja, zemakakajos punktos paredzét izlaiSanas varstus
instalaciju.

Caurulvadu montazas augstuma atzimes precizét objekta uz vietas.

10
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Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, Valmiera vienkarsotas
atjauno$anas apliecinajuma karte
Biivprojekts
AVK sadala

Ventilacija

Ventilacijas sistémas projekts izstradats, pamatojoties uz telpu arhitektonisko
planojumu un to funkcionalo pielietojumu.

Péc pasutitaja uzdevuma, projektd paredzéts uzstadit katrai telpai gaisa
pieplides varstu ,Fresh 100 Thermo”. Lai nodroSinatu labu gaisa cirkulaciju dzivokiIi,
katrai telpai japaredz durvis ar augstaku (~2 cm) gaisa spraugu durvju apaksa (sk. AR
dalu).

Lai nodroSinatu dabisku pieplades ventilaciju virtuvé paredzéts uzstadit loga
ramji ,Aereco EMM? - 35" gaisa piepludes iekartas. Montazas laika tas ir jauzstada
atvertd rezima (blokétas), lai nodroSinatu pastavigu dabisku gaisa piepludi. Gaisa
nosuci virtuvés nodroSina esos$a dabiska nosuces ventilacija parplides rezima.

Gaisa noslci sanmezglos nodroSina esoSa dabiska noslces ventilacija
parplides reZima. Lai nodroSinatu gaisa piepludi sanmezglos, Sim telpam japaredz
durvis ar augstaku (~2 cm) gaisa spraugu durvju apaksa (sk. AR dalu).

Pagrabstava venilacijas risindjumu skatit AR dala (AR-6 Ipp.).

Sastadija:
O. Kreéetova

(Vards, Uzvards) (Paraksts)  (Datums)

11
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1.stavs. Stavvada balanséSanas mezgls

Fresh 100 Thermo
(aréjas sienas griezums)

Fresh 100 Thermo

(uzstadiSanas izmeri)

Revizijas durtina

Termostata galva
Lodveida varsts_ar ierobezotu minimalo temperatiru +16°)

ar termostata varstu

Palodze

200x20

BalanséSanas varst "STAD"

0 ar slédzeni I +

stavvads

100mm

ar drena

zas funkciju

&

44-58

/

450

Y

N

aurums siena

@105

Noslégvarsts

2138

=
140

]

1.stava grida |

min.70mm

2xSteel @15

I sildkermenus montét centriski attieciba pret loga asi"

1.stdva magistralés

P99 mm

/

caurules izolacija K-Flex ST6

1050

logs

vai
600

Sildkermenu "C" apsaistes mezgls (sanu pieslégums)

Pagrabstavs. Stavvada balanséSanas mezgls

Termostata galva
(ar ierobezotu minimalo temperatdru +16°)

Palodze ‘

100

ar termostata varstu

Noslégvarsts
2xSteel @15

Stavagrida |

a

min70

|

4

N

A A A2
(000000000000

[ sildkermenus montét centriski attieciba pret loga asi"

1.stava grida|

stavvads

4

LS
0000007

Lodveida varsts /h

BalanséSanas varst "STAD"

ar drenazas funkciju

Pagrabstava magistralés caurules izolacija

( TukSoSanas

ventilis ar uzgali

HVAC Section AluCoat T 50mm + PVC Grey parklajums

Izmantoto dokumentu saraksts:

HILTI ugunsdroSibas risinajums
Metala caurules bez izolacijas ugunsdrosais blivéjums

Térauda, keta vai cuguna caurule

1. Arhitektlras rasé&jumi;
2. Normativi:

LBN

un ventilacija"

LBN
LBN
LBN
siltumtehni
LBN
LBN

3. Standarti:
*LVS EN ISO 5457 : 1999 "Technical product
documentation. Sizes and layout of drawing sheets ".

Pievienoto

231-15 "Dzivojamo un publisko éku apkure

208-15 "Publiskas blves"
003-15 "Bavklimatologija"

no @32 lidz @159mm

13 I1dz 48mm

in 150mm

A

<

Dzelzsbetona parsegums

002-15 "Eku norobezojoso konstrukciju
ka"

Akmens vate 45 kg/m3

201-15 "Bivju ugunsdrosiba"
202-15 "Bavprojekta saturs un noformésana’

dokumentu saraksts:

min biezums 50 mm
" (piem.PAROC Section AluCoat T)

Piezime: 1. Minimala ugunsizturibas robeza E 180

HILTI ugunsdro$ais

2. Risinajums un produkts atbilst ETA-10/0292 (Eiropas tehniskais apstiprindjums)

RASEJUMA SARAKSTS
Rasé&juma Nr. Raséjuma nosaukums

AVK-1 APKURE. VENTILACIJA. Visparigie raditaji
AVK-2 APKURE. PAGRABSTAVA PLANS
AVK-3 APKURE. 1. STAVA PLANS
AVK-4 APKURE. 2. STAVA PLANS
AVK-5 APKURE. 3. STAVA PLANS
AVK-6 APKURE. IZOMETRISKA SHEMA
AVK-7 VENTILACIJA. 1. STAVA PLANS
AVK-8 VENTILACIJA. 2. STAVA PLANS
AVK-9 VENTILACIJA. 3. STAVA PLANS

PIENEMTIE APZIMEJUMI

- turpgaitas (80°C) un atpakalgaitas (60°C) caurulvads; DN20
Radiatoru apkure (idens)

- Sana piesléguma radiators.
- Radiatora tips- augstums (mm)- garums (mm)
- Radiatora jauda (W)

C11-500-1100
1200W

- turpgaitas (80°C) un atpakalgaitas (60°C) caurulvads

HVAC Section AluCoat T 50mm vai ST6 izolacija

STBUVPROJEKTA AVK(APKURE,VENTILACIJA) DALAS
RISINAJUMI ATBILST LATVIJAS BUYNORMATIVU UN CITU
NORMATIVO AKTU, KA ART TEHNISKO VAI TIPASO
NOTEIKUMU PRASIBAM.

Bivprojekta dalas

: Olga Krecetova
vaditajs

(vards un uzvards)

Nr. 3-00272

(Sertifikata Nr.)

(Datums) (Paraksts)

Visas atsauces uz iekartu, materialu un izstradajumu
izgatavotaju firmam, kuras noraditas bavprojekta, liecina tikai
par so izstradajumu un iekartu kvalitates un apkalposanas
Iimeni. Specifikacijas noradito iekartu un materialu nomaina
ir iespéjama ar citam tehniski analogam iekartam un
materialiem, pirms saskanot ar pasititaju un projekta autoru.

Pasautitajs:

Objekts: Projektétajs

Re§.Nr.44103022271

SIA "VALMIERAS NAMSAIMNIEKS",

SIA “Ankila”
Reg. Nr. 40103398155

Daudzdzivoklu dzivojamas majas J.Enkmana iela 1,
Valmiera vienkarSotas atjaunosSanas apliecinajuma

1. Bavprakses sertifikats;

2. Projekte

to materialu un iekartu tehnisko katalogu dati.

Seminara iela 2a, Valmiera, LV-4201 karte Riga, Khveru iela 1 - 33, Riga, LV1048
Adrese: Liguma Nr.: 4-12/3
Paraksts| Datums Jana Enkmana iela 1, Valmiera, LV-4201,
Kad.nr. 96010061008001
BPV: J.Kostina 20.10.2019 Lapas nosaukums: Stadija: BP
BPDV: O.Kregetova 20.10.2019 . Meérogs: B/M
- APKURE. VENTILACIJA.
Izstradaja: P.Krecetovs 20.10.2019 Visparigie raditaji Marka Lapas Ras. Nr.
Olga Kregetova sert. Nr. 3-00272 AVK 1109 AVK-14
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T1;T2-15-Section AluCoat T 50+PVC

STAD-20
151.6l/h
kv=0.74
Tot.3450 W

STAD-15
72.5l/h
kv=0.33
Tot.1650 W

St.4

TA-20

T1;T2-22-Section AluCoat T 50+PVC

T1;T2-28-Section AluCoat T 50+PVC

STAD-15
136.22l/h
kv=0.63 T1;T2-22-Section AluCoat T 50+PVC
Tot.3100 W
T1;7.2:18-Section AluCoat T 50+PVC
TA-15
St.5
St.6

STAD-15 44310W

94.48l/h uz/no SM

kv=0.4

Tot.2150 W | ¢ (sk.-SM dalu)

T1;T2-18-Section AluCoat T 50+PVC
T1;T2-54-Section AluCoat T 50+PVC
PIEZIMES:

. Sistémas augstakajos punktos uzstadami atgaisotaji, zemakajos -
tukSosanas ventili.

. Monté&jot caurulvadus, ievérot minimalo kritumu i=3mm uz
iztukSoSanas pusi.

. Sistému caurulvadi instaléti gridas zona un to augstuma atzimes
tiks precizétas péc savstarpéjas saskanoSanas ar citdm
komunikacijam.

. Bavuznéméjam pirms jebkura darba uzsakSanas ir japarliecinas par
ras€jumos sniegtajiem izmériem un neatbilstibas vai pretrunu
gadijuma pirms darbu uzsakSanas ir jagriezas pie bivprojekta
autoriem neskaidribu novérSanai.

. Sienu [eksojumu vietas caurumu blivésSana javeic ar ugunsdroajiem
materialiem.

. Telpu eksplikaciju (sk.AR dala).

St.3

STAD-15
94.48l/h
kv=0.44
Tot.2150 W
St.2
TA-15

STAD-15
131.83l/h
kv=0.71
Tot.3000 W

||| T1;T2-18-Section AluCoat T 50+PVC

||| TN T2-42-Section AluCoat T 50+PVC

|||
|||
|||
|||
|
H|V
|||
|||

m\ T1;T2-42-Section AluCoat T-50+PVEC

T1;T2-18-Section AluCoat T 50+PVC
||| T1;T2-22-Section AluCoat T 50+PYC

St.8

T1;T2-18-Section AluCoat T 50+PVC

TA-15

STAD-15
134.02/h
kv=0.6

STAD-15
91.4l/h
kv=0.38
Tot.2080 W

Tot.3050 W

St.1

TA-15

St.19
T1;T2-35-Section AluCoat T 50+PVC

|J/ T1;T2-28-Section AluCoat T 50+PVC

St18

Pasutitajs:

Objekts:

Projektetajs

SIA "VALMIERAS NAMSAIMNIEKS",
Red.Nr.44103022271

Daudzdzivoklu dzivojamas majas J.Enkmana iela 1,
Valmiera vienkarSotas atjaunosSanas apliecinajuma

SIA “Ankila”
Reg. Nr. 40103398155

Seminara iela 2a, Valmiera, LV-4201 karte Riga, Khveru iela 1 - 33, Riga, LV1048
Adrese: Liguma Nr.: 4-12/3
Paraksts| Datums Jana Enkmana iela 1, Valmiera, LV-4201,
Kad.nr. 96010061008001
Lapas nosaukums: Stadija: BP
BPDV: O.Krecetova 20.10.2019 Meérogs: 1:100
— APKURE.
Izstradaja: P.Krecetovs 20.10.2019 PAGRABSTAVA PLANS Marka Lapas Ras. Nr.
Olga Kreéetova sert. Nr. 3-00272 AVK 2 AVK-25



AutoCAD SHX Text
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C11-500-1600 C11-500-900 C11-500-1000 C11-50

0-1400

620W /0.65kv 750W /0.58kv 1050W
St.2

1250W./0,81kv

215/018

St4
218/022

/0.77kv

\T1;T2-15 T1;,T2-15/ \T1,T2-15 T1,72-15/

STAD:15
85.691/h

St.19

C11-500-1400

kv=0.39 | 111215
Tot.1950 W| TA-15

St.1
18

C11-500-1000
850W /0.86kv

St.17
©15/218

St.16

0181022  [315/018)

C22-500-1200  C11-500-1000  C11-500-1100  C22-500-1100

1450W /1.13kv [ 780W /0.

St.15

62kv 820W /0.64kv 1350W /1.07kv

St.14 St.13

[ Y A

T1,T2-35
T1,T2-28-ST6 T1;T2-15
rida

T1;72-28-/

rida

T1;T2-15 T1;T2-15

1100W /0.81kv
TA-20 TA-15
STAD-20 STADI15 STAD-15 STAD-20
T1,T2-15 153.8/h 94.92lh 97.55lh 145.011/h
kv=0.73 kv=0/46 kv=0.51 kv=0.79
St.5 T1;T2-15 T1;T2-15 T1;T2-15 stls Tot.3500 W Tot.2160 W Tot.2220 W Tot.3300 W
@18 R~ \ . \
! ! / ! ! / ! /L T1;T2-22-ST6
STAD-15 STAD-20
St.6 St.7 St.8 54.931/h 152.481/h
@15/218 @15/018 218 kv=0.32 kv=1.08
TA-15  |Tot.1250 W Tot.3470 W| TA-20
T1;T2-28/S76
C11-500-1000/ C11-500-900 /  C11-500-1600 SST ’25&1 5
750W /0.58kv  700W /0.55kv  1150W /0.9kv [STAD-20 Ky=0 57

162.591/h Tot.2130 W

kv=1.15 |

Tot.3700 W T ;T2-22- TA-15 gl'Tdé
grida T1;T2-22-

TA-20 T1;T2-15
St.9 2 S
D18/D22

T1,T2-15

C22-500-1200
1500W)//1.07kv

PIEZIMES:

. Sistémas augstakajos punktos uzstadami atgaisotaji, zemakajos -
tukSosanas ventili.

. Montégjot caurulvadus, ievérot minimalo kritumu i=3mm uz
iztukSoSanas pusi.

. Sistému caurulvadi instaléti gridas zona un to augstuma atzimes
tiks precizétas péc savstarpéjas saskanoSanas ar citam
komunikacijam.

. Bavuznémejam pirms jebkura darba uzsakSanas ir japarliecinas par
raséjumos sniegtajiem izmériem un neatbilstibas vai pretrunu
gadijuma pirms darbu uzsaksanas ir jagriezas pie buavprojekta
autoriem neskaidribu novérsanai.

. Sienu [eksojumu vietas caurumu blivésana javeic ar ugunsdroajiem
materialiem.

. Telpu eksplikaciju (sk.AR dala).

C11,500-1000

750W-0/59kv

st.10/ St.11

C11-500-700
500W /0.82kv

C22-500-1100
1400W /1.05kv

Pasutitajs:

Objekts:

Projektétajs

SIA "VALMIERAS NAMSAIMNIEKS",
Re§.Nr.44103022271
Seminara iela 2a, Valmiera, LV-4201

Daudzdzivoklu dzivojamas majas J.Enkmana iela 1,
Valmiera vienkarSotas atjaunosanas apliecinajuma
karte

SIA “Ankila”

Reg. Nr. 40103398155
Riga, Kliveru iela 1 - 33, Riga, LV1048

Adrese:

Liguma Nr.: 4-12/3

Paraksts| Datums

Jana Enkmana iela 1, Valmiera, LV-4201,
Kad.nr. 96010061008001

Lapas nosaukums: Stadija: BP
BPDV: O.Krecetova 20.10.2019 Mérogs: 1:100
— APKURE
Izstradaja:|  P.Kregetovs 20.10.2019 1.STAVA PLANS Marka Lapas Ras. Nr. 14
Olga Krecetova sert. Nr. 3-00272 AVK 3 AVK-3



AutoCAD SHX Text
D


C11-500-1400 C11-500-700
1000W./0,86kv 480W /1.23kv
St.4
215/018

\
T1,T2-15 /

C11-500-900
680W /1.53kv

C11-500-1200
900W /0.85kv

St.3
15

St.2
215

r‘:

\T1.T2:15 T1:72-15)

St.1
215/218

C11-500-700
550W /1.45kv

iztukSoSanas pusi.

Red.Nr.44103022271

Valmiera vienkarSotas atjaunoSanas apliecinajuma

C11-500-1400 C11-500-900 C11-500-900 C11-500-1200
1000W /0.99kv /680W /1.55kv 680W /1.52kv 900W /0.86kv
St.16 St.15 St.14 St.13
215/018 215 15 215/018
[ [ [ | | [ |
T1:T2-15 \ [N ] | /| [
T N\ T1:T2-15 \T1;T2-15 T1;T2-15 T1;72-15/
C11-500-1400
950W /0.92kv
T1;T2-15
st5 T1;T2-15 T1;T2-15 T1;72-15
315/018 . X "
| S— ) S—

315 15 215/318

St.6 St.7 St.8

C11-500-900 / C11-500-900 C11-500-1200

680W /1.52kv  680W /1.56kv 900W /0.91kv C11-500-1400

920W /0.79kv
T1;72-15  °
T1;T2-15 T1;T2-15 T1;T2-15
315/318 @15 @15/318
St.9; St.10/ St.11 St.12
C11-500-1400 C11-500-900 C11-500-500
- 1000W /0.84kv B680W /1.56kv 350W /1.07kv
PIEZIMES:

. Sistémas augstakajos punktos uzstadami atgaisotaji, zemakajos - — - - ——
tuksosanas 8entili.1 P 9 : : Pasutitajs: Objekts: Projektétajs
. Montejot caurulvadus, ievérot minimalo kritumu i=3mm uz SIA "VALMIERAS NAMSAIMNIEKS", Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, SIA “Ankila”

Reg. Nr. 40103398155

. Sistému caurulvadi instaléti gridas zona un to augstuma atzimes Seminara iela 2a, Valmiera, LV-4201 karte Riga, Kiiveru iela 1 - 33, Riga, LV1048
tiks precizétas péc savstarpéejas saskanosanas ar citam
komunikacijam. Adrese: Liguma Nr.: 4-12/3
. Buvuznémeéjam pirms jebkura darba uzsaksanas ir japarliecinas par Paraksts| Datums Jana Enkmana iela 1, Valmiera, LV-4201,
raséjumos sniegtajiem izmériem un neatbilstibas vai pretrunu ' Kad.nr. 96010061008001
gadijuma pirms darbu uzsakSanas ir jagriezas pie bivprojekta T
autoriem neskaidribu novérSanai. Lapas nosaukums: Stadija: BP
. Ewlgtr;;i;‘aﬁgsrﬁjumu vietds caurumu blivéSana javeic ar ugunsdroajiem BPDV: O.Kregetova 20.10.2019 Mérogs: 1:100
: S APKURE.
. Telpu eksplikaciju (sk.AR dala). Izstradaja: P.Krecetovs 20.10.2019 2 STAVA PLANS Marka Lapas Ras. Nr.
Olga Kregetova sert. Nr. 3-00272 AVK 4 AVK-47




C11-500-1600
1200W,/2.5kv

St.4

C11-500-800
550W /2.5kv

\T1;T2-15

St.3

C11-500-900
720W /2.5kv

St.2

T1,72-15/

T1,72-15

C11-500-1400
1050W /2.5kv

St

|

T1;72-15

T1;T2-15

C11-500-700
550W /2.5kv

C11-500-1400  C11-500-900 C11-500-900 C11-500-1400
1050W /2.5kv 700W /2.5kv 720W /2.5kv 1050W /2.5kv
St.15 St.14 St.13

C11-500-1400
1050W /2.5kv
i T1;T2-15
St.5 T1;T2:15 /T1;T2-15
1] I\ ]
[ 1 | 1 [
St6 st7
C11-500-900/ C11-500-900/  C11-500-1400
720W /25kv  700W /25kv  1000W /2.5kv
PIEZIMES:

. Sistémas augstakajos punktos uzstadami atgaisotaji, zemakajos -
tukSosanas ventili.

. Montéjot caurulvadus, ievérot minimalo kritumu i=3mm uz
iztuk§oSanas pusi.

——

T1;T2-15 \T1 T2-15 T1 ;T2—15/ M/
C11-500-1600
1150W /2.5kv
T1;T2-15
T1;T2-15 T1;T2-15 T1;T2-15
St.9 St.10/St.11 St.12
C11-500-1600 C11-500-900 C11-500-600
1200W /2.5kv 700W /2.5kv 400W /2.5kv
Pasautitajs: Objekts: Projektétajs
SIA "VALMIERAS NAMSAIMNIEKS", Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, SIA “Ankila”

Re§.Nr.44103022271

Valmiera vienkarSotas atjauno$anas apliecinajuma

Reg. Nr. 40103398155

. Sistému caurulvadi instaléti gridas zona un to augstuma atzimes Seminara iela 2a, Valmiera, LV-4201 karte Riga, Kiiveru iela 1 - 33, Riga, LV1048
tiks precizétas péc savstarpéjas saskano$anas ar citam
komunikacijam. Adrese: Liguma Nr.: 4-12/3
. Buvuznéméjam pirms jebkura darba uzsaksanas ir japarliecinas par Paraksts| Datums Jana Enkmana iela 1, Valmiera, LV-4201,
raséjumos sniegtajiem izmeériem un neatbilstibas vai pretrunu ' Kad.nr. 96010061008001
gadijuma pirms darbu uzsakSanas ir jagriezas pie bivprojekta
autoriem neskaidribu novérsanai. Lapas nosaukums: Stadija: BP
. E:aetrg:iéﬁgsrﬁjumu vietds caurumu blivéSana javeic ar ugunsdroajiem BPDV: O Kregetova 20.10.2019 Mérogs: 1:100
: __ APKURE.
. Telpu eksplikaciju (sk.AR dala). lzstradaja;]  P.Krecetovs 20.10.2019 3.STAVA PLANS Marka Lapas Ras. Nr.
Olga Krecetova sert. Nr. 3-00272 AVK 5 AVK-48




C11-500-1600
1200W /2.5kv

C11-500-800
550W /2.5kv

C11-500-1400
1050W /2.5kv

C11-500-900
720W /2.5kv

T1,72-15

St.5 C11-500-1400

1050W /2.5kv

T1,T72-15

T1,T2-15
TN

C11-500-900
720W /2.5kv

T1;12-15

C11-500-700
550W /2.5kv

C11-500-900
700W /2.5kv

C11-500-1400
1050W /2.5kv

C11-500-1400
1000W /2.5kv

C11-500-900

C11-500-1600 700W /2.5kv

1200W /2.5kv

C11-500-900
700W /2.5kv

St.15

C11-500-900
720W /2.5kv

C11-500-600
400W /2.5kv

C11-500-1400
1050W /2.5kv

. St.13
T1;T2-15
T.12-15 atz.+5.900

T1;T2-15

T1;T2-15 . C11-500-1600

St12 ;S . 1150W /2.5kv
atz.+4.400 T1:T2-18
C11-500-1400
C11-500-1400 1000W /0.86kv

950W /0.92kv ©11-500-700 3 - Stévs

T1;T2-15 480W /1.23kv

C11-500-900
680W /1.53kv

C11-500-1200
900W /0.85kv

C11-500-700

T1,12-15 550W /1 45KV

atz.+4.400

T1,72-18

T1,T2-15

C11-500-900
680W /1.52kv

C11-500-900 T1;T2-15

680W /1.56kv C11-500-1400

1000W /0.99kv

T1T2-18

C11-500-1200

900W /0.91kv C11-500-900

680W /1.55kv

atz.+3.100

C11-500-500

350W /1.07kv

C11-500-900
680W /1.52kv

atz.+3.100 e
T1;T2-18 C11-500-900
lt 680W /1.56kv

~

E_

C11-500-1200
900W /0.86kv

C11-500-1400
1000W /0.84kv

atz.+3.100

C11-500-1400
920W /0.79kv

v T1;T2-15

s

.

T1,72-18

C11-500-1600 T1;T2-15

2.stavs

1250W /0.81kv

atz.+1.600

C11-500-900

T1;T2-18
620W /0.65kv

C11-500-1000
750W /0.58kv

C11-500-1400
C11-500-1000

STAD-15 850W /0.86kv
C11-500-1400 85.691/h St7 T1;T2-15
kv=0.39
1100W /0.81kv T1:72-18 o St.16 C22-500-1200
T1;12-15 ) Tot.1950 W| TA-15 e P 1450W /1.13Kv
T1;72-18 C11-500-1000
780W /0.62kv
St.15
- = A
T1;T2-18 St.19
C11-500-1000 T1:T2-35 C11-500-1100
750W /0.58kv T1-T2.28 820W /0.64kv
T1,T2-18 TA-20
C11-500-900 St.9 <570
20 ;T2-22
700W /0.55kv T1,T2-18 St.18 | |153.8/h T
C11-500-1600 STAD-20 kv=0.73 T1;T2-28 St.13
1150W /0.9kv 162.591/h ap.atz.+0.100 Tot.3500 W TA15
kv=1.15 TA-20 (id
Tot.3700 W grida 9 STAD-15 | 111018 C22-500-1100
St.10 94.921/h : 1350W /1.07kv
St.11 kv=0.46 T1T2:22/ 71.72-18
HT215 T 160 W ; T1;T2-18
: T1;T2-15 0t.2160 TA-15 —
C22-500-1200 | STAD-15 | T1;T2-22
1500W /1.07kv T1,T2-22 ST6 T1,T2-28 ST6 C11.500.700 |[97-550 ~N
atZ+0295 500W /082K kv=0.51 T1:T2-22
C11-500-1000 T1,T2-28 ST6 -O2KV [|Tot.2220 W —
750W /0.59kv T1;72-18 T1;T72-22 ST6 grida TA-20
TA15 o atz.+0.295 57
= grida STAD-20
STADTE St.12 145.011/h
- To. T1;T2-22 ST6 kv=0.79
33_%”27 T1,TTAz_1155 T1:T2-18 atz.+0.100 a0 W
v=0.
STAD-15 STAD-20
Tot2130 W 54.930h 152.481/h
kv=0.32 kv=1.08 C22-500-1100
Tot.1250 W| |[Tot.3470 W 1400W /1.05kv
TA-20
atz.+0.100 1.stavs
STAD-20 St4
1oromm STAD-15
=0. 72,50
Tot.3450 W — 1222 | |kve0.33 St.3
- Tot.1650 W T1;72-15
STAD-15 TA-15
136,22 A St2 STAD-15
kv=0.63 tz.+1.000 94.481/h
y alz.+1. T1;T2-22 T1;T2-18  |kv=0.44
Tot.3100 W N Tot.2150 W
TA-15
- TA-15
T1:T2-18 T1,T72-28 / STAD-15
T1:7218 131.831/h
St5 ~ A Rihe: SN kv=0.71
7z S TA.15 JTot.3000 W
\\ T1;T2-22 N St1
N\ .
N To. T1;72-18
atz.+1.000 T1:T2-22 z 1218 \-\
St.6 z T1:T2-42
T1;T2-18 SN T1;72-42
T1;T2-22 \Q
STAD-15 | TA-15 _ N
94.481/h T1;T2-54 atz.+1.000
kv=0.4 uz/no SM
Tot2150 W] —— <o St.7 N
(sk. a\ﬁ) T1,72-18 TN
STAD-15 T1:T2:18 SL19
91.41h St.8 T1:T2:35
e TA-15 z
v=0.38 TA-15
Tot.2080 W
° STAD-15 LA
134.021h T1,12-28 atz.+1.000
kv=0.6 _
Tot.3050 W Pagrabstavs
Pasititajs: Objekts: Projektétajs
SIA "VALMIERAS NAMSAIMNIEKS", Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, SIA “Ankila”
Reg.Nr.44103022271 Valmiera vienkar$otas atjauno$anas apliecinijuma Reg. Nr. 40103398155
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PIEZIMES:

. Sistémas augstakajos punktos uzstadami atgaisotaji, zemakajos -
tukSosanas ventili.

. Montéjot caurulvadus, ievérot minimalo kritumu i=3mm uz
iztukSoSanas pusi.
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PIEZIMES:

. Sistémas augstakajos punktos uzstadami atgaisotaji, zemakajos -
tukSosanas ventili.
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Adrese:
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v _ . . Daudzdzivoklu dzivojamas majas J.Enkmana iela 1,
IK 0|ga Krecetova Bavobjekts: Valmiera vienkarsotas atjaunosanas apliecinajuma karte.
Nod.maks.kods.Nr. 28035810930 . Jana Enkmana iela 1, Valmiera, LV-4201,
Adrese: Kad.nr. 96010061008001
Parbaudija inz. O.Krecetova 05.04.2019 loka . Lapas Nr.:
Izstradaja inz. P.KreCetovs 05.04.2019 bivi eka_rtu_,.konstrukcuu.un Stadija: BP
avizstradajumu kopsavilkums-
Sadala: AVK
Specifikacija Pasdtijuma Nr.
Nr. I _— Daudz.,|Garum Izolacia Sistémas A
pk. Nosaukums Mérvieniba Sérija Marka Sk, ‘m w2 Biezums Nr. Piezimes
,mm
APKURE
Apkures sistéma T1;T2 (Gdens 80-60C)
1 |Térauda "Press" tehnikas caurules m. 15 Steel press 268 T1;T2 KAN-Therm
HVAC Section AluCoat
2 |Caurules izolacija m. 15 T 50mm ar parklajumu 1/0.4 50 | T1;T2 Paroc
PVC Grey, A <0.045.
3 |Térauda "Press" tehnikas caurules m. 18 Steel press 98 T1;T2 KAN-Therm
HVAC Section AluCoat
4 [Caurules izolacija m. 18 T 50mm ar parklajumu 37/14 50 | T1;T2 Paroc
PVC Grey, A<0.045
5 |Térauda "Press" tehnikas caurules m. 22 Steel press 81 T1;T2 KAN-Therm
HVAC Section AluCoat
6 |Caurules izolacija m. 22 T 50mm ar parklajumu 28/9.1 50 | T1;T2 Paroc
PVC Grey, A<0.045
7 |Caurules izolacija m. 22 ST 6mm 47/5.0 6 T1;T2 K-Flex
8 |Caurules izolacija m. 28 ST 6mm 29/3.6 6 T1;T2 K-Flex
9 |Térauda "Press" tehnikas caurules m. 28 Steel press 52 T1;T2 KAN-Therm
HVAC Section AluCoat
10 |Caurules izolacija m. 28 T 50mm ar parklajumu 22/8.8 50 | T1;T2 Paroc
PVC Grey, A <0.045
11 |Térauda "Press" tehnikas caurules m. 35 Steel press 0.5 T1;T2 KAN-Therm
HVAC Section AluCoat
12 |Caurules izolacija m. T 50mm ar parklajumu 0.5/0.15] 50 | T1;T2 Paroc
PVC Grey, A<0.045
13 |Térauda "Press" tehnikas caurules m. 42 Steel press 27 T1;T2 KAN-Therm
HVAC Section AluCoat
14 |Caurules izolacija m. T 50mm ar parklajumu 27/12.01 50 | T1;T2 Paroc
PVC Grey, A<0.045
15 [Térauda "Press" tehnikas caurules (izoléti) m. 54 Steel press 2 T1;T2 KAN-Therm
HVAC Section AluCoat
16 |Caurules izolacija m. T 50mm ar parklajumu 2/1.0 50 | T1;T2 Paroc
PVC Grey, A<0.045
17 |Peléks PVC parklajuma ltkums (90 gradu) 15 PVC Bend Grey 90 2 T1;T2 Paroc
18 [Peléks PVC parklajuma ltkums (90 gradu) 18 PVC Bend Grey 90 19 T1;T2 Paroc
19 [Peléks PVC parklajuma ltkums (90 gradu) 22 PVC Bend Grey 90 4 T1;T2 Paroc
20 |Peléks PVC parklajuma Iikums (90 gradu) 28 PVC Bend Grey 90 4 T1;T2 Paroc
21 |Peléks PVC parklajuma Iikums (90 gradu) 35 PVC Bend Grey 90 2 T1;T2 Paroc
22 |Peléks PVC parklajuma Iikums (90 gradu) 42 PVC Bend Grey 90 2 T1;T2 Paroc
23 |Peléka PVC limlenta (parklajuma Suvju limésanai)| gab. PVC Tape G 50mm 11 T1;T2 Paroc
2 Iij_e' izolécijai 220gr. (kau¢uka izolacija Suvju gab. 3 T1:T2 K-Flex
Iimésanai)
25 [Likums-90 gab. 18 Steel press 30 T1;T2 KAN-Therm
26 [Likums-90 gab. 22 Steel press 24 T1;T2 KAN-Therm
27 [Likums-90 gab. 28 Steel press 12 T1;T2 KAN-Therm
28 [Likums-90 gab. 35 Steel press 2 T1;T2 KAN-Therm
29 [Likums-90 gab. 42 Steel press 2 T1;T2 KAN-Therm
30 [T-veidgabals-90 gab. 15/15 Steel press 22 T1;T2 KAN-Therm
31 [T-veidgabals-90 gab. 18/18/15 Steel press 36 T1;T2 KAN-Therm
32 [T-veidgabals-90 gab. 22/22/15 Steel press 12 T1;T2 KAN-Therm
33 [T-veidgabals-90 gab. 22/22/18 Steel press 8 T1;T2 KAN-Therm
34 [T-veidgabals-90 gab. 28/28/15 Steel press 2 T1;T2 KAN-Therm
35 [T-veidgabals-90 gab. 28/28/18 Steel press 4 T1;T2 KAN-Therm
36 [T-veidgabals-90 gab. 28/28/22 Steel press 4 T1;T2 KAN-Therm
37 [T-veidgabals-90 gab. 28/28 Steel press 4 T1;T2 KAN-Therm
38 [T-veidgabals-90 gab. 28/28/35 Steel press 2 T1;T2 KAN-Therm
39 [T-veidgabals-90 gab. 42/42/35 Steel press 2 T1;T2 KAN-Therm
40 |T-veidgabals-90 gab. 42/42 Steel press 2 T1;T2 KAN-Therm
41 |Pieslégums gab. 22/42 Steel press 2 T1;T2 KAN-Therm
42 |Pieslégums gab. 22/54 Steel press 2 T1;T2 KAN-Therm
43 |Pareja gab. 18/15 Steel press 30 T1;T2 KAN-Therm
44 |Pareja gab. 22/18 Steel press 16 T1;T2 KAN-Therm
45 |Pareja gab. 28/18 Steel press 2 T1;T2 KAN-Therm
46 |Pareja gab. 28/22 Steel press 10 T1;T2 KAN-Therm
47 |Pareja gab. 42/28 Steel press 4 T1;T2 KAN-Therm
Fasondalas:Itkumi, T- veidgabali;pareji .
48 (trauda "Press” tehnikas) kompl. Steel 1 T1;T2 K-Flex
49 |'C" apkures radiators (pieslegums no sanas) | o) C11 €11-500-1000 5 T1:T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
50 | apkures radiators (pieslegums no sanas) |y C11 €11-500-1100 1 T1:T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
51 ||C" apkures radiators (pieslégums no sanas) |y C11 €11-500-1200 3 T1:T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
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|zolacija e
:)\l'r( Nosaukums Mérvieniba Sérija Marka Da;'iz" Gayrumm o Biezums Slstﬁ?as Piezimes
,mm
"C" apkures radiators (pieslégums no sanas) .
52 o I _ . kompl. C11 C11-500-1400 12 T1;T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
"C" apkures radiators (pieslégums no sanas) .
53 o I _ . kompl. C11 C11-500-1600 5 T1;T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
"C" apkures radiators (pieslégums no sanas) .
54 o I _ . kompl. C11 C11-500-500 1 T1;T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
"C" apkures radiators (pieslégums no sanas) .
55 o I _ . kompl. C11 C11-500-600 1 T1;T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
"C" apkures radiators (pieslégums no sanas) .
56 o I _ . kompl. C11 C11-500-700 4 T1;T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
"C" apkures radiators (pieslégums no sanas) .
57 o I _ . kompl. C11 C11-500-800 1 T1;T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
"C" apkures radiators (pieslégums no sanas) .
58 o I _ . kompl. C11 C11-500-900 14 T1;T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
"C" apkures radiators (pieslégums no sanas) .
59 o I _ . kompl. C22 C22-500-1100 2 T1;T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
g0 | C apkures radiators (pieslégums no sanas) |y ) c22 ©22-500-1200 2 T1;T2 Purmo
(krasojums atbilstoSs interjéram) ar noslégkorki
61 |Radiatora stiprindjumi kompl. 51 T1;T2 Purmo
62 |Termostata galvina gab. 15 RAW 5116 51 11,72 Danfoss
63 |Termostatiskais varsts (lenka) gab. 15 RA-N 51 11,72 Danfoss
64 |Noslégvarsts (lenka) gab. 15 RLV-S 51 11,72 Danfoss
65 |Balansé$anas varsts ar drenazu gab. 15 STAD-15/14 12 11,72 IMI Hydronic
66 |BalanséSanas varsts ar drenazu gab. 20 STAD-20 5 11,72 IMI Hydronic
67 |Lodveida ventilis gab. 15 TA 900 ISI-15 12 T1;T2 IMI Hydronic
68 [Lodveida ventilis gab. 20 TA 900 ISI-20 5 T1,T2 IMI Hydronic
69 |Automatisks atgaisotajs gab. 10 Zeparo ZUP 10 17 T1;T2 IMI Hydronic
70 [TukSoSanas ventilis ar uzgali gab. 18 11,72
71 |Revizijas durtinas ar slédzeni gab. 200x200 9 T1;T2
Caurumu un kanalu veidoSana un apdare péc precizét montazas
T2 (7 kompl. 1 s
izveidoSanas laika
73 |Sistémas markéSanas materiali kompl. 1 T1,T2
Sistémas hidrauliska parbaude (hidrauliska
parbaude tiek veikta ar spiedienu, kas 1,25 reizes recizet montazas
74 |parsniedz maksimalo darba spiedienu, bet nav kompl. 1 T1;T2 P \aika
zemaka
par: 3bar) un balanséSana
Ugunsdross atvérumu aizblivéSanas materials Hilti -
75 : 1 T1;T2
(sk. AVK-1 Ipp.) kompl Hit
76 EsoSo r'fuvjlatoru demontaza un apdare péc kompl. 70 T1:T2
demontaza
77 Eso3a apkures sistémas demontaza un utilizacija m. 15-65 240 T1:T2 precizét _m(_)ntézas
100% laika
Ventilacija
1 |Gaisa piepludes iekartas a kompl. EMM: - 35 18 Aereco
(nevar regulét gaisa plismu, blokéts)
Sistémas instalacijas darbi (gaisa varstu - =
s . L _ precizét montazas
2 |montazas; caurumu veido$ana un apdare péc kompl. 18 \aika
urbuma izveido$anas)
’ Lo - Fresh 100 Thermo,
3 |Gaisa piepludes varsts kompl. @ 99mm 24 Vents
Sistémas instalacijas darbi (gaisa varstu - =
s . o _ precizét montazas
4 |montazas; caurumu veido$ana un apdare péc kompl. 24 \aika
urbuma izveido$anas)
5 |Ara restes (sk AR-6 Ipp.) kompl. RIS 400-200 4 FlaktWoods
Sistémas instalacijas darbi (restes montazas; precizét montazas
6 - AN kompl. oo
caurumu veido$ana un apdare péc izveido$anas) laika
7 [Caurumu un kanalu veidosana kompl. 1 premze;:zgntazas
Gaisa vadu hermetizacijas, sisttmas markésanas precizét montazas
8 . —s o ’ kompl. 1 oo
un papildus montazas materiali laika
Projekta dokumenticijas komplekts sastav no projekta raséjumiem un specifikacijas. Apjomos nav ieklauti materialu atgriezumi.
Biivuznémeéjs dod pilna apjoma cenu piedavajumu ieskaitot darbus un materialus, kas nav uzraditi projekta, bet ir nepiecieSami projektéto sistemu montazai, palaiSanai un nodos

Specifikacijas noradito iekartu un materialu nomaina ir iespéjama ar citam tehniski analogam iekartam un materialiem, pirms saskanot ar pasiititaju un projekta autoru.
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) AERECO

_NEW
EMM?

Humidity sensitive air inlet for windows

Slim design: only 31 mm
thickness.

Humidity sensitive system:
modulates the airflow according
to the local relative humidity.

Directional airflow (horizontal) as
accessory.

Manual closing and opening
device in option.

Additional airflow sleeve
available as an accessory.

Slim profile for easy installation
on windows.

Easy to maintain: no adjustment,
simple yearly dusting.

Slim design for perfect integration

With its slim design (only 31 mm thickness), the EMM? is optimised to discreetly integrate on all
types of windows. Its humidity sensitive sensor modulates the airflow according to the ambient
humidity level. The EMM? has specific accessories to increase the airflow or to adapt the air
direction if necessary. The range is composed of 2 humidity sensitive versions and 4 different
colors; its single-part front cover facilitates painting. Installed with a specific canopy, it provides
an acoustic attenuation of 37 dB.

Directional airflow (1)

The standard version offers an oblique airflow, which can be modified with the accessory
0-EMM? to adjust the air jet horizontally in case of close proximity of windows reveals or
ceilings. Therefore, the airjet is always optimal and the airflow guaranteed.

Additional airflow sleeve (2)

The E-EMM? sleeve, available as an accessory, enables an increase in airflows for the different
versions of the EMM? to satisfy regulatory requirements or to decrease the number of air inlets

in some rooms.

A manual closing and opening device (3)

This option, available on the 5-35 humidity sensitive version, allows you to choose between
3 modes: minimum, automatic (humidity sensitive) or maximum to adapt the airflow to the
occupant’s needs.
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Thermostat-regulated

Condensation protected

Minimumflow available

Complete range of accessories
Fresh 100 Thermo

Fresh 100 Thermo

Thermostat regulated wall vent designed
to provide a continuous airflow into the
building/house. Fresh 100 Thermo is
supplied with filter and condensation
protection. The vent is continuously
regulated by the outdoor temperature.
Fresh 100 Thermo is also available in a
sound reduced model (Fresh 100 Thermo-
dB).

Fresh 100 Thermo-dB

Specification

Product Description Art. no.
Fresh 100 Thermo Individually packed Complete vent with wall pipe @95,/99 mm 188001
Fresh 100 Thermo Individually packed Complete vent with wall pipe @98/102mm 188005
Fresh 100 Thermo Bulk Complete vent with wall pipe @95/99 mm 880001
Fresh 100 Thermo Bulk Complete vent with wall pipe @98/102mm 880005
Fresh 100 Thermo Internal part Internal part 870013
Fresh 100 Thermo-dB Bulk Complete sound-reduced vent, wall pipe @98/140 x 400 mm 800019

The vent can be adjusted to special requests. For example larger coverplates, other pipe-lengths etc.

Technical Data

Capacity: 7.5 1/s at 10 Pa
Wall opening: @102mm, B105mm (standard vents) or 150 mm (sound-reduced vent)
Material: ABS-plastic (recyclable)

Colour: White, RAL 9010




Description/function

Standard vent

Thermostat regulated wall vent designed
to provide a continuous airflow into the
building/house.

A complete set contain internal part, wall
pipes and external grille. The wall pipes
are available in two dimensions, 899 and
@102mm. The pipes fit telescopically which
provides a flexible join.

Internal part

The internal part is supplied with filter and
condensation protection. The thermostat is
continuously regulated by the outdoor
temperature. It automatically closes when
the temperature drops and opens again as
it increases.

Sound-reduced vent

The sound-reduced model has another wall
pipe than the standard. Besides a dB-pipe it
also contains two coverplates.

The standard length of the dB-pipe is
400mm but can easily be cut to requested
length (max.1200mm).

Placement

A high placing is recommended preferably
above a radiator. With this solution the inco-
ming air mixes with the convection flow of
warm air, ensuring maximum comfort.

Fresh 100 Thermo, 899mm -

Pos. Description Art no

1 Fresh 100 Thermo internal 870013
part

2 Wall pipe @95/99 x 150 mm 830150
External grille #140 831401

T T

Fresh 100 Thermo, 2#102mm -

Pos. Description Art no
1 Fresh 100 Thermo internal 870013
part incl rubber seal (art no
008247)
2 Wall pipe, 102x50mm 661050
3 Wall pipe 98/102 x 100mm 188009
4 Adapter 10, 102x60mm 661063
5 External grille #150 801701

LI

Fresh 100Thermo-dB, 8140mm

Pos. Description Art no

1 Fresh 100 Thermo-dB internal 870014
part incl cover plate #165

dB-pipe @98/140 x 400mm 855004
External dB-grille #165 861651

?

/
I

The manufacturer reserves the right to make
specification changes without notice.
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Function/adjustment

The vent is supplied with a built-in thermo-
stat, pre-set at the standard position to
start closing at +10°C and to be completely
shut at -5°C.

The pre-set temperature settings can be
adjusted by turning the front cover clock-
wise or anti-clockwise. Each mm is
equivalent to +1°C. One complete turn is
equivalent to 4mm = +4°C. The standard
setting can easily be reinstalled by turning
the front cover clockwise until a clicking
sound is heard. A minimumflow can be set
by using Thermo-bricks (accessory]. This
prevents the vent from closing completely.
Each brick is equivalent to a damper
opening of 2mm. The bricks are easily
installed behind the front cover. Each brick
gives approx 2.5 I/s at 10 Pa.

Technical data Fresh 100 Thermo

75 1/s
g102mm / 8105mm

Capacity at 10 Pa:
Wall opening:

Max wallthickness:
pipes are available

(accessory)
Material: ABS-plastic
Colour: White, RAL 8010
Soundreduction Dn,e,w: 33 dB

Techincal data Fresh 100 Thermo-dB

@150 mm

400 mm. For other
lengths please contact
Fresh AB.

Wall opening:

Max wallthickness:

Dimensions Fresh 100 Thermo,
2 102mm

44-58 60-320 mm 26
o o
S *
T 8102 mm

The manufacturer reserves the right to make
specification changes without notice.

350 mm. Additional wall

Thermostat
Front cover

Condensation
protection

Capacity
S(BJ Vent opening 3 6 14 mm
% V
A
V]
10
8 P
6
A A
/|
A
o2
3 /|
]
T 1 /|
1 2 3 4 5 10 151/s
k t t t t t 1
10 15 20 30 40 m3/h
Airflow

Dimensions Fresh 100 Thermo,
2 99mm

fl4—58 B60-320 mm ‘25
3 9
8 3
T @99 mm — 1

Dimensions Fresh 100 Thermo-dB

4963 400 mm 31
0l o
© ™ ol 0
= 5 S| ¢
*|
e T 2140 mm L
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Sound data

The diagrams show sound reduction with
fully open vent. The area of calculations are
based on a reference area of 10 m=.

dB Reduktionstal ( Referensarea 10 m2 ) dB Reduktionstal ( Referensarea 10mZ ) dB Reduktionstal ( Referensarea 10m2 )
90 90 90
80 80 80
70 =
70 70 D - ap Dn,e,w 45
D =40 n,e,w
60 n,e,w 80 60 =
50 50 L1 50 R
A0t - P 40 s = = i 40 T ——
30 30 30
20 20 20
10 10 10
125 250 500 1000 2000 Hz 195 250 500 1000 2000 Hz 125 250 500 1000 2000 Hz
Fresh 100 Thermo-dB with Fresh 100 Thermo-dB with Fresh 100 Thermo-dB with
200 mm wall pipe. 300 mm wall pipe. 400 mm wall pipe.
Maintenance Front cover Filter

In order to ensure correct airflow and to
retain good air quality it is important to keep
the filter clean. We recommend to wash/
replace the filter 1-2/year.

The Standard filter is washable (use a gentle
soap/detergent. The Pollen filter should be
replaced with a new filter.

The filter is made accessible by turning the
front cover anti-clockwise. Mounting is made
in reversed order, turn the cover clockwise
until a clicking sound is heard. The vent is
now pre-set to initial temperatures.

Accessories

Wall tube ( ¢ ' i |
Available in Available in 295 mm, 298 mm, Ensures a Available in
different lengths different sizes regulates air regulates air certain minimum-  different sizes and
and sizes. and colours supply during supply during flow. colours
heaVy winds heavy winds Ratten till konstruktions-
andringar férbehalles.

FRESH AB Telehone +46 (0)470 70 77 00

Box 7 Fax +46 (0)470 70 77 39

SE-360 32 GEMLA

www.fresh.se E-mail information@fresh.se

Copyright © Fresh AB 2004 - All rights reserved
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EMM?

Humidity sensitive air inlet for windows

Air inlet EMM? 5-35 EMM? 11-35 EMM? 24 EMM? 35
Standard code EHM1275 EHM1285 EFM1289 EFM1292
Airflow characteristics

Humidity sensitive | | -
Closing device O -
Airflow (min.-max.) @ 10 Pa m¥h 5-35 11-35 24 35
:\||:ng E((Tg&';ﬂn;ax.) @ 10 Pa with additional airflow mh 9945 26-45 36 45
Maximum opening area mm? 3600 3600 2500 3600
Acoustics

Dn,e,w™® Acoustic attenuation @ max. opening dB 31 31 31 31
Adjustment factors (C ; Ctr) dB ;1 ;1) ;1 ;1)
gﬁgfgﬁ; attenuation™® with A-EMM canopy @B 3 36 36 36
Adjustment factors (C ; Ctr) dB 0;0) 0;0) 0,0 0;0)
ar;)j,\g/pAei(iJr:Jgsnc attenuation™® with A-EHA canopy @ @B 3 36 36 36
Adjustment factors (C ; Ctr) dB 0;1) 0;1) 0;1) 0:1)
Accessories

Aeraulics sleeve (additional airflow)® E-EMM? (ref. AEA1335)

Oriented sleeve® 0-EMM? (ref. AEA1339)

Standard canopy AS AS AS AS
Flat canopy AP AP AP AP
Acoustic canopy A-EMM A-EMM A-EMM A-EMM
Airflow controller canopy AC AC AC AC
Characteristics

Weight g 195 195 175 175
Colours White / brown / oak / grey aluminium

Material (main) ABS, PS ABS, PS ABS, PS ABS, PS
Installation

Recommended slots® mm EMM2: 2 x (172 x 12) ; EMM?+E-EMM?: 2 x (172 x 16)

Existing slots®® mm EMM?: (250 x 15) ; EMM?+E-EMM?: (250 x 16)

Fixing on windows | | | |
Fixing on rolling shutter casings | | | |

Wall installation

Destination rooms

Living room / bedrooms

1 Acoustic tests performed in CETIAT laboratory (test report
CETIAT n°1663030-1).

@With non-acoustic canopies (AC, AS, AP) in standard version,
without sleeve.

@E-EMM? and 0-EMM? can’t be used together.
0 The slots ratings are external dimensions.

© These dimensions significantly reduce the airflow.
Note : The codes presented in this table are for white versions, without option (without

M standard | O optionnal

© Standard version, without sleeve. closing device).
Airflow characteristics Dimensions in mm
Airflow in m¥%h @ 10 Pa Front side
60 404
50
20 J2e =] I === o SL
~ ~
30 2 Air inlet (EMM?) 42
,7
20 Top side
406
10 ‘ ‘ 41
. q i a8 3 1! [ 17 8L‘ N wle
0 10 20 30 40 50 60 70 80 90 100 — T e
E—Ei @\m_/

Relative humidity in %

---- EMM?5-35 + E-EMM?
==== EMM? 11-35 + E-EMM?

e EMM?5-35
e EMM? 11-35

Air inlet with oriented sleeve (0-EMM?) or Additional airflow sleeve (E-EMM?)

Q) AERECO

62 rue de Lamirault — Collégien — 77615 MARNE LA VALLEE CEDEX 3 — FRANCE
tel. +33 1 60 06 26 63 — fax +33 1 64 80 47 26 — www.aereco.com

pyright Aereco - All data and pictures in this document are non contractual and are subject to change without prior notice.

FLY643GB_v2 - Co
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Datu lapa

Sertificéts atbilstosi EN 215

RA-N radiatora varsti ar integrétiem

prieksiestatijumiem

Taisnais variants Stura variants

Variants uzstadisanai
kreisaja stari

Horizontals stara
variants

Pielietojums Visus RA-N varstu korpusus var lietot kopa ar visu RA-N varstu korpusi ir no misina ar nikela
veidu RA 2000 sérijas termostatiskajiem elementiem  parklajumu.
un ar TWA-A siltuma spéka pievadiem.
Blivsléga gredzena spiediena tapa ir no hrométa
RA-N varstus var lietot divu caurulu apkures térauda un darbojas visam ekspluatacijas laikam
sistémas - lai atbilstu vietéjiem standartiem, ieellota O gredzena. Blivsléga gredzenu var
ir pieejama D, F un S sérija. nomainit, neizlaizot ddeni no sistémas.
RA-N varsti tiek uzstaditi ar k ierobeZotaju Lai izvairitos no nogulsnésanas un korozijas,
maksimalas tdens plasmas prieksiestatisanai, un karsta Gdens sastavam jaatbilst VDI 2035
tie ir pieejami ar $adiem iestatijumu diapazoniem:  noradijumiem (Verein Deutscher Ingenieure).
RA-N 10: k,=0,04-0,56 m’/h Ir ieteicams nelietot Gdeni, kura sastava ir
RA-N 15: k =0,04-0,73 m*/h mineralellas.
RA-N 20/25: k =0,10-1,04 m*h
Ir pieejams plass PEX, AIuPEX, vara un térauda
Katra varsta korpusa komplektacija ir ieklauta caurulu kompresijas piederumu klasts. Ladzu,
sarkana aizsarguzmava, ko var izmantot manualai  pieprasiet ipasu Danfoss kompresijas piederumu
regulésanai uzstadisanas laika. datu lapu.
Aizsarguzmavu nedrikst izmantot ka manualas
noslégsanas ierici. Ipada manualas noslég3anas
ierice ir pieejama ka papildierice.
Kvalitate Visi Danfoss RA 2000 radiatoru termostati ir razoti,  Visi Danfoss radiatoru termostati ir razoti ripnicas,

ievérojot augstakos standartus, un tie atbilst
Eiropas standartam EN 215.

kuru atbilstibu ISO 9000 un ISO 14001 standartam
ir sertificgjusi BSI (British Standards Institution —
Lielbritanijas standartizacijas institacija).

Prieksiestatijumi

RA-N varstu prieksiestatijumu vértibas var
vienkarsi un precizi pielagot, neizmantojot
instrumentus (razotaja iestatijjums — N):

- Nonemiet aizsarguzmavu/termostatisko
sensoru;

« Atrodiet noradj;

« Paceliet un pagrieziet uzstadijumu gredzenu
lidz nepiecieSsama prieksiestatijuma vértiba
atrodas pret noradi.

Var izvéléties prieksiestatijuma vértibas no 1 lidz
7. Ariestatijumu N varsts ir pilniba atvérts. So
iestatljumu var izmantot ka skalosanas poziciju, ja
sistéma ir netirumi un ta ir jaizskalo. Ja tiek uzstadita
vienas caurules sistéma, ir jalieto iestatijums N.

Nav ieteicams lietot iestatijumus, kas nav no 1 lidz
7 vai N.

Ja ir uzstadits termostatiskais sensors,
prieksiestatijums ir aizsargats pret nejausam
regulacijas mainam.

Prieksiestatijumu Rdpnicas iestatijumi un
diapazons  vienas caurules sistéma

?

MW T

7

A
[N
—
@
NN
NN
AR
NN
W

2|
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Datu lapa

Varsta korpuss RA-N ar integrétiem prieksiestatijumiem

Dati un pasitisana

Savienojumi Prieksiestatijumi Maksimalais | Maksimalais Maksimala
darba diferencialais ? | Parbaude darba
Tips Variants | leplade | Izplade k,— maks.” (m*/h, ja Ap = 1 bars) k. | spiediens spiediens temperatara | Kodanr.
Rp R 1 2 3 4 5 6 7 N N bar bar bar e
Stara 3/8 3/8 013G0011
Taisnais | 3/8 3/8 013G0012
Horizont.
RAN 10 | stara 3/8 3/8 10.04]0.08|0.12]0.19|0.25]| 033|038 056|065 013G0151
Stﬂlra Pl 3 | 3 013G0231
abi
Stara - pa
krois) 3/8 3/8 013G0232
Stara 172 172 013G0013
Taisnais 1/2 1/2 013G0014
Horizont. 10 0.6 16 120
RAN 15 | stara 12 172 1004|008 |0.12|0.20]030]040|0.51|0.73 | 0.90 013G0153
Stara - pa
labi 12 12 013G0233
S“Era.'.pa 12 12 013G0234
reisi
Stara 3/4 3/4 013G0015
0.10{0.15|0.17 | 0.26 | 0.35 | 0.46 | 0.73 | 1.04 | 1.40
RA-N 20 Taisnais 3/4 3/4 013G0016
H"S;'é:’a”t' 3/4 3/4 [0.16]0.20|0.25]0.35|0.47 | 0.60 | 0.73 | 0.80 | 1.00 013G0155
Stara 1 1 013G0037
RA-N 25 0.10{0.15|0.17 | 0.26 | 0.35 | 0.46 | 0.73 | 1.04 | 1.40
Taisnais 1 1 013G0038

" K, vertiba norada adens plasmu (Q) m’/h, ja vérsta spiediens samazinds (Ap) par 1 baru; k, = Q: v/ Ap. Ja ir izvéléts iestatijums N, k vertiba tiek noteikta saskand ar EN
215, X,= 2K, t.i., varsts tiek aizveérts, ja temperatira telpd ir par 2 °C augstaka. Ja tiek izvéléti zemaki iestatijumi, X, vértiba tiek samazinata lidz 0,5K no iestatijuma
vertibas1. K vertiba nosaka plismas daudzumu Q maksimala paaugstinajuma gadijumd, t.i., ja varsts ir pilniba atverts ar iestatijumu N.

2 Darba spiediens = statistiskais + diferencialais spiediens. Maksimalais diferencialais noteiktais spiediens ir maksimalais spiediens, pie kura varsti darbojas apmierinosi.
Tapat ka citam iericém, kam nepiecieSsama spiediena samazinasana sistéma, noteiktos plismas/spiediena apstak|os var rasties troksnis. Lai nodrosinatu klusu ierices
darbibu, spiediens nedrikst pazemindties par vairak nekd 30 lidz 35kPa. Diferencidlo spiedienu var samazinat, izmantojot Danfoss diferenciala spiediena regulatorus
AVD, AVDL, AVDS, IVD vai ASV-P.

Piederumi Produkts Izméri Varsta korpusam Koda nr.
Blivslega gredzens - Visi RA varsti 013G0290
Rp 3/8x@10 mm RAN 10 013G4100
Rp 3/8x@12 mm 013G4102
Kompresijas piederumi térauda un vara caurulém Rp 1/2x@10 mm 013G4110
Rp 1/2x@12 mm RA-N 15 013G4112
Rp 1/2x@15 mm 013G4115
Visi piederumi ir iepakoti kastés pa 10.
2 VDSXH225 © Danfoss 02/2011 DKCD
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Dacifold

Datu lapa

Varsta korpuss RA-N ar integrétiem prieksiestatijumiem

Darbibas princips

1. Blivslega gredzens
2. Ogredzens

3. Spiediena tapa

4.

5. Regulésanas atspere
6. Regulésanas skala
7. Varsta korpuss

8.

Aizslégs

k, sprausla

Radiatora termostati sastav no RA 2000 sérijas
termostatiskiem elementiem un RA-N varsta
korpusa. Elementi un varsta korpuss ir japasuta

atseviski.

Saspiedéjjosla ar seSkantes skravi nodrosina
vienkarsu un stingru elementa un varsta korpusa
savienojumu. Varsta blivsléga gredzenu var
nomainit darbibas laika, t.i., no sistémas neizlaizot
Gdeni un spiedienu.

Varsta korpuss un citas metala dalas | Ms 58, misin$ Maksimala apkartéjas vides 60°C
N . temperatura
k, ierobezotajs PPS
Maksimala skidruma temperatara 120 °C
O gredzens EPDM
N Maksimalais darba spiediens 10 bari
Varsta konuss NBR
. N — Parbaudes spiediens 16 bari
Spiediena tapa un varsta atspere Hromeéts térauds
Sprausla PP
Varsta korpuss ir ar nikela parklajumu.
Principi
o
V-
0~
O o
zZ3
N/ \N/\N/\/\/N\/N/ NAYAYAYAYAY MY N/ \N/\N/\N/\N/N\/N\N/ NAYAYAYAYAY MY gz
VAVAVAVAVAWAWAN VAVAVWAWAWAWAWAN -1 JAVAVAVAVAWAWAN VAVAVAVAVWAWAWAN 1
-® i i
-
DKCD VDSXH225 © Danfoss 02/2011
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Datu lapa

Varsta korpuss RA-N ar integrétiem prieksiestatijumiem

Jaudas

RA-N 10, Rp 3/8 savienojums

Jaudas ar relativo diapazonu starp 0.5 Kun 2 K

RA-N 10 1 2 3 4567 N
109 1 T~ Para—— 100
8{ 0.8 y [/ 3 4 80
o / 8., 0 Ani
51 05 / / y Ay Ay ARy 50
49 0,4 40
- / ANRVAY AN 30 dB(A) -
3 - O 3 I I I I‘ | | | | 30
’ VAW 4 /1// AN
i / / 25 dB(A)
24 0,2 Va4 20
> ' / /
_ / / / Adp
will { v / [kPal
[mWs] [bar] / / / / /
1] Ot / y =y 10
0,84 0,08 Il II / y 4 ] 8
] V4 / 6
0,64 0,06
, , /
0,54 0,05 ,/ /1y / // / 5
i V4 7 4
047 0,04 1/
034 0,03 / / ,‘ / / 3
] 4
0,24 0,02 / // / / /, 2
| /[ [ |/ /
AN/
0,11 0,01 . 1
1 2 3 45 7 10 20 30 4050 70 100 200 300 400500 700 1000
V [1/h]
4t=15°C 0,02 0,03 0,05 0,07 0,1 0,2 0,330,405 0,7 1 2 3 45 7 10 kW
At=20°C 0,03 0,05 0,07 0,1 0,2 0,30,40,5 0,7 1 2 3 45 7 10 20 kW
A4=40°C 0,05 0,07 0,1 0,2 0,30,40,5 0,7 1 2 3 45 7 10 20 30 40 kW

Jaudas Piemcrs vertibas noteikdanai Mgrijumu apstakii trokdou [imeoda noteikdanai:
Vajadzigais siltums: Mgrijumu kameras izmgri:
® = 1500 kcal/st (~1.74 kW) ISO 3743 (L: 5.3 x W: 4.9 x H: 2.6m)
Temperatras kritums sistcma: At=20K  Mgrijuma laiks: 1 sekunde
Diferencgtais spiediens: Ap =0.1 bari (10kPa)  Pamata skaou limenis: Lp 13-15 Db (A)
Aprciinatais Gdens daudzums: Radiators: DIM 4722, TIPS 500/160
Q=1500/20=75 litri/st  Mikrofona novietojums: 1.2m no varsta
Trokdou limenis:
Regulc¢danas vertibas var atrast caurlaidibas dia- Noradits ka skaoas spiediena limenis Lp dB(A)
grammas sekojodas lappuscs:
RA-N10: Sakotngja noregulgjuma vertiba 5
RA-N15: Sakotngja noregulgjuma vertiba 5
RA-N20: Sakotngja noregulgjuma vertiba 4
RA-N25: Sakotngja noregulgjuma vertiba 4
Ja atrasta vertiba atrodas starp divam regulc-
danas vertibam, izvglas lielako vertibu.
ledaiu vertibas var trast ari tiedi tabula “Pas-
tidana un specifikacijas”
k,= \/QA'p = ?AOOE = 0.23 m?/st
4 VDSXH225 © Danfoss 02/2011 DKCD
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Datu lapa

Varsta korpuss RA-N ar integrétiem prieksiestatijumiem

Jaudas

RA-N15,R 1/2 savienojums

Jaudas ar relativo diapazonu starp 0.5 Kun 2 K

Tapat ka citam iericém, kam nepiecieSsama spiediena
samazinasana sistéma, noteiktos plismas/spiediena
apstak|os var rasties troksnis.

Lai nodrosinatu klusu ierices darbibu, spiediens nedrikst
pazeminaties par vairak neka 30 lidz 35kPa (3-3,5 mwg).

RA-N 15 1 2 3 4 5 6 7 N
10 7 1 v 100
8 0,8 y ’\ ,’, / / 80
| / p s / /
6 0,6 \ 60
5 1 0,5 / 7/ ‘\Kl X_“/ / 50
] - / / [ II\ hAFA ’ -
3 0,3 sf——f 130 dB (A)| 30
- /1 [ VAV L] \( )
/ A ALRRER
2 0,2 Y //./ 25 dB (A) 4 20
dpq p / / T4 dp
kP
[mWws] [bar] / / / // / [kPa]
14 o1 / AV aN. 10
] y 4 y A y 4 y 4
0,81 0,08 / / / / / 8
0,6 0,06 / 6
0.5] 0.05 I/ / / I/ I/ 5
0,44 0,04 4 ,’ / / 4
] / / 7/
0,34 0,03 3
| / / / / /4 /
0,24 0,02 / / // / / / / / 2
i / / / / /
/ / /l /
0,14 0,01 / 1
1 2 3 45 7 10 20 30 4050 70 100 200 300 400500 700 1000
Vv [i/n]
4 t=15°C 0,02 0,03 0,05 0,07 0,1 0,2 0,30,40,5 0,7 1 2 3 45 7 10 kW
4 t=20°C 0,03 0,05 0,07 0,1 0,2 0,30,40,5 0,7 1 2 3 45 7 10 20 kW
41=40°C 0,05 0,07 0,1 0,2 0,30,40,5 0,7 1 2 3 45 7 10 20 30 40 kW
Piezime:

DKCD

VDSXH225 © Danfoss 02/2011

35



Datu lapa

Varsta korpuss RA-N ar integrétiem prieksiestatijumiem

Jaudas

RA-N 20 UK, Rp 3/4 savienojums

Jaudas ar relativo diapazonu starp 0.5 Kun 2 K

RA-N 20 UK 123 4 567N
10 7 1 T 100
] yAWANEY 4 VAW /A
g I
61 0.6 — A 60
51 03 // A A 50
o 11/ /) :
] y
3 0.3 YAWIN 30 dB(A) 30
| YATAVAY(Y/
/
24 0.2 / / 20
/1 LSS
dp+ dp / / / /25 dB(A) Ap
[mWws] [bar] / / ///ly [kPa]
] 01 i AW/ 10
0.84 0,08 / y v A / / 8
0,61 0,06 /' / / // y/ 6
0,54 0,05 / &Y/, 5
] 7/ 71—/
0,44 0,04 / / // 4
0,34 0,03 3
] 4 / / //
0,2 0,02 // / / // 2
| /1)
0.14 0,01 YA/ 1
10 20 30 4050 70 100 200 300400500 700 1000 2000
v [I/h]
4t=15°% 0,2 0,3 05 0,7 1 2 3 4 5 7 10 30 kW
41=20°C 0,3 05 0,7 1 2 3 4 5 7 10 20 30 40 Kkw
At=40°C 5 7 1 2 3 4 5 7 10 20 30 4050 70  Kkw

VDSXH225 © Danfoss 02/2011
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Datu lapa

Varsta korpuss RA-N ar integrétiem prieksiestatijumiem

Jaudas

RA-N 20/25, R, 3/4 - R 1 savienojums Jaudas ar relativo diapazonu starp 0.5 Kun 2 K

RA-N 20, 25 1 23 4 5 6 7 N
10 - /7 y 100
] 4 pa
1 115 / -
/ /
64 0,6 60
54 0,5 // / \{ /1 1/ 50
] yAREY & SR A VAR
4 : 0,4 /' / \ I \‘ , / 40
34 0,3 / /- 30
| ARV 2
o1 oo /1 / | /1) 30 dB(A) 20
dp-  dp / / / /P25 dB(A) 4p
[mWs] | [bar] 1|/ / / / [kPa]
11 01 // /) )/ 10
0,81 0,08 +/ SNV ARAY, 8
] / / /1 / 6
0,64 0,06
s s /7 / /
057 0,05 // yiY/mmw i / / >
0,4 0,04 / y / 4
0,34 0,03 yARRY /1 / 3
]l / / 1/
0,24 0,02 / / / / / / / 2
| /1 yAvAY. /
/i
0,14 0,01 / 1
10 20 30 4050 70 100 200 300400500 700 1000 2000
Vv [I/h]
A4t=15°C 0,2 0,3 05 0,7 1 3 4 5 7 10 20 30 kW
A1=20°C 0,3 0,55 0,7 1 2 3 4 5 7 10 20 30 40 kW
At=40°C 5 7 1 2 3 4 5 7 10 20 30 4050 70 kW

DKCD
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Datu lapa Varsta korpuss RA-N ar integrétiem prieksiestatijumiem
Izméri
s p—Ly—
° 08 Le— Ls
23 S2 &z
o< <
— 3 = .
- — N2 -
 — ©
_— i -
= l —
Y ]
L7 81
Taisnais varsts ar sensoru RA 2990 ’—‘
g
25 56 —=
Stura varsts ar sensoru RA 2992
— gz
—
Horizontdlais stara varsts ar sensoru RA 2990
Sana stura varsts
Tips Savienojums Garums
Detalas izmérs D d | L (L | L [L L [L |[L |[L|L[L,[S
S?
RA-N 10 R 3/8 R3/8 50 | 75 | 24 | 49 | 20 | 47 |96 |27 |52 |22 | 22 |27
RA-N 10 UK R, 3/8 R3/8 59 [108 [26 |51 |22 | 22 |27
RA-N 15 R 1/2 R1/2 55| 82| 26|53 |23 |47 |9 |30 |58 (26| 27 |30
RA-N 15 UK R 1/2 R1/2 60 [109 [29 |57 |27 | 27 | 30
RA-N 20 R,3/4 R3/4 65| 98 | 30 | 63 | 26 | 52 [101 32 |37
RA-N 20 UK R 3/4 R 3/4 61 (110 |34 (66 | 30 | 32 | 37
RA-N 25 R _1 R 1 90 | 125] 40 | 75 | 34 | 52 |101 41 | 46
Danfoss SIA
Vienibas gatve 198
1058 Riga
LATVIA

Tel.: 43717339166
Fax: +3717 361313
www.danfoss.lv

Danfoss neuznemas atbildibu par iespcjamam klidam katalogos bro$uras un citos drukatos materialos. Danfoss patur tiesibas izmainit savu produkciju bez bridinajuma. Tas attiecas art uz
jau pasutito produkciju ar piezimi, ka Sis parmainas var tikt izdaritas, neveicinot tam sekojoSas izmainas, kam vajadzétu tikt uzraditam specifikacijas, par kuram ir iepriekS€ja vienoSanas.

Danfoss, Danfoss logotips ir Danfoss A/S tirdzniecibas zimes. Visas tiesibas rezervétas.

8 VDSXH225 © Danfoss 02/2011




Tehniskie dati

RAW tipa termostatiskais sensors ar automatiska aizsléga savienojumu

KEYMARK sertificéts
atbilstosi EN 215

Pielietojums

RAW 5010

RAW 5012

RAW 5116

RAW sérija ir plasa radiatoru termostatu programma,
kas paredzéta centralapkures un privatmaju apkures
sistémas, kuras izmanto Gdeni.

RAW ir ar skidrumu pildits automatiskais
proporcionalais kontrolieris ar mazu P-joslu. Tas
nodrosina pastavigu temperatdru, augstu komforta
[imeni un efektivu energijas ekonomiju.

RAW sensora programmas klasts ietver:

RAW 5010 ieblvéts sensors ar aizsardzibu pret
sistémas aizsalsanu. Spéj ierobezot un blokét
temperatdru uzstaditaja punkta. Temperataras
diapazons 8- 28 °C.

RAW 5012 talvadibas sensors ar aizsardzibu pret
sistémas aizsalSanu. Spéj ierobezot un blokét
temperatdru uzstaditaja punkta. Temperatdras

diapazons 8 - 28 °C.

RAW 5116 ieblvéts sensors ar aizsardzibu pret
sistémas aizsalSanu. Spéj ierobezot un blokét
temperatdru uzstaditaja punkta.
Temperatiras diapazons 16 - 28 °C.

Visus RAW termostatiskos sensorus var kombinét ar
visiem RA varstu korpusiem.

Saslégsanas uzgrieznis nodrosina vienkarsu, bet stipru
sensora savienojumu ar varsta korpusu. Pretzadzibu
aizsardziba nepielauj nesankcionétu sensora nolemsanu
(skat. Papildierices). Péc tehniskajiem datiem RAW varstu
korpusu un RAW sensoru kombinacijas atbilst
Euronorm EN 215.

RAW sensora uzstadisana ir vienkarsa un neprasa instru-
mentus. Tikai uzspiediet sensoru uz varsta lidz nokliksk
aizslégs.

Pasatisana un

Sensori ar automatiska aizsléga savienojumu

specifikacija T
. . mp.
Tips Modelis _emP 2) Koda nr.
diapazons
RAW 5010 leblvétais sensors 013G5010
RAW 5116 leblvétais sensors (16-28 °C) 8-28°C 013G5116
RAW 5012 Talvadibas sensors ar kapilaro cauruli 0-2m" 013G5012
" Talvadibas sensors tiek piegadats ar visam kapilarajam caurulém, kas ir saritinatas sensora iek$pusé. Montéjot sensoru
tiek atritinatas tikai nepiecieSamas caurules garums.
2 Xp =2 Kt.i, varsts aizveras pie temperataras, kas ir par 2 °C augstaka neka istabas temperatara.
Piederumi Produkts Kodas
Pretzadzibu skavas 20 gab. 013G5245
Instrumentu kom- Seskantes atsléga un skravgriezis (pretzadzibu un noslégsanas skavu 013G1236
plekts nonemsanai)
Noslégsanas skavas Noslégsanas skavas tiek izmantotas, lai drosi saglabatu iestatitas 013G5199
temperataras. Tas tiek nonemtas ar specialu Danfoss instrumentu
Lenka adapteris RAW un RA 2000 sensoru uzstadisanai 90 ° lenki uz varsta 013G1350

VDVAL425

DKCD

© Danfoss 04/2011
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Darifi

Tehniskie dati RAW tipa termostatiskais sensors ar automatiska aizsléga savienojumu
Temperatiiras kontroles Izmantojot divus gredzenus, iespé&jams iestatit
pielagosana temperatdras robezas.

Augstakas veértibas iestatisana - piem. 4 ka augstaka
pieejama temperatiras izvéle:

A. Pagrieziet sensoru lidz maksimalajai pozicijai.
A.Turiet ierobezojoso gredzenu skalas labaja pusé un ar
pirkstu spiediet bultinas noraditaja vieta.

B. Pagrieziet sensoru lidz ||| un atbrivojiet gredzenu.

Lai izvairitos no iestatijumu nobidém, tiek izmantotas
noslégsanas skavas ar kodu 013G5199. Tas iespéjams
nonemt tikai ar Danfoss instrumentu - kods 013G1236.

Konstrukcija un funkcijas

1. Ligzda

2. Sensora receptori

3. lestatisanas rokturis

4. lestatijuma atzime

5. lerobezojuma gredzens

6. AtiestatiSanas atspere = °
7. Skidra pildviela 2 e
8. Darba varpsta 48 &
9. Atspere £9 28
10. Kapilara caurule o< 8%
Sensors izmanto jaunako $kidruma pildito receptoru Tiedi tapat temperatlras pieaugums izraisa varsta
sistému no Danfoss - pasaules lidera radiatoru termosta-  aizvérsanu un samazina karsta adens piegadi radia-
tu joma 50 gadu garuma. toram.

Izstradats péc proporcionalitates principa: temperatiras
kritums izraisa varsta atvérsanu. Tas palielina karsta
Gdens piegadi radiatoram.

Temperatiiras .
jestatis * = Pretsala uzstadisana
lestatisana Istabas temperatdras skala Xp =2 °C
10 14 18 22 26 30 °C
* 1 2¢¢c3cc c4mmm 5
8 12 16 20 24 28 °C
Vajadzigo istabas temperataru uzstada, pagriezot Temperaturas skala ir noteikta atbilstosi Eiropas
uzstadisanas ciparnicu. Temperaturu skala parada standartam Xp = 2 °C. Tas nozimé, ka radiatora
attiecibas starp vértibam uz skalas un istabas termostati aizveras pie sensora temperaturas,
temperaturu. Noraditas temperataras ir tikai kas ir par 2 °C augstaka, neka temperataras skala
orientéjosas, jo iegUto istabas temperataru biezi noradita.

vien ietekmés montazas apstakli.

2 VDVAL425 © Danfoss 04/2011 oKD



Tehniskie dati RAW tipa termostatiskais sensors ar automatiska aizsléga savienojumu

Montaza

Sensora montaza

Tiklidz varsta vacins ir nonemts, sis Danfoss sensors ir
loti vienkarss uzstadisana un neprasa nekadus instru-
mentus.

Sensora uzstadisana uz varsta tiek veikta viegli uzspiezot
uz ta. Kad tas ir vieta, nostrada automatiskais aizslégs un
sensors ir pareizi uzstadits.

Ja montaza un demontaza tiek veikta atkartoti, aizslega
mehanisms jasasaurina, manuali pagriezot gredzenu.

Sensora demontdza

Pretzadzibu aizsardziba

Nonemiet vacinu levietojiet pretzadzibu skavu, tacu neno-  Pie sensora uzstadisanas
spiediet to lidz galam nospiediet skavu lidz galam

Pretzadzibu skavas tiek nonemtas ar instrumentu, kura
kods ir 013G1236.

Sis instruments ir ipass skrvgriezis, kas tiek izmantots
skavu iznemsanai ka paradits attéla.

Izméri
L¢35 f«—71—>
- @
ol 4% 5 i T T T
g5
8 Dl }
i === o=
\é
la— 88,5-95,2 ..

lebdveétais sensors

l«—6
Z

DANFOSS
A13G2027.10

Talvadibas sensors ar kapilaro cauruli 0-2m
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Tehniskie dati

Pielietojums

Noslégvarsts tips RLV-S
- individualai noslégsanai

RLV-S taisns

RLV-S lepkveida

Ar noslégvarsta palidzibu, tips RLV-S, katru
radiatoru iesp&jams noslégt individuali, lai
apkopi varétu veikt bez problémam vai remon-
ta laika nesabojat citus radiatorus sistéma.

Noslégvarsts tips RLV-S, ir pieejams lepkvei-
da vai taisna izpildijjuma. Nikeléts.

Noslégvarstu tipu RLV-S iespéjams ieregulét,
lai ierobezotu maksimalo Gdens plismu seko-
josa iestadijumu diapazona.

Rapnicas iestadijums ir pilnigi atvérts varsts.
Dimensijas atbilst DINN3842-1.

RLV-S domats uzstadiSanai radiatora izeja.

Paligaprikojums RLV-S:

- Misipa rokturis- tas nomaina termostatu, kad
radiators ar RLV-S noslégvarstiem ir no-
nemts. Skatit “Paligierices”.

Lai izvairitos no deponéSanas un korozijas,

RLV-S 10: k,=1.5méh karsta odens sastavam jabat saskapa ar VDI
RLV-S 15/20: kv =2.2méh 2035 noteikumiem.
Sistéma
Pasuti$ana un dati
Tips Koda nr. Sa:\éien%':lmi Plasmas limitacija: k -vértibas (m?/h) apgriezienu skaitam Z";EZ— ;e)is:‘ t'\I/:jE:eknss:
Sistéma | Radiators [0.25| 0.5 | 0.75| 1 1.5 2| 25| 3 | 35| 4 K spied. diens temp.
DN'10 lenka 003LO21 | (58 R3/8 |0.15|0.30|0.45|055]075 | 0.9| 1.0 |1.15|1.25] 1.35| 1.50
DN 10 taisns 003L0122 / / : . : . : : s ' : ’
DN'15 lepka 003LO123 | G415 | R1p2 10bars| 16 bars | 120°C
DN 15 taisns 00310124 0.20|0.40|0.60|0.80|1.05 | 1.25| 1.40|1.55|1.70| 1.80| 2.20
DN 20 lepka 003L0125 : . : . : : : : : : :
; G3/4 R3/4
DN 20 taisns 003L0126

RLV-S var tikt pievienots PEX, Alupex, metala vai vara caurulem ar Danfoss kompresijas garnitaru.

lestadiSana un regulacija

Maks. Odens plismas iestadiSana:
Aizveriet varstu ar seSkanta palidzibu:
DN 10 +6 mm; DN 15/20 = 8 mm.

Reguléjiet adens plasmu atverot varstu.
Jaudas diagrammas lapas pretéja pusé
norada Gdens plasmu pie 1/4 - 4 apgriezie-
niem un pie pilnTgi atverta varsta (k)

NAYAYAYAYAYAY

INININININININ

DKCD

VD.53.P8.25 © Danfoss 03/2002
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Tehniskie dati

Noslégvarsts tips RLV-S

Uzbave
1. O gredzeni
2. Vaks
3. Noslédzosa varpsta
4. Varsta korpuss
5. Savienojuma skrave
6. Uzgalis
Materials kontakta ar adeni
Varsta korpuss un citas metala dajas Ms 58
O gredzens EPDM
Izmeri 3
2 St i Sy
i o [N }
A e s s
| T
SN o T p
—— o ——» St
«L4
Tips D d, Hy | Ho | L | L | Ly | L | Ls | S | S,
RLV-S 10 G3/8 | R3/8 42 26 51 75 27 51 23 22 27
RLV-S 15 G1/2 | R1/2 52 28 53 80 30 57 27 27 30
RLV-S 20 G3/4 | R3/4 52 28 61 92 34 65 30 32 37
Jauda
Y, 33 24,3/,
e o RLV=-S 10 v, AR 1|/222/33‘(sz3 . . 6RLV—S 15/20 A Yoo Yo 1‘/12‘3‘4&/5 o
54 05 // awar il 50 51 05 7 7 yAm/ayi /i/i/ I/ 50
4 : 0, 7/ 7/ 40 4 ] 0,4 7 7 77/ 40
3] o3 VAV AN/ S S yaR AWV ;/ »
24 02 20 24 02 20
Ap A 1p / / Ap 4p A 1p / 4p
[mwg]| [bar] %{ [kpo]  [MWEl | [bar] [kPa]
11 01 yAVAVi 10 100 7 y i VAVA iV AT AV 10
087 0,08 1V 8 087 008 7 £/ /I/ / 8
] / /1] 6 0,64 0,06 6
0,6 0,06 s B
054 005 / yavA /% 5 054 0,05 Vi 5
041 004 777/ 4 0,41 0,04 /Y 4
41 o 7111/ b 4 £ .
0341 0,03 7 7 77/ 3 0,31 0,03 3
e / 77177 ] Avs”/
0,2 4 0,02 / // 2 0,2 4 0,02 / / 2
/ W/ ]
0,14 0,01 // 1 0,1 0,01 / . 1
10 20 30 4050 70 100 200 300400500 700 1000 2000 10 20 30 4050 70 100 200 3004005007001000 2000
Y [i/h] A
36 VD.53.P8.25 © Danfoss 03/2002 DKCD
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4

KAN-therm Inox

62 I——

KK ANK-therm Steel sistema
un KAN-therm Inox sistema

Vispariga informacija

KAN-therm Steel sisttma un Inox sistema ir modernas, pilnas komplektacijas montazas sistemas,
kuru pamata tiek izmantotas caurules un savienojuma elementi, kas ir izgatavoti no augstas
kvalitates oglekla terauda (ar cinka slani, kas darbojas ka pretkorozijas aizsargslanis) — KAN-therm
Steel un no nerdséjosa terauda — KAN-therm Inox. So instalaciju montazas pamata tiek izman-
tota ,Press” (saspieSanas) tehnika, kad savienojuma elements tiek uzmontéts uz caurules

gala, to saspiezot. Ipasas spiediena blives (0-gredzeni) nodrosina savienojumu hermétiskumu,
O-gredzeni ir izgatavoti no augstas kvalitates sintétiskas gumijas, kas ir izturiga pret augstam
temperaturam, un tiek izmantota ,M” veida trispunktu savieno$anas sistema, kas garanté drosu
un nepartraukiu sistemas darbibu. Steel un Inox sistémas tiek izmantotas iekstelpu instalacijas
(jaunas un renovetas) dzivojamas ekas, sabiedriskas ekas un industrialas ekas.

KAN-therm térauda sistémas raksturo sadi faktori:

vienkar§a un atra montaza bez atklatas uguns izmantosanas,

plass dazadu diametru cauruju un savienojumu elementu Kklasts, kuru diametrs ir sakot no 12 lidz
108 mm (168.3 Inox caurulem),

plada darba temperattras amplitida: no -35 °C lidz 135 °C,

izturtba pret augstu spiedienu (ldz 25 bariem),

zema plusmas pretestiba caurules un savienojumos,

iespéja savienot ar KAN-therm plastmasas elementu sistemam,

mazs caurulu un savienojumu svars,

izturtba pret mehaniskam slodzem un triecieniem,

montazas un izmantos$anas laika nepastav aizdegsanas iespégja (degtspéjas grupa A),
instalaciju estétiska vertiba,

bridinajuma signals par neprecizi izveidotiem (nesaspiestiem) savienojumiem.

4 Sistéma KAN-therm Steel un KAN-therm Inox
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a2z KAN-therm Steel sistem

Caurulu un veidgabalu ipasibas

Caurules (planam sieninam, metinatas) un veidgabali ir izgatavoti no terauda ar zemu oglek|a
saturu (RSt 34-2), materiala nr.1.0034 saskana ar PN-EN 10305-3. Caurulei ir 8-15 um biezs
cinka slanis (Fe//n 88), kas ir papildus nostiprinats ar pasivejosu hroma slani. Cinka slanis

ir nostiprinats ar karstas cinko$anas tehnologiju, kas nodrosina idealu sakeri ar caurules sieninu
ar caurules liekSanas bridi. DroSai caurulu transporteSanai un uzglabasanai caurules, gan no ie-
kSpuses, gan arpuses, ir parklatas ar papildus ellas slani. Tiek piedavati savienojumu elementi

ar saspiezamiem galiem un o-gredzenu blivem, vai ar saspiezamiem galiem un galiem ar iekSgjo

vai arejo vitni, saskana ar PN-EN10226-1.

KAN-therm Steel sistémas térauda caurulu fizikalas ipasibas

Linearas izple$anas

Koeficients o mm/m x K 0,0108 At=1K
Siltumvaditspéja A W/m x K 58
Izlieces minimalais maks. diametrs ir
radiuss R 35xD 28 mm
lek$é&jo sieninu K mm 001

raupjums

Caurulu diametri, garumi, svars un ietilpiba
Diametri sakot no @12 ildz 108 mm, sieninu biezumam no 1.2 idz 2 mm.

Caurules garums 6 m +/- 25 mm, ar vacinu caurules gala.

KAN-therm Steel sistémas térauda caurulu izméri, vienibas svars un tdens tilpums

Aréjais diametrs

DN sl e lekséjais diametrs Vienibas svars Vienibas tilpums
mm x mm mm X mm kg/m I/m
10 12x1,2 96 0,320 0,072
12 16x1,2 12,6 0,409 0,125
15 18x1,2 15,6 0,498 0,192
20 22x1,5 19,0 0,759 0,284
25 28x1,5 25,0 0,982 0,491
32 35x1,5 32,0 1,241 0,804
40 42x1,5 39,0 1,500 1,194
50 54x1,5 51,0 1,945 2,042
64x1,6% 61,0 2,312 2,922
66,7x1,5 63,7 2,412 3,187
65 76,1%2,0 721 3,659 4,080
80 88,9%2,0 84,9 4,292 5,660
100 108x2,0 104,0 5,235 8,490

* Pieejams péc pasufijuma

1ISO 9001
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Att. of KAN-therm Steel sistémas
instalaciju piemeri

B4 I———

Pielietojums

slegtas apkures sistémas (jaunas instalacijas un instalaciju nomaina),

slegtas ledus auksta tdens sistemas (piezime — skatiet nodaju ,lek&éja korozija”),
tehnologiskas siltuma iekartas,

slégtas solaras iekartas (Viton o-gredzeni) (piezime — skatiet nodalu , Aréja korozija"),
degvielelas instalacijas (Viton o-gredzeni),

saspiesta gaisa sistémas (bez mitruma).

KAN-therm Steel sistemas standarta parametri attieciba uz apkures sistemam ir definéti
tehniskaja sertifikata AT-156-7543/2011: darba spiediens 16 bar, darba temperattra 90 °C.,

Industrialajas instalacijas ir iespejama darba spiediena palielinasSana dz 25 bar (lai uzzinatu
stkaku informaciju un lai akceptétu sadu risinajumu, sazinieties ar KAN tehniskas nodajas
personalu). Maksimala darba temperatra (bez pagaidu ierobezojumiem) ir 135 °C. Izmanojot Vi-
ton o-gredzenus, darba temperatlra var tikt palielinata 1z 200 °C (Viton o-gredzenu parametrus
un to pielietojumu skatiet nodaja ,Blivejumi — o-gredzeni").

KAN-therm Inox sistema

Caurulu un veidgabalu pasibas

Caurules Ir izgatavotas no plana legéta terauda, hroma-nikeJa-molibdena sakausejuma X5CrNi-
Mo 17 12 2 Nr. 1.4401, AISI 316 un X2CrNiMo 17 12 2 Nr. 1.4404, AISI 3161, Veidgaballi ir izgatavoti
no hroma-nikela-molibdéna terauda Nr. 1.4404, AISI 316L. Molibdens nodrosina caurules augsto
izturibu pret koroziju. Saskana ar Direktivu EU 98, nikela klatbltne sakausejuma neparsniedz
pielaujamo nikela satura daudzumu dzeramaja udeni (0.02 mg/l).

Tiek piedavati savienojumu elementi, kuru blivejums tiek nodrosinats, saspiezot savienojuma
elementu galus un izmantojot 0-gredzena blives, vai saspiezot savienojuma elementu galus
ar iek&ejam un arejam vitnem, saskana ar PN-EN10226-1.

Fizikalas TpasSibas 1.4401, 1.4404, 1.4521 KAN-Therm Inox caurulém

Hnerae pletanas a mm/m x K 0,0166 At=1K
Siltumvaditspgja A W/m x K 15
Izlieceg minimélais R 35%D maks. diametrs ir
radiuss min 28 mm
lek$ejo sieninu K mm 0015

raupjums

4 Sistéma KAN-therm Steel un KAN-therm Inox
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External louvres RIS

RIS external weather louvre of robust design
for air intake and discharge
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External louvres RIS

TECHNICAL DATA

Construction, dimensions and material

Construction

The RIS external louvre consists of louvre, installation
frame and protective mesh. Large louvres are made as
modul construction. Louvres can be continuous with ac-
tive and non-active sections.

RIS-aaa-bbb:

General louvre for air intake or discharge.

Minimum size for single louvre (width B x height H) is
200 x 200 mm and maximum is 1600 x 1200 mm. Larger
louvres are made of moduls.

Width and height can be supplied in 50 mm increments.
The actual size for fitting is 7 mm less than the nominal
size.

RIS-aaa-bbb-J:

Outer grille for exhaust air. Same as RIS, but the louvres are
formed especially for exhaust air and directed upwards.
Exhaust air louvre is designed to be used in equipment
for continuous operation. For equipment for intermittent
operation, the recommended installation includes either
a rain cover above the grille or a drain in the connecting
duct, leading out the possibly accumulated water during
standstill periods.

Dimensions and weight

RISD-aaa:

Circular RIS-type louvre. Rigid construction.

Sizes from 200 up to @1400 as a single louvre (10 mm
increments). Larger louvres are made of moduls.

RISV-aaa/RISV-aaa-J:
Louvre assembled with circular Veloduct jointing collars
supplied with rubber sealing gaskets.

Material and surface finish

Hot dip galvanized steel SFe (standard)
Aluminium profile An
(no surface treatment, anodized or stove enamelled)
Acid proof steel Hst

Model RISD is available in hot dip galvanized steel only.

Standard colour is grey RAL 7000 (stove enamelled), other
colours as special order.

| fe0

o
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~ 15)
™ m ] m| <
,\ =z = 1
+ i : o
T ™~ N Ts) [S]
. N 8 Lz N B
§ N
RIS RISV
B+73 70 19 70 19
T
o
S
g
* RISV Veloduct-
_ joint @d
200 x 200 125
o 200 x 200 160
N 2 N 250 x 250 200
~ e 300 x 300 250
< N 1 B 350 x 350 315
Q 3 + 450 x 450 400
g 550 x 550 500
650 x 650 B30
850 x 850 800
1 — 1050 x 1050 1000
= 1300 x 1300 1250
RISD o |-

Weight: ~ 20 kg/m?

Flakt Woods FIFLOEN 2013.01

n

Specifications are subject of alteration without further notice
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External louvres RIS

TECHNICAL DATA

Pressure drop, selection diagram

Pressure drop RIS, RISD
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1 installed to ducting 2 non-ducted application

Pressure drop RISV
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Pressure drop of RIS] is 50% of the RIS pressure drop.

Rainwater rejection performance and air flow perfor-
mance characteristics are determined based on EN
13030:2001.

Flakt Woods FIFLOEN 2013.01

The efficiency of rainwater rejection
RIS, RISD
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Selection diagram
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Selection example

Air volume q, = 2,3 m%s, specified face velocity
v, =2m/s.

From above diagrams can be read pressure drop

Ap, =23 Pa and E =76%.

From selection diagram can be read the required face
area A =12m%

Selection examples are RIS-1100x1100 or
RIS-1200x1000 etc.

30

20

0,5

0,3

g, (1000 m3/h)

3 Specifications are subject of alteration without further notice.



External louvres RIS TECHNICAL DATA

Fitting and assembly, modular construction

Fitting and assembly Definitions
The louvre frame is attached with screws on steel and v, average face velocity (m/s)
wooden structure. On brick and concrete structures the Ap, total pressure drop (Pa)
louvre is fitted by means of fix arms in the frame. q, air volume (I/s)
The assembly of the louvre is made according to the v, velocity in duct (m/s)
picture below. E efficiency of rainwater

rejection (%)

@

- Assembly frame

Louvre @

Wire mesh screen

Modular construction

. - - &

The modular construction is used when the dimension of Fitting margin is the same as with a single louvre.
the louvre exceeds the maximum dimension of a separate
louvre.

Flakt Woods FIFLO EN 2013.01 4 Specifications are subject of alteration without further notice 50



External louvres RIS

Product code

Product code

Standard external louvre, hot dip galvanized steel
RIS-aaa-bbb

External louvre, aluminium profile
RIS-aaa-bbb-A

External louvre, acid proof steel
RIS-aaa-bbb-H

Width, mm (aaa)
Height, mm (bbb)

External louvre for exhaust air
RIS-aaa-bbb-]

External louvre for exhaust air, aluminium profile
RIS-aaa-bbb-J-A

External louvre for exhaust air, acid proof steel
RIS-aaa-bbb-J-H

Width, mm (aaa)
Height, mm (bbb)

Circular external louvre
RISD-aaa

Size, mm
200 - 1250

External louvre with Veloduct joint
RISV-aaa

External louvre with Veloduct joint for exhaust air
RISV-aaa-]

Size, mm
125 - 1250

Flakt Woods FIFLO EN 2013.01

TECHNICAL DATA

Specifications are subject of alteration without further notice.
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We Bring Air to Life

Flakt \Woods is a global
leader in air management.
\We specialise in the design
and manufacture of a wide
rande of air climate and air
movement solutions. And
our collective experience

is unrivalled.

Our constant aim is to
provide systems that
precisely deliver required
functions and performance,
as well as maximise

energy efficiency.

Flakt Woods Oy
Kalevantie 39,

FI-20520 Turku, FINLAND
Tel. +358 20 442 3000
www. flaktwoods.com

—

Solutions for all your air climate and air movement needs /

Flakt Woods is providing solutions for ventilation and air climate for buildings as
well as fan solutions for industry and infrastructure.

® Air Handling Units (AHUs)

Modular, compact and small
AHU units. Designed to ensure
optimisation of indoor air quality,
operational performance and
service life.

® Air Terminal Devices and Ducts

Supply and exhaust diffusers and
valves for installation on walls, ceiling
or floor are all included in our large

® Chilled Beams

Active induction beams for
ventilation, cooling and heating,
and passive convection beams
for cooling. For suspended or
flush-mounted ceiling installation -
and multi-service configuration.
With unique Comfort Control and
Flow Pattern Control features.

® Residential ventilation

A complete range of produ
residential ventilation. Con

range and fit all types of applications.

® Fans

Advanced axial, centrifugal and
boxed fans for general and specialist
applications. Comprehensive range
including high temperature and ATEX
compliant options. Engineered for
energy efficiency and minimised life
cycle cost.

@ Chillers

Aircooled and water-cooled chillers

with cooling capacity up to 1800 kWV.

Designed to minimise annual energy

consumption in all types of buildings. .

® Controls and drives

Variable speed drives and control
systems, all tested to ensure total
compatibility with our prod

RIS Technical data / EN / FIFLO 01.2013 / All rights reserved.
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Daudzdzivoklu dzivojamas majas J.Enkmana iela 1,
Valmiera vienkarSotas atjaunosanas apliecinajuma karte

Daudzdzivok|u dzivojamas majas J.Enkmana iela 1, Valmiera
vienkarsotas atjaunoSanas apliecinajuma karte.
Udensapgade un kanalizacija

UK/
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11/22/2018 BIS

Sakumlapa / Buvspecialistu registrs / Dmitrijs Judincevs

DMITRIJS JUDINCEVS

Personas pamatdati

Vards Dmitrijs

Uzvards Judincevs

Sertifikata pamatdati

Sertifikata numurs 3-00992
Sertifikats pieskirts 06.04.2016
Specialitate Projektésana
Statuss Aktivs

Darbibas sféras/jomas

Sferas/Jomas Sferas/Jomas

Sferas pieskirSanas deriguma SertificéSanas Sferas
numurs Sféra/Joma datums termins institucija statuss Izglitiba atzita
04-50-00153 Udensapgades  06.04.2016 Beztermina LSGUTIS.BS.SC Aktivs Ne

un kanalizacijas 0

sistému

projektésana,

ieskaitot

ugunsdzeésibas
sistemas

Kontakti

E-pasta adrese djprojekts@inbox.lv

> Statusa izmainu vésture

> Parregistracijas vésture

Bivniecibas valsts kontroles birojs

Informacijas parpublicé$anas gadijuma atsauce uz Bivniecibas informacijas sistému obligata.
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https://bis.gov.lv/bisp/lv
https://bis.gov.lv/bisp/lv/specialist_certificates

Civiltiesiskas atbildibas Apdrosinasanas polise Nr. 610052169

ERGO Insurance SE, registréta Igaunijas Republikas Komercregistra ar re§.Nr.10017013, adrese: A.H.Tammsaare tee 47, Tallina, 11316, lgaunija, pilnvarotais parstavis Latvija:
ERGO Insurance SE Latvijas filidle, Vien. reg. Nr. 40103599913, Skanstes iela 50, Riga, LV-1013, Klientu atbalsta talrunis: 1887, zvanot no arzemém: (+371) 6 708 1887, e-pasts: info@ergo.lv

( Apdrosinadjuma néméjs )
Nosaukums/ vards, uzvards: JUDINCEVS DMITRIJS
Regd.Nr./personas kods: 09118310305 Talrunis: 26174390 epasts:
\_ Adrese: MASKAVAS 260 KORP. 2 DZ. 6, RIGA, LATVIJA Y,
(~ Apdrosinatais N
Nosaukums/ vards, uzvards: JUDINCEVS DMITRIJS
Regd.Nr./personas kods: 09118310305 Talrunis 26174390 epasts:
MASKAVAS 260 KORP. 2 DZ. 6, RIGA, LATVIJA )

Adrese:
\_
-

Apdrosinata darbiba

Apdrosinasanas teritorija
Atlidzinamie zaudéjumi

Projekté8ana un ar to saistitie pakalpojumi, Arhitektoniska un inZenierizp&te un tehniska
uzraudziba.
Sertifikata Nr.3-00992, beztermina.

Latvijas Republika

TreSajai personai (t.sk. citiem bilvniecibas dalibniekiem), atbilstoSi noteikumiem, tiek atlidzinats
personai nodarits kait€jums, mantai nodarits zaudé&ums, izrieto§s finansiadls zaud&jums,
finansials zaud&jums (t.sk.par jau uzcelta objekta vai ta dalas parbivi), izdevumi par kaitéjumu
videi, ka arT tiesasanas izdevumi. Apdrosinasanas ligums noslégts saskana ar Ministru kabineta
noteikumiem Nr.502 ,Noteikumi par bivspecialistu un bivdarbu veicéju civiltiesiskas atbildibas
obligato apdrosinasanu”

- J
(" Kopéjais atbildibas limits EUR  150000.00
Atbildibas limits vienam
apdrosinaganas gadijumam EUR 150000.00
Pasrisks EUR 0.00
\_ Prémija EUR 200.00
4 Liguma sastavdalas Pieteikums )
Polise
ERGO Profesionalas civiltiesiskas atbildibas apdrosinasanas noteikumi PROF 05-2018 un ERGO Seviskie
\_ noteikumi blvspecialistu profesionalas darbibas civiltiesiskas atbildibas apdrosinasanai B SN 05-2018 J
/" Ipasas vieno$anas N
1. Ka lTdzapdros$inatas personas apdro$inasanas liguma ir ieklauti visi Apdrosinata apaksuznéméji.
2. Pagarinatais pazino$anas periods 12 ménesi péc polises darbibas termina beigam.
\_
4 Liguma darbibas periods No 10.07.2019. plkst. 00:00 Lidz 09.07.2020. plkst. 24:00 h
Apdrosinasanas prémija kopa 200,00 EUR
Maksajumi (summa apmaksai, apmaksas termins)
1.Maksajums 100,00 EUR 17.07.2019 2.Maksajums 100,00 EUR 10.01.2020
3.Maksajums - 4.Maksajums -
5.Maksajums - 6.Maksajums -
7.Maksajums - 8.Maksajums -
\_ 9.Maksajums - 10.Maksajums - Y,
~
Apdrosinajuma néméjs ar §1 llguma apmaksu apliecina, ka: ir iepazinies ar pirms llguma noslég$anas informaciju, kura atrodama www.ergo.lv/pirmsliguma; sniegta informacija ir pilniga un patiesa;
piekrit apdrosinasanas liguma noslég$anai; piekrit sanemt informaciju ( piem., atgadinajumus, pazinojumus, rékinus) no apdro$inataja ar distances sazinas lidzekl|a palidzibu (t.sk. elektroniska pasta
un/vai Tszinas veida uz mobilo talruni).
Apdrosinasanas liguma darbibas ietvaros par derigiem tiek uzskatiti elektroniski sagatavotas apdro$inasanas polises un rékini bez zimoga un paraksta.
\__Riga, 27.06.2019 /

Apdrosinataja parstavis:
INNA JAGNUKA

Apdrosinajuma némeéja parstavis:
JUDINCEVS DMITRIJS

1. lapa no 3 lapam
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SKAIDROJOSS APRAKSTS

Objekts: “Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, Valmiera vienkarSotas atjauno$anas
apliecinajuma karte”.

Projekta dokumentacijas izstradei izmantoti LR spéka esoSie standarti un dokumenti, LBN 221-15; 222-15,
ka arT Pasititaja projektéSanas uzdevums un projekta arhitektdras dala.

Aukstais udens

Apliecinajuma karté paredzéta pagrabstava un stavvadu Gdensapgades tiklu nomaina [idz savienojumam ar
esoSajiem dzivokla pieslegumiem. Paredzéts jauns skaititaju mezgls pagrabstava, ka ari dzivoklos paredzéts
veikt individualo Gdens skaititaju uzstadisanu ar attalinatas radijumu nolasi$anas iespéju.

Apliecinajuma karté paredzéts saglabat éka esoSo auksto ddensapgades sistému nesamazinot stavvadu un
sadaloSo caurulvadu diametrus. EsoSos vecus caurulvadus paredzéts nomaintt uz daudzslanu PE/AL
tidensvadu caurulém un preséjamiem savienojumu veidgabaliem “Uponor” (vai ekvivalents). Ekas dala bez
pagraba paredzéts izblvéet ddensvadu 1.stava zem kapnu telpas gridas seguma, lidz stavvadiem dzivoklos.
Paredzéts izveidot montaZas kanalu betona grida kapnu telpa. 1.st. gaitent Gdensvadu paredzéts ievietot zem
koka gridas seguma. Darbus nepiecieSams apvienot ar AR sadala paredzétiem iekSdarbiem.

Starpstavu parseguma 8kérsoSanas vietas caurumu blivésana javeic ar ugunsdroSiem materialiem.

Auksta densapgades caurulvadus pagrabstava un stavvada paredzéts parklat ar pretkondensata kauCuka
izolaciju. Tpatnéja siltumvaditspéja pie 0 °C, A0+- 0,035 W/mK.

Péc montazas veikt sisttémas hidraulisko parbaudi.

lekséja kanalizacija
Apliecingjuma karteé paredzéta stavvadu un gulvadu tiklu nomaina lidz savienojumam ar esoSajam
kanalizacijas tiklam.
Apliecinajuma karté paredzéts saglabat €ka esoSo kanalizacijas stavvada sistému nesamazinot stavvadu
un sadaloSo caurulvadu diametrus. EsoSos caurulvadus paredzéts nomainit uz PVC caurulém d110x3.2.
lertkot uz viena stavvada divas revizijas, kas atrodas tre$aja stava un pagraba stava.

- =V

Starpstavu parseguma SkérsoSanas vietas caurumu blivéSana javeic ar ugunsdroSiem materialiem.

letekme uz pakalpojuma pieejamibu i
lek$€jo inZeniertiklu atjauno$anas vai parbuves ietekme uz pakalpojuma pieejamibu nav bitiska. Islaicigs
pakalpojuma partraukums tiks saskanots ar pakalpojuma lietotajiem.

Sastadija: D. Kiselovs
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Raséjumu saraksts

Udens skaititajs

Nosacitie apziméjumi

N.p.k. Nosaukums Lapas NR.
1 Visparéjie raditaji UK-1
2 Pagrabstava plans ar UK tikliem UK-2
3 1. stava plans ar UK tikliem UK-3
4 2. stava plans ar UK tikliem UK-4
5 3. stava plans ar UK tikliem UK-5
6 Jumta plans UK-6
Aksonometriskas shéma; dzivok|u
7 skaitTtaju montazas shéma. UK-7
8 Mezgli UK-8
9 Specifikacija UK-9
Apziméjumi
o— U — EsoSs auksta Gdensvads
— U1— Projektetais auksta tdensvads
Eso$a sadzives kanalizacija
— K1— Projektéjama sadzives kanalizacija
o Sadzives kanalizacijas stavvads
(o) Auksta Gdens stavvads
O]

o
R Revizia

Sadzives kanalizacijas piesléguma vieta
— dzivoklt

>

Pretkondensata/siltuma izolacija

Reg.Nr.44103022271

Seminara iela 2a, Valmiera, LV-4201

Valmiera vienkarSotas atjaunoSanas
apliecinajuma karte

N.t[|- Noslégtapa apkalpo$anai
/j _— o 8T BUVPROJEKTA UK DALAS RISINAJUMI ATBILST
/// Udens skaititajs LATVIJAS BOVNORMATIVU UN CITU NORMATIVO AKTU,
l: - :I Lodveida ventilis KA ART TEHNISKO VAI TPASO NOTEIKUMU PRASIBAM.
P Pretvarsts Blvprojekta dalas Dmitrijs Judincevs
. . VadltajS (vards un uzvards)
I;I Gruzu filtrs Nr. 3-00992
(Sertifikata Nr.)
TN
(\/ ) Manometrs 0-10bar
X (Datums) (Paraksts)
Pasautitajs: Objekts: Projektéetajs
SIA "VALMIERAS NAMSAIMNIEKS", Daudzdzivok|u dzivojamas majas J.Enkmana iela 1, SIA "Ankila",

Reg.Nr. 40103398155
Riga, Khveru iela 1 - 33,Riga, LV1048

Adrese: Liguma Nr.:
Paraksts | Datums Jana Enkmana iela 1, Valmiera, LV-4201, 4-12/3
Kad.nr. 96010061008001
BPV J.Kostina 10.2019 Lapas nosaukums:
BPDV D.Judincevs 10.2019 Meérogs:
Raséja D.Kiselovs 10.2019 Visparéjie raditaji Stadija Lapas Ras. Nr.
D.Judinceva sert. Nr.: 3-00992 BP UK-p7
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Apziméjumi Piezimes: J ) J j
— U — EsoSs auksta Gdensvads SIA "VALMIERAS NAMSAIMNIEKS", Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, SIA "Ankila",

. . o 1.Udens tikla caurulu garumus un izvietojumu precizét uz vietas Red.Nr.44103022271 Valmiera vienkarSotas atjauno$anas Regd.Nr. 40103398155
— U1— Projektetais auksta Gidensvads bivdarbu gaita g ! P Seminara iela 2a, Valmiera, LV-4201 apliecinajuma karte Riga, Kliveru iela 1 - 33,Riga, LV1048
Esosa sadzives kanalizacija 2.Auksta Gdensvada caurulvadus parklat ar pretkondensata Adrese: Liguma Nr.:
— K1— Projektéjama sadzives kanalizacija kaucuka izolaciju g=9mm.
; - ) s = J 3.Precizét uz viJetaqs atzmes, piesaistes, pieslegumu vietas Paraksts| Datums Jana Enkmana iela 1, Valmiera, LV-4201, 4128
o) Sadzives kanalizacijas stavvads Sl , 188, ples » Piesieg Kad.nr. 96010061008001
_ _ dzivoklos un izvadu atraSanas vietas.
(o) Auksta tGdens stavvads Lapas nosaukums:
O Udens skaititajs BPDV D.Judincevs 10.2019 Meérogs: 1:100
Raséja D.Kiselovs 10.2019 Pagrabstava plans ar UK tikliem Stadija Lapas Ras. Nr.
D.Judinceva sert. Nr.: 3-00992 BP UK-258
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blvdarbu gaita. ’ o ' U
Esosa sadzives kanalizacija 2.Auksta L‘?densvada caurulvadus parklat ar pretkondensata Adrese: Liguma Nr.:
—— K1— Projektéjama sadzives kanalizacija kauéuka_izoléci_ju g=9mm. o _ _ Paraksts| Datums Jana Enkmana iela 1. Valmiera. LV-4201 4-12/3
o) Sadzives kanalizacijas stavvads 3.Precizét uz vietas atzmes, piesaistes, pieslegumu vietas " Kad.nr. 96010061008001
_ _ dzivoklos un izvadu atra8anas vietas.
©] Auksta tdens stavvads ’ Lapas nosaukums:
o Udens skaititajs BPDV D.Judincevs 10.2019 Mérogs: 1:100
Raséja D.Kiselovs 10.2019 1.stava plans ar UK tiklliem Stadija Lapas Ras. Nr.
D.Judinceva sert. Nr.: 3-00992 BP UK-359
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ApzZim&jumi Piezimes: Pasutitajs: Objekts: Projektétajs
— U — EsoSs auksta Gdensvads SIA "VALMIERAS NAMSAIMNIEKS", Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, SIA "Ankila",
. ) o B o v ; - ; Reg.Nr.44103022271 Valmiera vienkarSotas atjauno$anas Reg.Nr. 40103398155
e— U1— Projektetais auksta ddensvads ;ﬁ%ﬂi?;;lgﬁtgaurum garumus un izvietojumu precizét uz vietas Seminra iela 2a, Valmiera, LV-4201 apliecinajuma karte Riga, Kliveru iela 1 - 33,Riga, LV1048
Esosa sadzives kanalizacija 2.Auksta Gdensvada caurulvadus parklat ar pretkondensata Adrese: Liguma Nr.:
— K1— Projektéjama sadzives kanalizacija kaucuka izolaciju g=9mm. Paraksts| Dat - . - 4-12/3
o Sadzives kanalizicijas stavvads 3.Precizét uz vietas atzmes, piesaistes, pieslegumu vietas — sane Eng; i Iggaolbgg;n&)eggbl{ v
o B dzivoklos un izvadu atrasanas vietas. _
o Auksta tdens stavvads Lapas nosaukums:
o Udens skaititajs BPDV D.Judincevs 10.2019 Meérogs: 1:100
i i Raséja D.Kiselovs 10.2019 2.stava plans ar UK tiklliem Stadija Lapas Ras. Nr.
D.Judinceva sert. Nr.: 3-00992 BP UK-460
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ApzZim&jumi Piezimes: Pasutitajs: Objekts: Projektétajs
— U — EsoSs auksta Gdensvads SIA "VALMIERAS NAMSAIMNIEKS", Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, SIA "Ankila",
. ) o B o v ; - ; Reg.Nr.44103022271 Valmiera vienkarSotas atjauno$anas Reg.Nr. 40103398155
e— U1— Projektetais auksta ddensvads lﬁL:/cgjea?lleglaait;aurU!u garumus un izvietojumu precizét uz vietas Seminra iela 2a, Valmiera, LV-4201 apliecinajuma karte Riga, Kliveru iela 1 - 33,Riga, LV1048
Eso8a sadzives kanalizacija E.AuksktéIUdIenﬁvadagcauru!vadus parklat ar pretkondensata Adrese: Liguma Nr.:
— K1— Projektéjama sadzives kanalizacija aucuka izolaciju g=9mm. Paraksts| Datums
iz& - iesai - i Jana Enkmana iela 1, Valmiera, LV-4201, 4-1213
o) Sadzives kanalizacijas stavvads S.Fjreazet uzlwetzs attzmves, p|e§at|stes, pieslegumu vietas " Kad.nr. 96010061008001
Zivoklos un izvadu atrasanas vietas.
o Auksta tdens stavvads ’ Lapas nosaukums:
o Udens skaititajs BPDV D.Judincevs 10.2019 Meérogs: 1:100
Raséja D.Kiselovs 10.2019 3.stava plans ar UK tiklliem Stadija Lapas Ras. Nr.
D.Judinceva sert. Nr.: 3-00992 BP UK-561
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e A . Pasititajs: j : Projektetaj
ApzZim&jumi Piezimes: asautitajs Objekts ojektétajs
Tl oo sk o sdens ictojum procicst vz v oo il I bt rsisin I oyt
— U1— Projektetais auksta Gdensvads ;b%gi?g;lglaaitgauru!u garumus un izvietojumu precizét uz vietas Seminra iela 2a, Valmiera, LV-4201 apliecinajuma karte Riga, Kiveru iela 1 - 33,Riga, LV1048

Esoéék sadzives ganaliz:Cijal E.AljkitéIadle_nﬁvadagcauru!vadus parklat ar pretkondensata Adrese: Liguma Nr.:
— K1— Projektéjama sadzives kanalizacija aucuka izolaciju g=9mm. 5
26 i iesai i ; araksts| Datums Jana Enkmana iela 1, Valmiera, LV-4201, 4-12/3
o) Sadzives kanalizicijas stavvads 3.Precizét uz vietas atzmes, piesaistes, pieslegumu vietas " Kad.nr. 96010061008001
_ _ dzivoklos un izvadu atraSanas vietas.

(0] Auksta tdens stavvads Lapas nosaukums:

O Udens skaititajs BPDV D.Judincevs 10.2019 Meérogs: 1:100
Raseja D.Kiselovs 10.2019 Jumta pléans Stadija Lapas Ras. Nr.

D.Judinceva sert. Nr.: 3-00992

BP UK-662
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Apzimé&jumi Piezimes:
e— U — EsoS$s auksta ddensvads _
— U1— Projektetais auksta adensvads 1.Udens tikla caurulu garumus un izvietojumu precizét uz vietas
L _ L badvdarbu gaita.
Esosa sadzives kanalizacija 2.Auksta Gdensvada caurulvadus parklat ar pretkondensata
o— K1— Projekté&jama sadzives kanalizacija kaucuka izolaciju qg=9mm.
Sadzives kanalizacijas stavvads 3.Precizét uz vietas atzmes, piesaistes, pieslegumu vietas
o _ dzivoklos un izvadu atrasanas vietas.
Auksta Gdens stavvads i
Udens skaititajs
Nosacitie apzZiméjumi
Pretkondensata/siltuma izolacija
Revizija
Sadzives kanalizacijas piesléguma vieta
dzivokIt
Noslégtapa apkalposanai
Udens skaititajs
Lodveida ventilis
Pretvarsts
Gruzu filtrs
Manometrs 0-10bar
Pasautitajs: Objekts: Projektéetajs
SIA "VALMIERAS NAMSAIMNIEKS", Daudzdzivok|u dzivojamas majas J.Enkmana iela 1, SIA "Ankila",

Red.Nr.44103022271
Seminara iela 2a, Valmiera, LV-4201

Valmiera vienkarSotas atjaunoSanas
apliecinajuma karte

Reg.Nr. 40103398155
Riga, Khveru iela 1 - 33,Riga, LV1048

Adrese: Liguma Nr.:
Paraksts | Datums Jana Enkmana iela 1, Valmiera, LV-4201, 4-1213
Kad.nr. 96010061008001
Lapas nosaukums:
BPDV D.Judincevs 10.2019 Meérogs: 1:100
Raséja D.Kiselovs 10.2019 dziv oﬁﬁs:kr;?{;;.t;iS{:ii;;ism;éma. Stadija Lapas Ras. Nr.
D.Judinceva sert. Nr.: 3-00992 BP UK-63




Kanalizacijas izvads no $ahtas

Projektéjama PVC d110x3.2, L=0.5m
Kanalizacijas caurules(K1)
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Skarda nosegcepure

d110x3.2, L=0.5m

Caurums metala
sieta, d=120

Vaka ramis

hermétikis ardarbiem

Projektéjama PVC d110x3.2
Kanalizacijas caurule (K1)

Udensvada ievads pagraba

/
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| Pagraba siena
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—

Pagraba grida
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x/— Piesléguma vieta Gdensvadam
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Pasutitajs: Objekts: Projektétajs
SIA "VALMIERAS NAMSAIMNIEKS", Daudzdzivok|u dzivojamas majas J.Enkmana iela 1, SIA "Ankila",

Red.Nr.44103022271

Valmiera vienkarSotas atjaunoSanas

Regd.Nr. 40103398155

Seminara iela 2a, Valmiera, LV-4201 apliecinajuma karte Riga, Kliveru iela 1 - 33,Riga, LV1048
Adrese: Liguma Nr.:
Paraksts| Datums Jana Enkmana iela 1, Valmiera, LV-4201, 4-12/3

Kad.nr. 96010061008001
Lapas nosaukums:

BPDV D.Judincevs 10.2019 Meérogs: b/m

Raséja D.Kiselovs 10.2019 Mezgli Stadija Lapas Ras. Nr.

D.Judinceva sert. Nr.: 3-00992 BP UK-864




Pasautitajs:

Objekts:

Projektetajs

Red.Nr.44103022271

SIA "VALMIERAS NAMSAIMNIEKS",

Seminara iela 2a, Valmiera, LV-4201

Daudzdzivoklu dzivojamas majas J.Enkmana iela 1,
Valmiera vienkarSotas atjaunoSanas
apliecinajuma karte

SIA "Ankila",

Reg.Nr. 40103398155
Riga, Kliveru iela 1 - 33,Riga, LV1048

Adrese: Liguma Nr.:
Paraksts | Datums Jana Enkmana iela 1, Valmiera, LV-4201, 4-12/3
Kad.nr. 96010061008001
Lapas nosaukums:
BPDV D.Judincevs 10.2019 Meérogs:
Raséja D.Kiselovs 10.2019 Specifikacija Stadija Lapas Ras. Nr.
D.Judinceva sert. Nr.: 3-00992 BP UK-$5




Daudzdzivoklu dzivojamas majas J.Enkmana iela 1,
Valmiera vienkarSotas atjaunosanas apliecinajuma karte

Daudzdzivok|u dzivojamas majas J.Enkmana iela 1, Valmiera
vienkarsotas atjaunoSanas apliecinajuma karte.
Zibensaizsardziba

JEL, ELT/
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Daudzdzivoklu dzivojamas majas J.Enkmana iela 1,
Valmiera vienkarSotas atjaunosanas apliecinajuma karte

SADALAS SATURA RADITAJS

Dokumenta nosaukums

Lapa.

Sadalas saturs

BIS izdruka

Projektétaja profesionalas darbibas civiltiesiskas atbildibas apdro$ind$anas polises
kopija

| w (M=

Saskanojums (ST) 11.10.2019 Nr. 309020-22/P-5734

Projekta EL/ELT lapas

Visparigie radrtaji, Skaidrojoss apraksts | EL/ELT-1/

Aréjas elektroapgades tiklu plans ar projektéjamiem /ELT-2/

Zibensaizsardziba. Jumts /EL-2/

Zibensaizsardziba. Fasades 1-4 un A-D /EL-3.1/

©| > N o

Zibensaizsardziba. Fasades 4-1 un D-A /EL-3.2/

Specifikacija
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BIS https://bis.gov.lv/bisp/lv/specialist_certificates/37418

LVRTC TIKLA INFRASTRUKTURAS UZLABOSANAS PLANOTIE DARBI 31.10.2019

Informé&jam, ka 31.10.2019. no plkst. 19:00 Iidz 21:00 saistiba ar LVRTC tikla infrastruktras darbiem ir
iesp&jama 15 mindsu ilga menedZmenta nepieejamiba JUsu resursiem, kas ir izvietoti cloud.lvrtc.lv
Atvainojamies par sagadatajam neértibam!

Pasléept

Sakumlapa / Bivspecialistu registrs / Mareks Smans

MAREKS SMANS

Personas pamatdati

Vards Mareks

Uzvards Smans
Sertifikata pamatdati
Sertifikata numurs 3-01800

Sertifikats pieSkirts 03.10.2018

Specialitate ProjektéSana
Statuss Aktivs
Izglitiba Atzita arvalstis iegita profesionala kvalifikacija

Darbibas sferas/jomas

Sferas/lJomas Sferas/Jomas
Sferas pieSkirSanas deriguma SertificeSanas Sféeras
numurs Sfera/Joma datums termins institucija statuss

09-70-00373 Elektroietaisu 03.10.2018 31.12.2020 LEEA SpecSC  Aktivs

projektésana ()
(dz 1 kV, no
1 I1dz 35 kV)

> Statusa izmainu vésture

> Parregistracijas vésture

Bavniecibas valsts kontroles birojs

Informacijas parpublicé$anas gadijuma atsauce uz Bavniecibas informacijas sistému obligata.

68
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. Akciju sabiedriba "Sadales tikls"
Smerla iela 1, Riga, LV-1160, Latvija

Klientu serviss
bezmaksas talrunis: 8403
www.sadalestikls.lv

Riga ANKILA SIA
11.10.2019 Nr. 309020-22/P-5734 Deniss Kiselovs

AS "Sadales tikls" saskano projektu "Energoefektiva daudzdzivoklu dzivojamas ékas vienkarsota
atjaunoSana Jana Enkmana iela 1, Valmiera (EL, Zibensaizsardziba)" ar nosacijumiem:

1.Ja izbuives laika tiek konstatéts, ka esoSie 0.4kV un 20kV kabeli traucé projekta realizaciju,
paredzét to padzilinasanu vai parvietoSanu.

2.Tris darba dienas pirms darbu sakuma sanemt darbu atlauju portala saskano.sadalestikls.Iv

3.P&c izbuves darbu pabeigSanas sanemt AS "Sadales tikls" atzinumu par objekta gatavibu
nodoSanai ekspluatacija.

ElektroinZenieris (S) Elina Tetere

Sis dokuments ir parakstits ar drosu elektronisko parakstu un satur laika zimogu.

71


http://www.sadalestikls.lv

SKAIDROJOSS APRAKSTS

Objektam “Energoefektiva daudzdzivoklu dzivojamas ekas vienkarsota atjauno$ana, Jana Enkmana iela 1, Valmiera, LV-4201" izstradata zibensaizsardziba. Aréjai
elektroapgadei tiks izstradats atsevisks ELT projekts (sadalnes parvietoSana).

Zibensaizsardzibas pasakums izpildits pac LVS-EN 62305. Projekta ietvaros planots uzstadit ILklases (klase tiek izvéléta péc LBN 261-15 "Eku iek$éja
elektroinstalacija", dzivojamas ekas) aréjo pasivo zibensaizsardzibas sistému ar sieta izméru 15x15m.

Ekas galvena sadalng uzstadit I+11 klases parsprieguma aizsardzibu (OBO BETTERMANN V50 3 + NPE vai analogs).

Blves pamatu malas precizét pirms aréja zemejuma kontrlira izblves.

Aréjo zemejuma kontdiru guldit 0.8m dziluma, nemot véra paréjo inZenierkomunikaciju izvietojumu, ka ari teritorijas labiekartojumu. Ja zem&juma kontira
pretestiba ir Rz>10Q, tad padzilinat projektéjamos stienus vai dzit papildus citas vietas. levérot - attalims, starp elektrodiem tas nedrikst biit mazaks par iedzita
elektroda garumu!

Jumta uzstaditam zibensaizsardzibas kontiiram ar apalstiepli @ 8mm japievieno visas metdla konstrukcijas, iekartu un iericu metaliskas dalas, kas normala rezima
nav zem spriequma, lai izveidotu nepartrauktu savienojumu ar zemé&juma kontdru.

Uz objekta jumta uzstadit uztvérgjietaises, ar tai paredzétajiem stipringjumiem. Apalstiepli uz jumta stiprinat ar attiecigajiem stiprindjumiem, attalumu starp
stiprinajumiem izvélties saskana ar razotaja noradijumiem (max. 1.0m), nemot véra jumta materiala specifiku (pirms izbives precizét).

Nolaidumus izpildit ar apalstiepli @ 8mm, stiprint ar specialu stiprindjumu, attalumu starp stiprinajumiem izvéléties saskana ar razotaja noradijumiem (max.
1.0m). Katra nolaiduma jauzstada mérijuma klemmes.

Zibensaizsardzibas sistemu pievienot pie ar€ja zemgjuma kontira.

Visi savienojumi ar zemé&juma kontiru, kas atrodas zem zemes, ir janotin ar pretkorozijas lentu.

VISPARIGIE NORADIJUMI

Visus projektd paredzétos materialus iesp&jams aizstat ar analogiem, tadas pasas kvalitates un specifikdcijas un dizaina materialiem, kas atbilst Eiropas
normativo aktu prasibam.

P&c darbu pabeigSanas sakartot montazas darbiem izmantoto teritoriju, atjaunot zalgju.

Veicot inZenierkomunikaciju izbivi, pielaujama inzenierkomunikaciju novietojuma pielaide +/- 0.3m no bivprojekta paredzéta.

Ja inzenierkomunikacijas novietojuma izmainas ietekme citas inZenierkomunikacijas un/vai ipaSumtiesibas, javeic izmainitas bivprojekta dalas atkartota
saskanoSana ar skarto inzenierkomunikaciju turétajiem un/vai nekustama ipauma ipasniekiem. Komunikacijas aizsargjosla rakSanas darbus veikt bez mehanismu
pielietosanas.

§ajé projekta piesaistém ir informativs raksturs.

Tehniska projekta dokumentacija noraditie risinajumi jaapliko kopuma, tadel galvena bivuznéméja pienakums ir informét visus biivdarbu veic&jus par atskirigu
darbu un risinajumu savstarpéjo saistibu. Materialu specifikacijas var nebiit ietverti visi materiali, kas noraditi ras&jumos, tadel blvuznéméjam, sastadot bivdarbu
tami, jaapltiko tehniska projekta dokumentacija kopuma nevis tikai materialu specifikacijas.

Projekts izstradats, lietojot sekojosus normativus un standartus:

¢ LR Bivniecibas likums;

¢ LR Aizsargjoslu likums;

o MK noteikumi Nr.238 "Ugunsdroibas noteikumi";

o MK noteikumi Nr. 500 "Visparigie blvnoteikumi";

o LBN 008-14 "Inzeniertiklu izvietojums";

o LBN 201-15 "Biivju ugunsdrosiba”;

o LBN 202-18 "Biivniecibas ieceres dokumentacijas noformésana”;

o BN 261-15 "Eku iek$éja elektroinstalacija"

o LEK 002 "Energoietaisu tehniska ekspluatacija";

o LEK 042-2 "Parsprieguma aizsardziba zemsprieguma elektrotiklos";
o LEK 097 "Prasibas buvprojektiem elektrotikliem ar spriegumu lidz 20kV";
o LEK 129 "0,4kV kabelu izvéles prasibas péc pielaujamas stravas";
o citi spéka esoSie LBN normativi un LVS EN standarti.

PIENEMTIE APZIMEJUMI:

T Argjais zemgjuma kontars, skat. ELT-2

Apalstieple Alu @ 8 vai 10mm

Izoléts augstprieguma zibens novedéjkab.

Krusta / T-veida savienojums @ 8mm

Nolaidums

Stieples turétajs

Metala konstrukciju pievienojuma klemma

Zibensuztvergjs

Kompensators Alu @ 8mm

le@og\o

Zemgjuma elektrods

Objekta izvietojuma plans

O

Projekta EL/ELT lapu saraksts:
N.p.k Lapa Mérogs Lapas nosaukums
1 EL/ELT-1 B/M | Visparigie raditaji. Skaidrojoss apraksts.
2 ELT-2 1:250 | Ar&jas elektroapgades tiklu plans ar projekt&jamiem tikliem
3 EL-2 1:100 | Zibensaizsardziba. Jumts
4 EL-3.1 1:100 | Zibensaizsardziba. Fasades 1-4 un A-D
5 EL-3.2 1:100  |Zibensaizsardziba. Fasades 4-1 un D-A
Pasautitajs: Objekts: Projektetajs
" " - R o SIA "Ankila",
SIA "VALMIERAS NAMSAIMNIEKS", Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, .
‘ wUZIVOKSU fzlvojamas maje and Reg.Nr. 40103398155
Red.Nr.44103022271 Valmiera vienkarsotas atjaunosanas apliecinajuma Bavkomersanta reg. Nr. 14716
Seminara iela 2a, Valmiera, LV-4201 karte Kiiveru iela 1 - 33, Riga, LV-1048
Adrese: Liguma Nr.:
Paraksts| Datums Jana Enkmana iela 1, Valmiera, LV-4201, 4-12/3
Kad.nr. 96010061008001
Lapas nosaukums:
BPDV M.Smans 23.09.2019 Meérogs: b/m
Raséja D.Kiselovs 23.09.2019 Visparigie raditaji. Skaidrojoss apraksts. Stadija Lapas Ras. Nr.
M.Smana sert. Nr.: 3-01800 BP EL/ELT-Z




PIENEMTIE APZIMEJUMI:
1 () (3) (4) /.~ | Argjais zemajuma kontirs, skat. ELT-2
N 7 \r v N N Apalstieple Alu @ 8 vai 10mm
Tekni piesléat pie ZA sistémas o C o L [zoléts augstprieguma zibens novedéjkab.
A Rk = Tekni pieslégt pie ZA sistémas e Krusta / T-veida savienojums @ 8mm
" |Nolaidums
E/E)\\: = = = = = = = e — 7|_|77/}/ |_|\ = =) =) = = = {7/ :,/b\:‘ O- Stiep|es tUrétéjS
\ /’ - - e — . - - \\\,,/ - H H H H
- - o i —~ oo L e Proj. zemé&juma kontiirs Rz<10Q ° Metala konstrukciju pievienojuma klemma
N q Proj. zibensuztvéréja s/’ueples gals; L=0.5m Pr01.2|bensuitvere]a stieples gals; L=0.5m g> N PIallqndzelzs zemeiumg lenta 30x3.5mm; (o) | Zbensuzveres
it = S 1 zeme 0.5-1.0m dziluma (skatit lapu ELT-2) | Kompensators Alu @ 8mm
S P N 3 Zeméjuma elektrods
m > 7 N ]
g . . N
/ kritums 3% kritums 3% \
m (esoss) (esoss) \ in]
/ .o Z Z
h/ / \ h S Tekni pieslegt pie ZA sistémas
7 @l\@ \
/ P p— . [
/" Proj. zibensuztvéréja stieples gals; L=0.5m \ — ’Nﬁ
‘/é\ \< \\\ 1l '/E'/\/I_I =t = = = = = - = - = /é\‘
g N T o 8 8 5 °©o ©o BB B -8 o o o o g 'Q@K o Ny
ﬁ@r T T max. 1000 o o N \ ot 4 - Proj. zibensuztveréja stieples gals; L=0.5m N
300 | : Proj. zibensuztvergjstienis ar spici; |-.=3;0m | Krusta/ T-veida savienojuma klemme ~—— — — _
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PIEZIMES:
o Zibensaizsardzibas klase tiek izveléta atbilstosi LBN 261-15 "Eku iek$&ja elektroinstalacija".
o Ekas galvena sadalné uzstadt I+Il klases parsprieguma aizsardzibu (OBO BETTERMANN V50 3 + NPE vai analogs). Pasutitajs: Objekts: Projektétajs
o Bives pamatu malas precizét pirms aréja zemejuma kontdra izbives. - ) SIA "Ankila"
o Argjo zem&juma kontdiru guldit 0.8m dziluma, nemot véra paréjo inzenierkomunikaciju izvietojumu, ka arf teritorijas labiekartojumu. SIA "VALMIERAS NAMSAIMNIEKS?, Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, Reg.Nr. 40103398155
_. _ o ’ ’ . A ) g . Gs - . . - Regd.Nr.44103022271 Valmiera vienkar3otas atjaunosanas apliecindjuma _ .
o Jazeméjuma kontlra pretestiba ir Rz>10Q, tad padzilinat projektéjamos stienus vai dzit papildus citas vietas. levérot - attalims, starp elektrodiem tas nedrikst Seminara i . Bivkomersanta reg. Nr. 14716
_ - - ’ ’ eminara iela 2a, Valmiera, LV-4201 karte Kliveru iela 1 - 33. Riga. LV-1048
bt mazaks par iedzita elektroda garumul » Riga,
e Jumta uzstaditam zibensaizsardzibas kontdram ar apalstiepli @ 8mm japievieno visas metala konstrukcijas, iekartu un iericu metaliskas dalas, kas normala Adrese: Liguma Nr.:
reZima nav zem sprieguma, lai izveidotu nepartrauktu savienojumu ar zeméjuma kontdru. Paraksts| Datums Jana Enkmana iela 1. Valmiera. LV-4201 4-12/3
o Zibensaizsardzibas sistému pievienot pie aréja zeméjuma kontra. " Kad.nr. 96010061008001 '
o Zibensaizsardzibas sistémas nolaiduma vietas precizét montaZas laika.
e g e : o L T N o L = Lapas nosaukums:
e Uz objekta jumta uzstadt uztvérgjietaises, ar tai paredzétajiem stiprinajumiem. Apalstiepli uz jumta stiprinat ar attiecigajiem stiprinajumiem, attalumu starp _
stiprinajumiem izvéléties saskana ar razotaja noradijumiem (max. 1.0m), nemot véra jumta materiala specifiku (pirms izbGves precizét). BPDV M.Smans 23.09.2019 Merogs: 1:100
o Nolaidumus izpildit ar apalstiepli @ 8mm, stiprinat ar specialo stiprinajumu, attalumu starp stiprinajumiem izvéléties saskana ar raZotaja noradijumiem (max.1.0m)] Raséja D Kiselovs 23.09.2019 Zibensaizsardziba. Jumts Stadija Lapas Ras. Nr.
o levérot minimalo droSu atstarpi (atbilstoSi LVS EN 62305-3) no zibensvado$am dalam [idz elektroiekartam un konstrukcijam. M.Smana sert. Nr.: 3-01800 BP EL-273
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/W V. Skérsojums Nr.10. Uzmanibu! Kanalizacijas vads! Atéurfet. /
/ Tevérot minimalo vertikalo attalumu 0.5m . . 0
Skérsojums Nr.1. Uzmanibu! El. kabelis! AtSurfet. Ei
/ ~/" Tevérot minimalo vertikalo attalumu 0.5m v
‘ T S
o0 06 ey V. V.
[45 0 Proj. zeméjuma elektrods @20mm L=4x1.5m
‘ e s _Skersojums Nr.2. Uzmaribu! El. kabell ASurfet.

Tevérot minimalo vertikalo attalumu 0.5m

/I~

4 Sadalnes pérnesumu skatit SIA "ANKILA" projekta"Jana Enkmana
e iela 1, Valmiera sadalnes parvietosana™. TN Nr.: 30AT00-04/TN-714

75\, Skersojums Nr.3. Uzmanibu! Sittumtrase! Atdurfét,
Tevérot minimalo vertikalo attalumu 0.5m

/ N r,:ﬁ Proj. zemé&juma elektrods @20mm L=4x1.5m

‘ '/ $kérsoiums Nr.9. Uzmanibu! Sakaru kabelis! Atéurfat,

Tevérot minimalo vertikalo attalumu 0.5m - Skérsojums Nr.4. Uzmanibu! Kanalizacijas vads! Atéurfat.
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Proj. zeméjuma elektrods @20mm L=4x1.5m
‘ / V. V. \YA ) Y - N V. \YA
. Pro&. zemgjuma kontlirs Rz<10Q
Plakandzelzs zemé&juma lenta 30x3.5mm; 0
‘ v v N quldit 0.8m dziuma. Ei .V
Skérsojums Nr.|6. Uzmgnlibu! Glézes voads! Atéurfat, {i
Teverot minimalo vertikalo attalumu 0.5m O . . T
‘ V. V. °0%0 Pienemtie apzimjumi:
O
Proj. zemé&juma elektrods @20mm L=4x1.5m M - — _
PIEZIMES: v Y V. V. V. c44.73 L, — Proj aréjais hor. zemejuma kontars
‘ o Zibensaizsardzibas Klase tiek izveléta atbilstosi LBN 261-15 "Eku iek$&ja elektroinstalacija". ' . .
o Ekas galvena sadalné uzstadit I+1 klases parsprieguma aizsardzibu (OBO BETTERMANN V50 3 + NPE vai analogs). V. Vi » Proj. zemegjuma elektrods
‘ . I?Gv.es pam?tu malas precizét pirms éréjé zeméjuma kontra iz.bG.ves. . o . . . Pasutitajs: Objekts: Projektétajs
o Aréjo zemé&juma kontdru guldit 0.8m dziluma, nemot véra paréjo inZenierkomunikaciju izvietojumu, ka arf teritorijas labiekartojumu. )
= - o N0 tad nadoil s : e a - - . SIA "VALMIERAS NAMSAIMNIEKS" i volamas mai iola SIA "Ankila®,
e Jazeméjuma kontlra pretestiba ir Rz>10Q, tad padzilinat projektéjamos stienus vai dzit papildus citas vietas. levérot - attallims, starp elektrodiem tas nedrikst X : Daudzdzivoklu dzivojamas majas J.Enkmana iela 1, Red.Nr. 40103398155
- = s ’ ’ Reg.Nr.44103022271 Valmiera vienkarsotas atjaunosanas apliecinajuma _ .
bat mazaks par iedzita elektroda garumu! Semingra iela 2a. Valmiera. LV-4201 Karte Bavkomersanta reg. Nr. 14716
o Jumta uzstaditam zibensaizsardzibas kontdram ar apalstiepli @ 8mm japievieno visas metala konstrukcijas, iekartu un iericu metaliskas dalas, kas normala ’ ‘ Kliveru iela 1 - 33, Riga, LV-1048
‘ reZima nav zem sprieguma, lai izveidotu nepartrauktu savienojumu ar zeméjuma kontdru. Adrese: Liguma Nr.:
. Z?bensa?zsardszas s?stému pievignot pie ?réjé zemfzjuma kontdra. . Paraksts| Datums Jana Enkmana iela 1, Valmiera, LV-4201, 41213
»  Zibensaizsardzibas sistémas nolaiduma vietas precizét montaZzas laika. " Kad.nr. 96010061008001
‘ e Uz objekta jumta uzstadit uztveréjietaises, ar tai paredzétajiem stiprinajumiem. Apalstiepli uz jumta stiprinat ar attiecigajiem stipringjumiem, attalumu starp 3 ™ -
stipringjumiem izvéléties saskana ar razotaja noradijumiem (max. 1.0m), nemot véra jumta materiala specifiku (pirms izbives precizét). apas nosaukums: _
o Nolaidumus izpildTt ar apalstiepli @ 8mm, stiprint ar specialo stiprinajumu, attalumu starp stiprinajumiem izvéléties saskana ar razotaja noradfjumiem BPDV M.Smans 23092019 S o Mérogs: b/m
‘ (max.1.0m). Rasgja D Kiselovs 23.00.0019| Areias eIektroapgadesttTlll(l:nglans ar projektéjamiem Stadija Lapas Ras. Nr.
e levérot minimalo droSu atstarpi (atbilstosi LVS EN 62305-3) no zibensvado$am dalam [idz elektroiekartam un konstrukcijam. M.Smana sert. Nr.: 3-01800 BP ELT-74

-



Proj. zibensuztveréjstienis ar spici; L=3.0m
Uz betona pamatnés, izoléto traversi (I=0.5m) un
piesléguma klemmi

7410

Proj. zibensuztvérgjstienis ar spici; L=2.0m
Uz betona pamatnés, izoléto traversi (I=1.0m) un
piesleguma klemmi

FASADE 1-4

T Pfoj. zibensuztvéréja stieples gals; L=0.5m £

Tekni pieslegt pie ZA sistemas

Proj. zibensuztvéréja stieples gals; L=0.5m
5150

Tekni pieslegt pie ZA sistemas

Iz0léts augstpriequma zibens novedéjkabelis ar 2x gala apdarem

max. 1000

Apalstieple AIMgSi 0.5 $8mm

% 7 o
5.230 = Il
. | (=]
- S
— Apalstieple AIMgSi 0.5 8mm -1 L-1 L-2 1
£
300 Stieples turétajs pie sienas 150
U a

Novedéja stiprinajumi pie sienas

Stieples turétajs pie sienas

'q o s
1.240 Mérijuma klemme
—< Merijuma kiemme _ P 1,000
A L-2 L-1 L-1
0.000, %% D DDD || |MEruma klemme Mérjuma klemme 0.000
] E. = o i ‘
20.200 o Plakandzelzs zemejuma lenta 30x3.5mm Plakandzelzs zeméjuma lenta 30x3.5mm ¢ Plakandzelzs zemejuma lenta 30x3.5mm ¥ |~ 1-0.200
= Z Z —= 7 Z Z 1.4
i\\’] ) ' B ) ‘;\\2/; ‘;\\4//;‘
- Pro']<. zeméjuma konttirs Rz<10Q -

PIEZIMES:

Plakandzelzs zemeiume_] lenta_30x3.5mm;
zemé 0.5-1.0m dziluma (skatit lapu ELT-2)

o Zibensaizsardzibas klase tiek izveléta atbilstosi LBN 261-15 "Eku iek$&ja elektroinstalacija".
o Ekas galvena sadalné uzstadit I+l klases parsprieguma aizsardzibu (OBO BETTERMANN V50 3 + NPE vai analogs).

o Bives pamatu malas precizét pirms aréja zemejuma kontdra izbves.

Aréjo zemégjuma kontaru guldit 0.8m dziluma, nemot véra paréjo inzenierkomunikaciju izvietojumu, ka arf teritorijas labiekartojumu.
Ja zeméjuma kontra pretestiba ir Rz>10(), tad padzilinat projektéjamos stienus vai dzit papildus cités vietas. levérot - attalims, starp elektrodiem tas nedrikst

bt mazaks par iedzita elektroda garumul

Jumta uzstaditam zibensaizsardzibas konttiram ar apalstiepli @ 8mm japievieno visas metala konstrukcijas, iekartu un ieriéu metaliskas dalas, kas normala

reZima nav zem sprieguma, lai izveidotu nepartrauktu savienojumu ar zeméjuma kontru.

Zibensaizsardzibas sistemu pievienot pie aréja zeméjuma kontdra.
Zibensaizsardzibas sistémas nolaiduma vietas precizét montazas laika.

Uz objekta jumta uzstadit uztvergjietaises, ar tai paredzétajiem stiprinajumiem. Apalstiepli uz jumta stiprinat ar attiecigajiem stipringjumiem, attalumu starp
stiprinajumiem izvéléties saskana ar raZotaja noradijumiem (max. 1.0m), nemot véra jumta materiala specifiku (pirms izbdves precizét).

Nolaidumus izpildit ar apalstiepli @ 8mm, stiprinat ar specialo stiprinajumu, attdlumu starp stiprindjumiem izvéléties saskana ar razotéja noradijumiem (max.1.0m).
levérot minimalo droSu atstarpi (atbilstoSi LVS EN 62305-3) no zibensvado$am dalam [idz elektroiekartam un konstrukcijam.

Proj. zibensuztveréjstienis ar spici; L=2.0m
Uz betona pamatneés, izoléto traversi (I=1.0m) un
piesléguma klemmi

FASADE A-D

Proj. zibensuztvéréjstienis ar spici; L=3.0m

Uz betona pamatneés, izoleto traversi (I=0.5m) un

, piesléguma klemmi

Tekni pieslégt pie ZA sistemas

Tekni pieslégt pie ZA sistémas

Tekni pieslégt pie ZA sisteémas

Stieples turétajs pie sienas

Apalstieple AIMgSi 0.5 #8mm

Stieples turétajs pie sienas

Stieples turétajs pie sienas
Apalstieple AIMgSi 0.5 $8mm

000T “xew

7 o
3.830 L 1l
L-2 :|D
2.960
= Apalstieple AIMgSi 0.5 $8mm
i 7 o A
S Mériiuma K 1.240
_ erjuma Kiemme
1,000 8 P ) -
- L-2 - 0.190
0.000 Mérijuma klemme Meérijuma klemme <0000
‘ il ‘ il \HJ ‘
-0.200/ Plakandzelzs zemé&juma lenta 30x3.5mm Plakandzelzs zemgjuma lenta 30x3.5mm -0.200
\ |
Ve A\ Z Ve e \ Z Ve "“\‘ Z ‘/" '\\
) eV “\Q/‘ ‘\P/“
Pro&'. zemgjuma konttirs Rz<10Q
Plakandzelzs zeme1um§ lenta_30x3.5mm:;
zemé (.5-1.0m dziluma (skatit lapu ELT-2)
PIENEMTIE APZIMEJUMI:
7~ | Argjais zeméjuma kontrs, skat. ELT-2
Apalstieple Alu @ 8 vai 10mm
Izoléts augstprieguma zibens novedéjkab.
@ Krusta / T-veida savienojums @ 8mm
2 | Nolaidums
O- | Stieples turétajs
® Metala konstrukciju pievienojuma klemma
(e) | Zibensuztvérgjs
“_~ |Kompensators Alu @ 8mm
Pasutitajs: Objekts: Projektétajs
SIA "Ankila",

SIA "VALMIERAS NAMSAIMNIEKS",
Red.Nr.44103022271

Daudzdzivoklu dzivojamas majas J.Enkmana iela 1,
Valmiera vienkarSotas atjaunoSanas apliecindjuma

Reg.Nr. 40103398155
Blavkomersanta reg. Nr. 14716

M.Smana sert. Nr.: 3-01800

Seminara iela 2a, Valmiera, LV-4201 karte Kliveru iela 1 - 33, Riga, LV-1048
Adrese: Liguma Nr.:
Paraksts| Datums Jana Enkmana iela 1, Valmiera, LV-4201, 4-1213
Kad.nr. 96010061008001
Lapas nosaukums:
BPDV M.Smans 23.09.2019 Mérogs: 1:100
Raséja D.Kiselovs 23.09.2019 Zibensaizsardziba. Fasades 1-4 un A-D Stadija Lapas Ras. Nr.

BP EL-3.45




FASADE 4-1

Prog). zibensuztvergjstienis ar spici; L=2.0m
Uz betona pamatnes, izoléto traversi (I=1.0m) un
piesleguma klemmi

Proj. zibensuztveréja stieples gals; L=0.5m \ -

Proj. zibensuztvergjstienis ar spici; L=3.0m
Uz betona pamatneés, izoléto traversi (I=0.5m) un
piesleguma klemmi

Proj. zibensuztveréja stieples gals; L=0.5m

Proj. zibensuztveréja stieples galé; L=05m—

8.600, §——8—-8—8—=&8 5——8—~8—~ o o

S o a Tekni pieslegt pie ZA sistémas Tekni pieslegt pie ZA sistémas
6.660 g Apalstieple AIMgSi 0.5 8mm Apalstieple AIMgSi 0.5 8mm

1S

Tekni pieslegt pie ZA sistémas o ’ o
Apalstieple AIMgSi 0.5 88mm -
a 7 o L-1 L-2
3.830 o Stieples turetajs pie sienas Stieples turetajs pie sienas
300 L-2 L-1 300 a | [ o -
Stieples turétajs pie sienas -
o 7 o L-2 L-1 E
1.000 P Merijuma klemme
0.000 1 Merijuma Klemme? SN 7 Mérijuma klemme DDD B 10.190
- T . &
_0,200} | . Plakandzelzs zemé&juma lenta 30x3.5mm . Plakandzelzs zemé&juma lenta 30x3.5mm Plakandzelzs zeméjuma lenta 30x3.5mm4 |
Z ' Z Z Z /
(4\Pro|1. zeméjuma kontdirs Rz<10Q (3) (1)
" Plakandzelzs zemeiumg lenta 30x3.5mm; — —
zemé 0.5-1,0m dziluma (skatit lapu ELT-2)
PIEZIMES:

o Zibensaizsardzibas Klase tiek izveléta atbilstosi LBN 261-15 "Eku iek$&ja elektroinstalacija".

o Ekas galvena sadalné uzstadit I+1 klases parsprieguma aizsardzibu (OBO BETTERMANN V50 3 + NPE vai analogs).

e Bives pamatu malas precizét pirms aréja zeméjuma konttra izbdves.

o Argjo zeméjuma kontdru guldit 0.8m dziluma, nemot véra paréjo inzenierkomunikaciju izvietojumu, ka arf teritorijas labiekartojumu.

e Jazemé&juma kontlra pretestiba ir Rz>10Q, tad padzilinat projekt&jamos stienus vai dzit papildus citas vietas. levérot - attalims, starp elektrodiem tas nedrikst
bat mazaks par iedzita elektroda garumu!

e Jumta uzstaditam zibensaizsardzibas kontiram ar apalstiepli @ 8mm japievieno visas metala konstrukcijas, iekartu un ieri¢u metaliskas dalas, kas normala
reZima nav zem sprieguma, lai izveidotu nepartrauktu savienojumu ar zeméjuma kontdru.

e Zibensaizsardzibas sistému pievienot pie aréja zeméjuma kontdra.

e Zibensaizsardzibas sisttmas nolaiduma vietas precizét montazas laika.

o Uz objekta jumta uzstadit uztveréjietaises, ar tai paredzétajiem stiprinajumiem. Apalstiepli uz jumta stiprinat ar attiecigajiem stipringjumiem, attdlumu starp
stipringjumiem izvéléties saskana ar raZotaja noradijumiem (max. 1.0m), nemot véra jumta materiala specifiku (pirms izblves precizét).

. Nolaidumus izpildit ar apalstiepli @ 8mm, stiprinat ar specialo stiprinajumu, attdlumu starp stiprindjumiem izvéléties saskana ar raZotaja noradijumiem (max.1.0m).

o leverot minimalo dro3u atstarpi (atbilstosi LVS EN 62305-3) no zibensvado3am dalam [idz elektroiekartam un konstrukcijam.

9.920

;

8.020

2.4L40
1.240

-0.200

FASADE D-A

Proj. zibensuztvergjstienis ar spici; L=3.0m
Uz betona pamatnes, izoléto traversi (I=0.5m) un
piesleguma klemmi

a

Tekni pieslégt pie ZA sistémas

Stieples turétajs pie sienas

_max. 1000

J

Apalstieple AIMgSi 0.5 8mm

T~ piesleguma klemmi

ProL. zibensuztvergjstienis ar spici; L=2.0m
Uz betona pamatnés, izoleto traversi (I=1.0m) un

“Tekni pieslégt pie ZA sistémas

8.600
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7.060

Apalstieple AIMgS
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4.270

Mérfjuma klemme

0.000

] _ ‘ ‘
Tekni pieslegt pie ZA sistémas

]D Stieples turétajs pie sienas
Stieples turetajs pie sienas [ Apalstieple AIMgSi 0.5 #8mm

o8
C
IS

=]
i 0.5 88mm L

Merijuma klemme ‘ Mérijuma Klemme

| Plakandzelzs zemejuma lenta 30x3.5mm

Plakandzelzs zem&juma lenta 30x3.5mm -0.200
=\ ’/'L\ Z =\ Z 7N\
i\l?/} i\Q/I\ i\B ) i\A/I\
Pro&'. zeméjuma kontdrs Rz<10Q
Plakandzelzs zemé&juma lenta 30x3.5mm;
zemg 0.5-1.0m dzdumé (katit lapu ELT-2)
PIENEMTIE APZIMEJUMI:
7.~ | Argjais zemé&juma konturs, skat., ELT-2
Apalstieple Alu @ 8 vai 10mm
Izoléts augstprieguma zibens novedéjkab.
(5] Krusta / T-veida savienojums @ 8mm
2 |Nolaidums
O- | Stieples turétajs
Y Metala konstrukciju pievienojuma klemma
(o) | Zibensuztvergjs
-“_~ |Kompensators Alu @ 8mm
Pasititajs: Objekts: Projektétajs
SIA "Ankila",

Re§.Nr.44103022271

SIA "VALMIERAS NAMSAIMNIEKS",

Daudzdzivoklu dzivojamas majas J.Enkmana iela 1,
Valmiera vienkar$otas atjaunosanas apliecinajuma

Reg.Nr. 40103398155
Bavkomersanta reg. Nr. 14716

Seminara iela 2a, Valmiera, LV-4201 karte Kliveru iela 1 - 33, Riga, LV-1048
Adrese: Liguma Nr.:
Paraksts| Datums Jana Enkmana iela 1, Valmiera, LV-4201, 4-12/3
Kad.nr. 96010061008001
Lapas nosaukums:
BPDV M.Smans 23.09.2019 Meérogs: 1:100
Raséja D.Kiselovs 23.09.2019 Zibensaizsardziba. Fasades 4-1 un D-A Stadija Lapas Ras. Nr.
M.Smana sert. Nr.: 3-01800 BP EL-3.6




Objekts:

"Energoefektiva daudzdzivok|u dzivojamas ékas vienkarSota atjaunoSana"

Jana Enkmana iela 1, Valmiera, LV-4201, Kad.nr. 96010061008001 Stadija: BP
Sadala: EL/ELT
lekartu un materialu specifikacija. Pas. Nr. 4-12/3
Nr.p.k lekartas \{ai m.ateriéla no_saukums, Iek.é\rtas Marv. | Daudz. Piezimes
tehniskais raksturojums. tips
1 Zibensaizsardziba uz jumta, fasades
Apalstieple (AIMgSi g8 mm, jumts) m 160
Stieples savienojumi (X-veida, T-veida utt.) gab 15
Stieples turétajs ltTdzenam jumtam gab 133 Ik p&c 1m
Apalstieples kompensators ar savienojuma klemmam kompl. 13
Universala pievienojuma klemme metala konstrukciju (logu ramju, sniega barjeru, metala ab 8
jumtinu utt.) stiprinaSana pie apalstieples @8mm 9ab.
Apalstieple (AIMgSi g8 mm, nolaidumi) m 55
Stieples turétajs uz fasades gab 48
Mérijuma klemme gab 6
Izoléts augstprieguma zibens novedéjkabelis m 9
Izoléts augstprieguma zibens novedéjkabelis gala apdares gab. 2
Izoléts augstprieguma zibens novedéjkabela stiprindjums pie sienas gab. 9
Uzstvéréjstienis ar spici H=3.0m gab 1
Uzstvéréjstienis ar spici H=2.0m gab 1
Izoléta traverse (I1=0.5m) gab 1
Izoléta traverse (I=1.0m) gab 1
Betona pamatne (h=3m) gab 1
Betona pamatne (h=2m) gab 1
Pamatnes plate gab 2
Zibensuzstvéréja - apalstieples savienojuma klemme gab 2
Paréjie montazas izstradajumi kompl. 1
2 Zeméjums
Térauda plakandzelzs lenta 30x3,5mm m 108
Zeméjuma stienis, cinkots térauds, @20mm, 1.5m gab 44
Zeméjuma stiena savienojuma uzmava gab. 33
Spice A-tipa @20mm zemé&juma stienim gab 11
Plakandzelzs - @20mm zemé&juma stiena savienojuma klemme, c. térauda gab 11
Plakandzelzs - plakandzelzs savienojuma klemme gab 6
50mm antikorozijas lenta (savienojums) gab. 17
Tran$éja zemé&juma kontlram m 103
Zeméjuma vada - plakandzelzs savienojuma klemme gab. 1
Paréjie montazas izstradajumi kompl. 1
3 Parsprieguma aizsardziba
OBO
I+l klases parsprieguma aizsardzibas ierice kompl. 1 BETTERMANN
V50 3 + NPE
Zeméjuma vads 16mm2 m 15 HO7V-K
Potencialu izlidzindSanas kopne gab. 1
4 Citi
Zeméjuma pretestibas meérijumi kompl. 1
Izpildmérijumi kompl. 1
Paréjie montazas izstradajumi kompl. 1
Piezimes:

1. Specifikacija minétos materialus iespéjams aizstat ar ekvivalentas kvalitates un dizaina citu firmu izstradajumiem Izmainas jasaskano ar

2. Materialu specifikacija ir ietverti visas galvenas iekartas un materiali, kas noraditas raséjumos. Blivuznéméjam sastadot bavdarbu tami,

3. Tehniska projekta dokumentacija noraditie risinajumi jaaplilko kopuma, tadél galvena biivuznéméja pienakums ir informét visus
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Daudzdzivoklu dzivojamas majas J.Enkmana iela 1,
Valmiera vienkarSotas atjaunosanas apliecinajuma karte

Daudzdzivok|u dzivojamas majas J.Enkmana iela 1, Valmiera
vienkarsotas atjaunoSanas apliecinajuma karte.
Siltummezgls

ISM/
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Blvprojekta izstradatajs: SIA ANKILA
Reg. Nr. 40103398155
Lienes iela 1-3a, Riga, Riga LV-1009

BP sadalas izstradatajs: JELENA SMIRNOVA
Bavprakses sertifikats Nr.3-00342
talr.: +371 26035245

Pasutitajs: SIA ,VALMIERAS NAMSAIMNIEKS”,
Reg. Nr. 44103022271,
Seminara iela 2a, Valmiera, LV-4201

Pasutijuma NR. 4-12/3

Objekts: EN_ERGOEFEK]'TVA DAU DZI_)ZTVVOKI,_U
DZIVOJAMAS EKAS VIENKARSOTA
ATJAUNOSANA

Adrese: Jana Enkmana iela 1, Valmiera, LV-4201,

kad. nr. 9601061008001

Grupa /Grunts

BlvprojektéSanas stadija: Buvprojekts (BP)

Buvprojekta sadala: SILTUMMEHANIKA-SM
Sé&juma Nr.
BP sadalas vaditajs: Jelena Smirnova

sert.nr. 3-00342

RIGA
2019.
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Sadala : SM, Siltummezgls

Satura raditajs

LAPAS NR. [ 1zm. NOSAUKUMS PIEZIMES NR.P.K.
- - |Titullapa 1 lapa 1
- - |Blvprakses sertifikats 1 lapa 2
- - |Satura raditajs 1 lapa 3
SM
- - |Tehniskie noteikumi 4 lapas 4,5,6,7
- - |Skaidrojo$s apraksts 1 lapa 8
Rasejumi
SM-1 - |Siltummezgls. Visparigie raditaji 1 lapa 9
SM-2 - |Siltummezgla principiala shema 1 lapa 10
SM-3 - |Siltummezgls. levada mezgls. Plans M1:50 1 lapa 1
Pievienoto materialu saraksts
SM-4- - |lekartu un materialu specifikacija 2 lapas 12,13
SM-5
Siltummainu aprékins 1 lapa 14
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Siltumapgade
1.Visparigie dati

Projekta dala izstradata saskana ar LR spéka eso$am normam un
noteikumiem,ka art atbilstoSi projektéSanas uzdevuma nosacijumiem.
Projekts izstradats saskana ar sekojoSiem normativiem:
LBN 003-15- Bavklimatalogija.
LBN 002-15- Eku norobeZojo$o konstrukciju siltumtehnika.
LBN 231-15- Dzivojamo un publisko €ku apkure un ventilacija.
LBN 201-15- Bavju ugunsdroSiba

2.Siltumapgade

Eku siltumapgade paredzéta no pilsétas siltumtikliem, atbilstosi
SIA ,Valmieras Udens” izdotajiem Tehniskajiem noteikumiem Nr.1-12/149
no 03.05.2019.
Siltummezgls paredzéts ekas pagrabstava.
Ekas siltummezgla paredzétas viena siltummaina grupa:

- siltummainis apsildes sistémai.
Siltummainis apsildes sistémai aprékinats ar sekundaro siltumneséja
temperattru grafiku 80/60 grad.C.
Siltumneséja temperatiras reguléSana paredzéta atkariba no ara gai-
sa temperatiras.
Projekta noslegarmatira paredzéta primara pusé-16bar, sekundara pusé-
10bar.
Siltumneséja termiskas izpleSanas kompenséSanai paredzéta izple-
Sanas tvertne.
Siltumapgades sistémai paredzéts uzstadit elektroniskos cirkulacijas
suknis.
Siltummezgla iekartu apsaistei paredzétas bezSuvju melna térauda cau-
rules.
Caurulvadi siltummezgla izoléjami ar ,Paroc” siltumizolaciju ar foliju
aizsargkartu.

Izpildija: J.Smirnova
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Raséjumu saraksts

LAPAS NOSAUKUMS

PIEZIMES

Siltuma slodZu tabula

SM-1| Siltummezgls. Visparigie raditaji

SM-2 | Siltummezgla principiala shéma

N . Siltuma paterins kW
N osaurums Apkure Karsta Gdens -
apgade Kopa
1 EKA JANA ENKMANA 45 45
IELA 1, VALMIERA

SM-3 | Siltummezgls. levada mezgls. Plans M1:50

SM-4-
SM-5 | lekartu un materialu specifikacija (2 lapas)

APZIMEJUMI

Ventilis
Balansegjosais ventilis

Cirkulacijas suknis

Vienvirziena varsts

Termometrs

Manometrs

Siltuma meéritajs

Q== 1% ® X X

Buvprojekta dalas vaditaja apliecindjums

ST bavprojekta SM dalas risinajumi
atbilst Latvijas bavnormativu un citu
normativo aktu, ka art tehnisko vai Tpaso
noteikumu prasibam

Bavprojekta dalas vaditajs Jelena Smirnova
|émums Nr.3-00342

01.11.2019.g.
(datums)

(paraksts)

(X I %o ®

Udens méritajs

Drosibas varsts

Regulgjosais varsts

Filtrs

Spiediena regulators

SITUACIJAS PLANS

Jana Enkmana iela

ST
©
Q0
= 1
C..
®
E j_‘
X
c
L SM
®
C..
10
S
PIEZIMES:
VISAS ATSAUCES UZ IEKARTU, MATERIALU UN IZSTRADAJUMU IZGATAVOTAJU
FIRMAM, KURAS NORADITAS BUVPROJEKTA, LIECINA TIKAI PAR SO IEKARTU
KVALITATES UN APKALPOSANAS LIMENI.
SPECIFIKACIJAS NORADITO IEKARTU UN MATERIALU NOMAINA IR IESPEJAMA
AR CITAM TEHNISKI ANALOGAM IEKARTAM UN MATERIALIEM.
Pasutitajs: Objekts: Projektétajs
SIA "VALMIERAS NAMSAIMNIEKS" SIA "Ankila",

Seminara iela 2a, Valmiera, LV-4201

Reg.Nr.44103022271

Energoefektiva daudzdzivok|u dzivojamas ékas
vienkarsota atjaunos$ana

Reg.Nr. 40103398155
Lienes iela 1-3A, Riga, LV-1009

Adrese: Liguma Nr.:
Paraksts | Datums Jana Enkmana iela 1, Valmiera, LV-4201, 4-12/3
Kad.nr. 96010061008001
Lapas nosaukums:
BPDV J.Smimova 10.2019 Mérogs: EROGS
Izstradaja  |J.Smirova 10.2019 SILTUMMEZGLS. VISPARIGIE RADITAJI Stadija Lapas Ras. Nr.
Jelena Smirnova sert. Nr.: 3-00342 BP 5 sm-B7




0-120°

ESMT O

0-16BAR

UZ SILTUMTIKLU

NO SILTUMTIKLA —p ﬂﬂ
T1-DN40
45kW DN32

0-120°

FILTRS-DN32
0-16BAR

%

T2-DN40

)
DN32

PIEZIMES

1. CAURULVADU MONTAZAS AUGSTAKAJAS VIETAS, PAREDZETS UZSTADIT
AUTOMATISKOS ATGAISOTAJUS, ZEMAKAJAS VIETAS SISTEMU TUKSOSANAS

VENTILUS.

PIEZIMES:

VISAS ATSAUCES UZ IEKARTU, MATERIALU UN IZSTRADAJUMU IZGATAVOTAJU
FIRMAM, KURAS NORADITAS BUVPROJEKTA, LIECINA TIKAI PAR SO IEKARTU

KVALITATES UN APKALPOSANAS LIMENI.
SPECIFIKACIJAS NORADITO IEKARTU UN MATERIALU NOMAINA IR IESPEJAMA

AR CITAM TEHNISKI ANALOGAM IEKARTAM UN MATERIALIEM.

HIDRAUL.PARP. LAIKA

O
ECL 210(A230)
||
' LI_ . - UZ APKURES SISTEMU
. ] T11=T21-DN40
WAMSTRUP" CIRKULACIJAS SUKNIS
DN20; 1.5M3/ST STRATOS 30/1-8
BEe— o WILO" DN15 DN15
AR PROC. APKURES SILDITAJS WILO' =
"MULTICAL-602" — XB12M-1-26 0-10BAR
AMV 10 "DANFOSS” DN40
| 45k ESM11 ><
- 0-120°
DN15 D DN15 DN15
117°C 80°C
> <4+— > _ — —] 7
— 3xDN20 DN20 %\ DN20
5xDN20 D.42.3x3.2 VM 2-15 DN40 D.48.0x3.5 010BAR DN32
’ 7 17 Kvs=2.5 . G=1.94m3/st.
Q% 0-120°
| D.48.0x3.5
- _DA0UX09 DN40
DN15 DN15
L 63°C 60°C
Ay — D_ _D
D.42.3x3.2 % \__DN15 ESM11 / % \_DN20 DN40 FILTRS-DN40
AVP-DN15 DN20 DN15 3BAR I 1ZPLESANAS TVERTNE
Kvs=2.5 N2 B 50L; 6BAR
DN15; 1.5m3/st. DN15 — Pirms sistémas uzpildisanas
DN20 izpleSanas tvertné iestuknét gaisu
\r/ Iidz p=1.2 bar
I > Sistému uzpildit lidz p=1.5 bar
DN15
DN15 FILTRS-DN15 AIZVERTS TIKAI SISTEMAS

Pasutitajs:

Objekts:

Projektétajs

SIA "VALMIERAS NAMSAIMNIEKS" ,
Reg.Nr.44103022271
Seminara iela 2a, Valmiera, LV-4201

Energoefektiva daudzdzivoklu dzivojamas ékas
vienkarsota atjaunosana

SIA "Ankila",
Regd.Nr. 40103398155
Lienes iela 1-3A, Riga, LV-1009

Jelena Smirnova sert. Nr.: 3-00342

Adrese: Liguma Nr.:
Paraksts | Datums Jana Enkmana iela 1, Valmiera, LV-4201, 4-12/3
Kad.nr. 96010061008001
Lapas nosaukums:
BPDV J.Smimova 10.2019 Mérogs: EROGS
Izstradaja J.Smirnova 10.2019 SILTUMMEZGLA PRINCIPIALA SHEMA Stadija Lapas Ras. Nr.
BP 5 sm-288




IEVADA MEZGLS MEZGLS "A PLANS M1:50

UZ APKURES SISTEMU
T11=T21-DN40

IZPLESANAS TVERTNE

Y 50L; 6BAR 436
"KAMSTRUP" \% [
DN20: 1.5M3/ST . ™ EL.SKAPIS-1.0kW
, A A MEZGLS "A
AR PROC. o 1 260 208, a T =
MULTICAL-602 & . \
100 L APKURES SILDITAJS ~ | UZAPKURES SISTEMU
Sig XB12M-1-26 —~_| ﬂ T11=T21-DN40
ST~ "DANFOSS"-45k\W
Qr
Ar E
100 100 100 ST
150, 260 , [99 180, 199 200,190 160, [99 128 |150, N A
f—AAA A1t 1t 1t Tttt 11 7 .
S 100 100 100 100 100 100 N2 IEVADA MEZGLS
7 of
ﬁ-r
= i
| | ) ol
(@)
(@)
S 300 | 200, 260 109 100 135 100450, 569 190 200, 260, 199200[%;50,
A A A A A A7 I B I N B B
100 100 100 100
D S T I S S I R T I RS S
71.4
2315 F+ 1o ¥ NO SILTUMTIKLA
T1=T2-D.42.3x3.2
/\ V
NO SILTUMTIKLA UZ SILTUMTIKLU PIEZIVES
T1-D.42.3x3.2 T2-D.42.3x3.2
PIEZIVES: 1. CAURULVADU MONTAZAS AUGSTAKAJAS VIETAS, PAREDZETS UZSTADIT ___ _ _
— AUTOMATISKOS ATGAISOTAJUS, ZEMAKAJAS VIETAS SISTEMU TUKSOSANAS Pasutitajs: Objekts: Projektétajs
A A AMA 7 VENT/-LUS SIA "VALMI.ERAS NAMSAIMNIEKS®, Energoefektiva daudzdzivoklu dzivojamas ékas ‘SIA “Ankila*,
VISAS ATSAUCES UZ IEKARTU, MATERIALU UN 1ZSTRADAJUMU IZGATAVOTAJU SUS. | Rebnaatosozant fiva daudzdaivoldu datv e ot
FIRMAM, KURAS NORADITAS BUVPROJEKTA, LIECINA TIKAI PAR $0 IEKARTU Adrese: Liguma Nr.:
KVALITATES UN APKALPOSANAS LIVENI. Parakets | Datums i Envmana o2 1. Vamiora, LV4201 w12
SPECIFIKACIJAS NORADITO IEKARTU UN MATERIALU NOMAINA IR IESPEJAMA I’fa"'”“ 96010061;’08001
- - - - - apas nosaukums:
AR CITAM TEHNISKI ANALOGAM IEKARTAM UN MATERIALIEM. e — Warogs: EROGS
Izstradaja J.Smirnova 10.2019 SILTUMMEZGLS. IEVADA MEZGLS. PLANS M1:50 Stadija Lapas Ras. Nr.
Jelena Smirnova sert. Nr.: 3-00342 BP 5 SM-89




MATERIALU SPECIFIKACIJA.

Nr. | Apziméjums Nosaukums Skaits | Merv. | Piezimes
1 2 3 4 5 6
SILTUMMEZGLS.
Firmas "Danfoss" siltummainis XB 12M-1-26 ar
1 izolaciju, stiprindjumiem un vitnu savilcém 1 k-ts
2 Firmas "WILO" siiknis STRATOS 30/1-8 1 k-ts
Siltuma méritajs "KAMSTRUP" 1.5m3/st.ar
3 proc. MULTICAL-602 1 k-ts
Firmas "Danfoss" spiediena regulators AVP 15
4 Kvs=2.5 1 k-ts
Firmas "Danfoss" regulgjosais varsts VM2-15
5 Kvs=2.5 ar pievadu AMV10 1 gab.
6 Firmas "Danfoss" programmas bloks ECL 210 (A230) 1 gab.
7 Argaisa sensors ESMT 1 gab.
8 Sensors ESM11 2 gab.
9 Udens skaititajs dnl5, 1.5m3/st. 1 gab.
10 Izplesanas tvertne SOL; 6BAR 1 gab.
11 Drosibas varsts 3bar, dn20 1 gab.
12 Terauda lodveida krans ar piemet.galiem dn32, PN25 2 gab.
13 Ventilis dn40 4 gab.
14 Ventilis dn20 1 gab.
15 Ventilis dnl5 2 gab.
16 Ventilis dn20 ar noslégkorki 4 gab.
17 Ventilis dnl5 ar noslégkorki 3 gab.
18 BalansgjoSais ventilis dn32 ar fiksatoru 1 gab.
19 Keta filtrs dn32 1 gab.
20 Misina filtrs dn40 1 gab.
21 Misina filtrs dnl5 1 gab.
22 Vienvirziena varsts dnl5 1 gab.
23 Manometrs 0-10bar 2 gab.
24 Manometrs 0-16bar 2 gab.
25 Manometra ventilis dnl5 10 gab.
26 Termometrs 0-120 4 gab.
27 Automatiskais atgaisotajs 1 gab.
28 T&rauda caurule d.48.0x3.5 (dn40) 10 m
29 Teérauda caurule d.42.3x3.2 (dn32) 10 m
30 T&rauda caurule d.26.8x2.8 (dn20) 5 m
31 Teérauda caurule d.21.3x2.8 (dn15) 10 m
Firmas "Paroc" siltuma izolacija d.49x20, A <0.045 10 m
32 pie 40°C, vai ekvivalents
Firmas "Paroc" siltuma izolacija d.42x20, A < 0.045 10 m
33 pie 40°C, vai ekvivalents
Firmas "Paroc" siltuma izolacija d.28x20, A <0.045
34 pie 40°C, vai ekvivalents > m
Objekts: ENERGOEFEKTIVA DAUDZDZIVOKLU
DZIVOJAMAS EKAS VIENKARSOTA
ATJAUNOSANA SERT. Nr.3-00342
JANA ENKMANA IELA 1, VALMIERA,
LV-4201, KAD. NR. 96010061008001
Sastadija J.Smirnova SM-4
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1 3 4 5 6
Firmas "Paroc" siltuma izolacija d.22x20, A <0.045
. . . 10 m
35 pie 40°C, vai ekvivalents
36 Veidgabali un caurulu stiprinajumi 1 k-ts
37 Elektromateriali un siltummezgla zem&ums 1 k-ts
Obijekts: ENERGOEFEKTIVA DAUDZDZIVOKLU
DZIVOJAMAS EKAS VIENKARSOTA
ATJAUNOSANA SERT. Nr.3-00342
JANA ENKMANA IELA 1, VALMIERA,
LV-4201, KAD. NR. 96010061008001
Sastadija J.Smirnova SM-5

Page 2 of 2




Danfoss Hexact(v5.2.20)

Plate Heat Exchanger Datasheet

Ref.: AP20190927112050

Customer: Contact person:
Project: E-mail:
HEX Type: XB12M-1-26 G 5/4 (25mm) Engineer: AP
Unit: 1 (Parallel) Code: 004H7543 Date: 27.09.2019 11:20:53
Calculated parameters Unit Sidel Side2
Flow Type Counter current
Load kw 45,00
Inlet temperature °C 118,00 60,00
Outlet temperature (Specified) °C 63,00 80,00
Outlet temperature (Actual) °C -- -
Mass FlowRate kg/h 698,9 1933,5
Volumetric Flowrate L/min 12,320 32,747
Total pressure drop kPa 2,34 14,04
Pressure drop - In port kPa 0,03 0,23
Total area m~2 0,67
Surface margin % 29,8
LMTD K 13,79
HTC(Available / Service / Required) W/m~2-K 6305,5/6305,5/4857,7
Port velocity m/s 0,25 0,68
Properties of fluid Unit Sidel Side2
Fluid Water Water
Dynamic viscosity mPa-s 0,3152 0,4058
Density kg/m~3 965,8 978,6
Heat capacity kJ/kg-K 4,206 4,188
Thermal conductivity W/m-K 0,674 0,659
Specification: Unit Sidel Side2
HEX Type: XB12M-1-26 G 5/4 (25mm)

Number of plates: - 26

Max.number of plates in current frame: - --

Grouping.: - 1*12M/1*13M

Plate Material: - EN1.4404(AISI316L)

Gasket / Brazing Material: --- CU

Connection size: - G5/4

Connection type: - Thread

Frame color: — -

Certification/Approval type: - PED Art 4.3

Volume: L 0,384 0,416
Weight: kg 3,51

Design Temp. (Max/Min): °C 118/60

Design Pressure(Max): bar 25

Items:
Code Pcs Components

004H7543 1 XB12M-1-26 G 5/4 (25mm)

External Dimensions:

A (mm): 289 B (mm): 118

C (mm): 234 D (mm): 63

E (mm): 46,4 F (mm): 25

Warning: Dimensions are for reference purposes only and are not to be used for construction.

Comments:

Copper brazed stainless steel heat exchanger designed and configured for district heating systems, district
cooling and other heating applications. The brazed heat exchanger features our new MICRO PLATES™, which
enable heat to be transferred more effectively than in any previous model.Energy and cost savings, Longer life

time, Corrosion-resistant design, Compact Design.
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